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End of first amended section

Second amended section

4.1 Limited set of UMTS PLMN connection models

4.1.1
Transparent data

Figure 2 shows the connection model for synchronous transparent CS data. In general all the user data bits are conveyed between the MT and the IWF as they are received from the TE. This implies that the RLC SDU/ Iu UP frame is transparent.

Figure 3 shows the connection model for asynchronous transparent CS data. The rate adaptation function RA0 from 3GPP TS 04.21 (adapted to the RLC SDU size) is used for converting between asynchronous data and a synchronous bit stream. End-to-end flow control is not applicable in UMTS, thus no status bits are conveyed over RAN/UTRAN (see 3GPP TS 27.001). 


Figure 2 Connection model for Synchronous T CS data


Figure 3 Connection model for Asynchronous T CS data

4.1.2 Non-transparent data

Figure 4 shows the connection model for asynchronous non-transparent CS data.


Figure 4 Connection model for Asynchronous NT CS data

End of second amended section

Third amended section

6.2
T services

The Iu UP and Nb UP are used in transparent mode, see 3GPP TS 25.415 and 3GPP TS 29.415. The payload of the Iu and Nb frames will consist of user data bits only for synchronous data, and RA0 synchronous bit streams for asynchronous data.

On the Iu and Nb interfaces, the payload (SDU) size is fixed, determined by the bit rate. Following table shows SDU size defined by GSM Association - IMT-2000 Steering Group (Typical Radio Interface Parameter Sets). AAL2 is used. The AAL2 SSCS layer must be supported for segmentation and re-assembly.
	Bit rate
	SDU size (= RLC PDU payload size) 

	28.8 kbit/s
	576 bits

	33.6 kbit/s
	[Editor’s note] Waiting for decision by GSM Association

	32 kbit/s
	640 bits

	56/64 kbit/s
	640 bits


The primitive Iu-UP or Nb-_UNIT-DATA-REQUEST is invoked at regular intervals in order to have a constant bit rate (every SDU).

If TDM is not used, then between the IWF and the fixed network (ISDN or PSTN), the Nb UP protocol is applied in support mode and the SDU size is 320 bits, transmitted every 5 ms. PDU type 0 is used.

End of third amended section

Forth amended section

10.2.2.2
A-TRAU’ frame format

One A-TRAU’ frame consists of two consecutive A-TRAU frames. The following figure shows the format of one A‑TRAU frame.

	
	bit number
	

	Octet number
	0
	1
	2
	3
	4
	5
	6
	7
	


	0
	0
	0
	0
	0
	0
	0
	0
	
	

	1
	0
	0
	0
	0
	0
	0
	0
	0
	

	2
	1
	C1
	C2
	C3
	C4
	C5
	M1
	M2
	

	3
	Z1
	D1
	D2
	D3
	D4
	D5
	D6
	D7
	

	4
	D8
	D9
	D10
	D11
	D12
	D13
	D14
	D15
	36 bit data field 1

	5
	D16
	D17
	D18
	D19
	D20
	D21
	D22
	D23
	

	6
	D24
	D25
	D26
	D27
	D28
	D29
	D30
	D31
	

	7
	D32
	D33
	D34
	D35
	D36
	Z2
	D1
	D2
	

	8
	D3
	D4
	D5
	D6
	D7
	D8
	D9
	D10
	

	9
	D11
	D12
	D13
	D14
	D15
	D16
	D17
	D18
	36 bit data field 2

	10
	D19
	D20
	D21
	D22
	D23
	D24
	D25
	D26
	

	11
	D27
	D28
	D29
	D30
	D31
	D32
	D33
	D34
	

	12
	D35
	D36
	Z3
	D1
	D2
	D3
	D4
	D5
	

	13
	D6
	D7
	D8
	D9
	D10
	D11
	D12
	D13
	

	14
	D14
	D15
	D16
	D17
	D18
	D19
	D20
	D21
	36 bit data field 3

	15
	D22
	D23
	D24
	D25
	D26
	D27
	D28
	D29
	

	16
	D30
	D31
	D32
	D33
	D34
	D35
	D36
	Z4
	

	17
	D1
	D2
	D3
	D4
	D5
	D6
	D7
	D8
	

	18
	D9
	D10
	D11
	D12
	D13
	D14
	D15
	D16
	36 bit data field 4

	19
	D17
	D18
	D19
	D20
	D21
	D22
	D23
	D24
	

	20
	D25
	D26
	D27
	D28
	D29
	D30
	D31
	D32
	

	21
	D33
	D34
	D35
	D36
	Z5
	D1
	D2
	D3
	

	22
	D4
	D5
	D6
	D7
	D8
	D9
	D10
	D11
	

	23
	D12
	D13
	D14
	D15
	D16
	D17
	D18
	D19
	36 bit data field 5

	24
	D20
	D21
	D22
	D23
	D24
	D25
	D26
	D27
	

	25
	D28
	D29
	D30
	D31
	D32
	D33
	D34
	D35
	

	26
	D36
	Z6
	D1
	D2
	D3
	D4
	D5
	D6
	

	27
	D7
	D8
	D9
	D10
	D11
	D12
	D13
	D14
	

	28
	D15
	D16
	D17
	D18
	D19
	D20
	D21
	D22
	36 bit data field 6

	29
	D23
	D24
	D25
	D26
	D27
	D28
	D29
	D30
	

	30
	D31
	D32
	D33
	D34
	D35
	D36
	Z7
	D1
	

	31
	D2
	D3
	D4
	D5
	D6
	D7
	D8
	D9
	

	32
	D10
	D11
	D12
	D13
	D14
	D15
	D16
	D17
	

	33
	D18
	D19
	D20
	D21
	D22
	D23
	D24
	D25
	36 bit data field 7

	34
	D26
	D27
	D28
	D29
	D30
	D31
	D32
	D33
	

	35
	D34
	D35
	D36
	Z8
	D1
	D2
	D3
	D4
	

	36
	D5
	D6
	D7
	D8
	D9
	D10
	D11
	D12
	

	37
	D13
	D14
	D15
	D16
	D17
	D18
	D19
	D20
	36 bit data field 8

	38
	D21
	D22
	D23
	D24
	D25
	D26
	D27
	D28
	

	39
	D29
	D30
	D31
	D32
	D33
	D34
	D35
	D36
	


Figure 5: A-TRAU 320 bit frame

Data Bits (Dxx):

The 288 data bits of an A-TRAU frame are divided in eight fields of 36 bits.

Control bits (C Bits):

C1 to C4:

The Control bits C1 to C4 define the used data rate. C1 to C4 in the first A-TRAU frame indicate the data rate in send direction.

C1 to C4 in the second A-TRAU frame indicate the used data rate in backward direction. This is required for Rate Control that is required in uplink direction. For details on rate control see 3GPP TS 25.415 [13].

	C1
	C2
	C3
	C4
	Radio Interface User Rate

	1
	0
	1
	1
	57,6 kbit/s

	1
	0
	1
	0
	33,6 kbit/s

	1
	0
	0
	0
	28,8 kbit/s

	0
	1
	1
	1
	14,4 kbit/s


C5:

C5 is not used, it is set to binary ‘1’.

Bit M1:

An A-TRAU’ frame is made of two consecutive A-TRAU which build the transport container for 576 data bits. Bit M1 is used to determine the order of the A-TRAU frames within an A-TRAU’ frame.

The two M1 bits are referred to as the Frame Start Identifier. The FSI value is 01. These values are assigned to the M1 bit as shown below:

	
	M1 bit

	First A-TRAU frame
	0

	Second A-TRAU frame
	1


Bit M2:

The M2 bit is used to indicate ‘valid’ A-TRAU’ frames. The M2 bit in both of the two consecutive A-TRAU frames relating to an A-TRAU’ frame shall have the same value.

Transparent mode:

In transparent mode M2 is clamped to binary ‘0’.

The 3G MSC (uplink direction) sets M2 to binary ‘1’ until it receives valid SDUs. When receiving valid SDUs M2 is set to binary ‘0’.

Non-transparent mode:

In non-transparent mode M2 is used for DTX. If DTX is applied, M2 is set to binary ‘1’. If DTX is not to be applied, M2 bit is set to binary ‘0’. The DTX handling is used in both directions for rate adaptation purpose. This means that the sending entity will insert ‘fill RLP-frames’ with DTX set to binary ‘1’ in case no RLP-frame is available.

Fill frames are also sent in order to adapt the RLP transmission frequency to the AIUR. The ratio between RLP frames and ‘fill’ RLP frames is defined in the following table:

	AIUR
	Ratio between RLP and ‘fill’ RLP frames

	57.6 kbit/s
	Only valid frames

	28.8 kbit/s 
	1 valid frame followed by 1 ‘fill’ frame

	14.4 kbit/s
	1 valid frame followed by 3 ‘fill’ frames


Z bits:
The bits Zi are used for Framing Pattern Substitution mechanism. This mechanism is defined in 3GPP TS 08.20 [19].

Mapping of A-TRAU’ frames to PCM time slots:

A-TRAU’ frames shall be mapped octet aligned to PCM time slots. I.e. bit number 0 to 7 of each octet of an A-TRAU’ frame shall be mapped to bit number 0 to 7 of the PCM time slot.
End of forth amended section
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