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Introduction

Following the review of Tdocs: N3-010393, N3-010394, N3-010395, N3-010396 it can be appreciated that the work required in specifying the mapping between SIP and ISUP/BICC will be extensive.

This contribution therefore proposes the creation of a new CN3 technical specification for the purpose of specifying the interworking (i.e. the mapping and coding) between the IM CN subsystem supporting SIP and a CS/PSTN supporting ISUP or BICC.

The proposed specification and its contents is included for discussion. The content of the proposed specification emphasises on specifying the mapping between SIP and ISUP/BICC for each identified call scenario, rather than a generic definition of the mapping requirements.

If CN3 decide not to continue with detailing the mapping between SIP and ISUP/BICC then this new specification may be beneficial for defining the 3GPP specific mapping requirements according to the ITU-T mapping recommendations (i.e. the specification of a 3GPP mapping delta)

Summary

To have two CN3 technical specifications detailing the interworking between the IM CN SS and CS/PSTN:

· TS 29.163 to continue to specify the interworking requirements between the IM CN SS and CS/PSTN where the focus will be concerned with network architecture, control and user plane interworking.

· TS 29.cde to specify the mapping and coding between SIP and ISUP/BICC.  If a decision is made to wait for ITU-T to complete the mapping requirements then the new specification may be used to specify the 3GPP specific mapping requirements (i.e. the specification of the 3GPP mapping delta).

