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First amended section
6.4
Go data

Editor’s Note: This section describes relevant detailed structure and data format of each data element. May use a sub-section for each data element.
The detailed data description is provided in Annex B. 

Editor’s Note: This remainder of this chapter contains agreed detail message and data element format descriptions for the protocol prior to being defined in the PIB (Annex B). As the messages/data definitions are completed in the PIB, it shall be removed from here. Data shall not be removed from here until it is complete. Messages/data in the PIB which are not yet completed shall be clearly marked.
-
Client Handle – a unique identifier for the authorisation request. The Client Handle is a variable-length field with no implied format as specified in [7].

-
Binding information – A data element from the PCF that identifies (at a minimum):

-
The PCF identity

-
The authorisation token for the session

-
The flow id(s) within the session

Editor’s note: The format of the binding information is FFS.

-
Authorisation Status – The authorisation status for the specified binding information. The status shall contain a valid/invalid indicator. The format of the authorisation status is FFS.  

-
Charging identifier – The charging identifier of the PDP context. The specific details of the charging identifier is FFS. Further information on the charging identifier is required from S2.

-
Authorised QoS – The authorised QoS contains the maximum allowed class, and the bandwidth information.

-
Direction indicator – SYNTAX   Integer (1..2)
The values of the direction indicator are: 1 uplink, 2 downlink.
-
Maximum allowed class –SYNTAX   Integer32 (0..63)

Note: format derived from Dscp in draft-ietf-diffserv-mib-16.txt 
-
Data rate – SYNTAX  Unsigned32  (0..4294967295); UNITS  "kilobits per second". A value of 0 indicates data rate not specified.
Note: format derived from diffServTBParamRate in draft-ietf-diffserv-mib-16.txt
-
Filter Specification –  SYNTAX   
    ClfrAddrType     InetAddressType,
    ClfrDstAddr      InetAddress,
    ClfrDstPrefixLength    InetAddressPrefixLength,
    ClfrSrcAddr      InetAddress,
    ClfrSrcPrefixLength    InetAddressPrefixLength,
    ClfrProtocol     Unsigned32,
    ClfrDstL4Port    InetPortNumber,
    ClfrSrcL4Port    InetPortNumber,
    GateStatus    Integer (0..2)
Note: format derived from DiffServMultiFieldClfrEntry in draft-ietf-diffserv-mib-16.txt. InetAddressType, InetAddress, InetAddressPrefixLength, and InetPortNumber are imported from IF-MIB. The values of the Gate Status are 0: not specified, 1: closed, 2: open. Additional data shall be added as required to support repetition of the filter specification. The mechanism to support wildcarding of the information (eg ClfrSrcL4Port) is FFS.
-
Max rate is 0 Kbs – SYNTAX   Boolean (True/False)
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