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3
Definitions and abbreviations

3.1
Definitions

For the purposes of the present document, the terms and definitions given in 3GPP TR 21.905 [1] and the following apply:
Common Open Policy Service (COPS) protocol: is a simple query and response protocol that can be used to exchange policy information between a policy server (Policy Decision Point) and its clients (Policy Enforcement Points)

Differentiated Services (DiffServ): Diffserv networks classify packets into one of a small number of aggregated flows or "classes", based on the DiffServ codepoint (DSCP) in the packet's IP header
This is known as behaviour aggregate (BA) classification. At each DiffServ router, packets are subjected to a "per-hop behaviour" (PHB) (see RFC 2475 [5]), which is invoked by the DSCP.
Flow identifier: used for the identification of an IP flow within a media component associated with a SIP session
For example, a single, unidirectional media component may contain one IP flow, or two IP flows in the case of an RTP media stream. In case of a bidirectional flow, the same flow identifier is used for both directions. A flow identifier consists of two parts: 1) Media component number defined in increasing order according to the sequence of the "m=" lines in the SDP [17], session description and 2) IP flow number defined in the order of increasing port numbers within each media component, see Annex C.
Go Interface: interface between PCF and GGSN [2]

IP Bearer Service Manager: uses standard IP mechanisms to manage the IP Bearer Service. It resides in the GGSN and optionally in the UE
Media component: is a part of an SDP session description conveying information about one media stream (e.g. type, format, IP address, port, transport protocol, bandwidth, direction)
The media stream described by a media component can be either bi- or unidirectional. A media stream containing an RTP flow may also contain an associated RTCP flow. An SDP session description can consist of more than one media component. A media component shall not be deleted nor its position changed within the SDP session description. A media component line where the port number has previously been set to 0 may be reused for a new media component.
Policy Control Function (PCF): is a logical policy decision element that uses standard IP mechanisms to implement policy in the IP media layer
The PCF makes decisions in regard to network based IP policy using policy rules, and communicates these decisions to the PEP in the GGSN.

Proxy Call Session Control Function (P-CSCF): is a network element providing session management services (e.g. telephony call control)

Policy Enforcement Point (PEP): is a logical entity that enforces policy decisions made by the PCF. It resides in the IP BS Manager of the GGSN

Policy Information Base (PIB): data carried by COPS-PR is a set of policy data
The protocol assumes a named data structure, known as a Policy Information Base (PIB), to identify the type and purpose of solicited and unsolicited policy information that is sent from the Policy Decision Point to the Policy Enforcement Point for provisioning policy or sent from the Policy Enforcement Point to the Policy Decision Point as a notification.
Provisioning Instance Identifier (PRID): uniquely identifies an instance of a PRC
Resource ReSerVation Protocol (RSVP): is used by a host to request specific qualities of service from the network for particular application data streams or flows
The network responds by explicitly admitting or rejecting RSVP requests.

Translation/mapping function: provides the inter-working between the mechanisms and parameters used within the UMTS Bearer Service and those used within the IP Bearer Service
UMTS Bearer Service Manager: handles resource reservation requests from the UE. It resides in the GGSN and the UE
Next amended section
4
Go interface
4.1
Overview

The Go interface allows service-based local policy information to be "pushed" to or requested by the Policy Enforcement Point (PEP) in the GGSN from a Policy Control Function (PCF). As defined in the stage 2 specifications [3], this information is used by the GGSN for:

-
GPRS bearer authorisation;

-
Charging correlation;

-
Policy based "gating" function in GGSN;

The Go interface uses IP flow based policies.

The Common Open Policy Service (COPS) protocol has been developed as a protocol for use between a policy server and a network device, as described in [7].
In addition, COPS for Provisioning extensions have been developed as described in [8] with [9] describing a structure for specifying policy information that can then be transmitted to a network device for the purpose of configuring policy at that device. The model underlying this structure is one of well-defined provisioning classes and instances of these classes residing in a virtual information store called the Policy Information Base (PIB).
The Go interface shall conform to the IETF COPS [7] and the extensions of COPS-PR [8]. For the purpose of exchanging the required specific Go information, a 3GPP Go COPS-PR Policy Information Base (PIB) is defined in the present document.

COPS Usage for Policy Provisioning (COPS-PR) is independent of the type of policy being provisioned (QoS, Security, etc.). In the present document, COPS-PR is used to communicate service-based local policy information between PCF and GGSN. COPS-PR can be extended to provide per-flow policy control along with a 3GPP Go Policy Information Base (PIB). The 3GPP Go PIB may inherit part of the data object definitions from other PIBs and MIBs defined in the IETF.
The minimum functionalities that the Go interface shall cover are introduced below.

1.
Media Authorisation request from GGSN:

The GGSN receives the binding information during the activation of a (Secondary) PDP context or during the modification of an existing PDP context that has been previously authorized by the PCF. To authorise the PDP context activation, the GGSN shall send a media authorisation request to the PCF. To authorise the PDP context modification, the GGSN shall send a media authorisation request to the PCF when the requested QoS exceeds the authorised QoS or new binding information is received.

This authorisation request shall include the following information:

-
Binding information:


The binding information is used by the GGSN to identify the correct PCF and subsequently request service‑based local policy information from the PCF. The GGSN may receive one or more sets of the binding information during an activation or modification of a PDP context. Each binding information consists of:
-
One Authorisation token;

-
One or more Flow id(s) within the session.


It is assumed that only one set of binding information is carried within a PDP context in this Release.
2.
Media authorisation decision from PCF:

The media authorisation information sent by the PCF to the GGSN, contains at a minimum the following information:

-
Decision on the binding information.

The PCF shall respond with an authorisation decision for the binding information. The authorisation decision shall identify that the binding information is validated with an ongoing SIP session. Additionally, the PCF shall verify if the multiple media components are correctly assigned to the PDP Context. If validated, the PCF shall also communicate the following media authorisation details to the GGSN:
-
"Authorised QoS".

This information is used by the GGSN to authorise the media resources according to the service-based local policy and the requested bearer QoS.


The "Authorised QoS" for media components signalled over the Go interface is based on the SDP requirements signalled and agreed previously within SIP signalling for this session.


The "Authorised QoS" specifies the maximum QoS that is authorised for a PDP context for that specific binding information. In case of an aggregation of multiple media components within one PDP context, the combination of the "Authorised QoS" information of the individual media components is provided as the "Authorised QoS" for the bearer.


The "Authorised QoS" contains the following information:
-
DiffServ class:


The DiffServ class represents the Maximum Authorised QoS that can be used for the media component. It is derived from the media type information of the SDP media description. 
-
Data rate:


The Data rate information is extracted from the SDP bandwidth parameter, more specifically the bandwidth value indicated by the "b=AS:" parameter. The Data rate shall include all the overhead coming from the IP-layer and the layers above, e.g. UDP, RTP. The Data rate shall also include the overhead coming from the possible usage of RTCP. The Data rate within the "Authorized QoS" information for the bearer is determined from the data rate values of the individual media components identified in the binding information.
-
Packet Classifier.

The packet classifier for media components is based on the IP-address and port number information in the SDP and shall allow for all IP flows associated with the SDP media component description.
3.
Charging correlation:


The PCF shall send the ICID provided by the P-CSCF as part of the authorisation decision. The GGSN shall send the GCID of the PDP Context and the GGSN address to the PCF as part of the authorisation report.

4.
Approval of QoS Commit / Removal of QoS Commit / Revoke Authorisation for GPRS and IP resources:


The PCF controls media components and may revoke resources at any time. Approval of QoS Commit / Removal of QoS Commit / Revoke Authorisation for GPRS and IP resources is communicated by the PCF to the GGSN.

5.
Indication of PDP Context Release / Modification to/from 0 kbit/s:


The GGSN informs the PCF of bearer changes related to the authorised resources for the IMS session in the following cases:

-
Loss of radio contact (modification to/from 0 kbit/s for conversational and streaming class);

-
Deactivation of PDP context.

Next amended section
4.3.1.1.1
QoS Information processing

The GGSN is responsible for the policy based authorisation, i.e. to ensure that the requested QoS is in-line with the "Authorized QoS".
The GGSN needs the "Authorised QoS" information of the PDP context for the uplink as well as for the downlink direction. Therefore, the "Authorized QoS" information for the combination of all IP flows of each direction associated with the media component as determined by the PCF is used.
In case of an aggregation of multiple media components within one PDP context, the "Authorised QoS" for the bearer is provided by the PCF as the combination of the "Authorised QoS" information of the individual media components.
The GGSN shall perform the proper mapping between the IP QoS information and the UMTS QoS information. This mapping is performed by the Translation/mapping function which maps the "Authorised QoS" information for the PDP context into authorised UMTS QoS information.
It is recommended that the GGSN derives the highest allowed UMTS Traffic class for the PDP context from the Diffserv class in the "Authorized QoS" according to table 4.3.1.1.1.
Table 4.3.1.1.1

	Diffserv class
	UMTS Traffic Class
	Traffic Handling Priority

	EF
	Conversational
	N/A

	AF41
	Streaming
	N/A

	AF31
	Interactive
	1

	AF21
	
	2

	AF11
	
	3

	BE
	Background
	N/A


NOTE: Diffserv class represents the Maximum Authorised QoS that can be used for a particular media component.
The Data rate within the "Authorized QoS" information for the bearer is the combination of the data rate values of the "Authorised QoS" of the individual media components.

In the case of real-time UMTS bearers (conversational and streaming traffic classes), the GGSN shall consider, the Data rate value of the "Authorized QoS" information as the maximum value of the 'Guaranteed bitrate' UMTS QoS parameter, whereas the ‘Maximum bitrate’ UMTS QoS parameter is limited by the subscriber and service specific setting in the HLR/HSS (SGSN) and by the capacity/capabilities/service configuration of the network (GGSN, SGSN). In the case of non-real-time bearers (interactive and background traffic classes) the GGSN shall consider, the Data rate value of the “Authorized QoS” information as the maximum value of the 'Maximum bitrate' UMTS QoS parameter.

The UMTS BS Manager receives the authorised UMTS QoS information for the PDP context from the Translation/mapping function. If the requested QoS exceeds the authorised QoS, the UMTS BS Manager shall downgrade the requested UMTS QoS information to the authorised UMTS QoS information.
The GGSN may store the authorized QoS for the binding information of an active PDP context in order to be able to make local decisions, when the UE requests for a PDP context modification.

End of amended sections
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