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************************************** First amended section *****************************************

6.3.2
AA-Answer (AAA) Command

The AAA command, indicated by the Command-Code field set to 265 and the ‘R’ bit cleared in the Command Flags field, is sent by the PDF to the AF in response to the AAR command.

Message Format:

<AA-Answer> ::=  < Diameter Header: 265, PXY >





 < Session-Id >





 { Auth-Application-Id }





 




 { Origin-Host }





 { Origin-Realm }




 [ Result-Code ]





 [ Experimental-Result ]




*[ Authorisation-Token ]





 [ Error-Message ]





 [ Error-Reporting-Host ]





*[ Failed-AVP ]




*[ Proxy-Info ]





*[ AVP ]

************************************** Next amended section *****************************************

6.3.4
Re-Auth-Answer (RAA) Command

The RAA command, indicated by the Command-Code field set to 258 and the ‘R’ bit cleared in the Command Flags field, is sent by the AF to the PDF  in response to the RAR command.

Message Format:

<RA-Answer> ::=  < Diameter Header: 258, PXY >





 < Session-Id >





 




 { Auth-Application-Id }





 { Origin-Host }





 { Origin-Realm }




 [ Result-Code ]





 [ Experimental-Result ]




*[ Session-Description ]





 [ Origin-State-Id ]




 [ Error-Message ]





 [ Error-Reporting-Host ] 





*[ Failed-AVP ]




*[ Proxy-Info ]





*[ AVP ]

************************************** Next amended section *****************************************

6.3.6
Session-Termination-Answer (STA) Command

The STA command, indicated by the Command-Code field set to 275 and the ‘R’ bit cleared in the Command Flags field, is sent by the PDF to the AF in response to the STR command.

Message Format:

<ST-Answer>  ::= < Diameter Header: 275, PXY >





 < Session-Id >





 




 { Origin-Host }





 { Origin-Realm }





 { Auth-Application-Id }




 [ Result-Code ]





 [ Experimental-Result ]




 [ Error-Message ]





 [ Error-Reporting-Host ]





*[ Failed-AVP ]





 [ Origin-State-Id ]




*[ Redirect-Host ]





 [ Redirect-Host-Usase ]





 [ Redirect-Max-Cache-Time ]





*[ Proxy-Info ]





 [ AVP ]
************************************** Next amended section *****************************************

6.3.8
Abort-Session-Answer (ASA) Command

The ASA command, indicated by the Command-Code field set to 274 and the ‘R’ bit cleared in the Command Flags field, is sent by the AF to the PDF in response to the ASR command.

Message Format:u

<AS-Answer>  ::=  < Diameter Header: 274, PXY >





  < Session-Id >





  




  { Origin-Host }





  { Origin-Realm }




 [ Result-Code ]





 [ Experimental-Result ]




  [ Origin-State-Id ]




  [ Error-Message ]





  [ Error-Reporting-Host ]





 *[ Failed-AVP ]





 *[ Redirected-Host ]





  [ Redirected-Host-Usage ]





  [ Redirected-Max-Cache-Time ]





 *[ Proxy-Info ]





 *[ AVP ]
************************************** Next amended section *****************************************
6.4
Gq Experimental-Result-Code AVP values


This subclause defines the Gq specific values of the Experimental-Result-Code AVP: 
DIAMETER_INVALID_SERVICE_INFORMATION (5001)

The PDF cannot authorize the bearer with the service information provided by the AF.
DIAMETER_GATE_NOT_MATCH (5002)
The PDF cannot associate the gate specified in the gate control request from the AF to any existing IP flow filters.
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