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9.3.4
Non-call related procedures

The procedures from 3GPP TS 23.205 [27] detailed in table 37 shall be applied for the IM‑MGW handling component of the Mn interface.
Table 37: Non-call related procedures
	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	Procedure defined in

 3GPP TS 29.332 [15]
	Corresponding Procedure defined in 3GPP TS 23.205 [27]]
	Remarks

	IM-MGW Out of service
	MGW Out of Service
	

	IM-MGW Communication Up
	MGW Communication Up
	

	IM-MGW Restoration
	MGW Restoration
	

	IM-MGW Register
	MGW Register
	

	IM-MGW Re-register
	MGW Re-register
	

	MGCF Ordered Re-register
	(G)MSC Server Ordered Re-register
	

	MGCF Restoration
	(G)MSC Server Restoration
	

	MGCF Out of Service
	(G)MSC Server Out of Service
	

	Termination Out-of-Service
	Termination Out-of-Service
	The “Termination Out-of-Service procedure” is used as call-related H248 command as well

	Termination Restoration
	Termination Restoration
	

	Audit Value
	Audit Value
	

	Audit Capability
	Audit Capability
	

	Command Rejected
	Command Rejected
	The “Command Rejected” procedure may be used in response both to call-related and non-call-related H.248 Commands.

	IM-MGW Capability Change
	Capability Update
	

	IM-MGW Resource Congestion Handling - Activate
	MGW Resource Congestion Handling - Activate
	

	IM-MGW Resource Congestion Handling - Indication
	MGW Resource Congestion Handling - Indication
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