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	Reason for change:
(

	Unclear handling of packet classifiers in case of solicited authorization decision on PDP context modification. Clear handling is only described for solicited authorization decision in Clause 5.1.3: “When the GGSN receives an unsolicited authorisation decision from the PDF, the GGSN shall also install the new set of packet classifiers, removing any existing packet classifiers that are not included in the new set.”

	
	

	Summary of change:
(

	Same handling for solicited authotization decision as for unsolicited:

When the GGSN receives a solicited authorisation decision from the PDF, the GGSN shall install the new set of packet classifiers, removing any existing packet classifiers that are not included in the new set..
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	GGSN could fail to remove previous packet classifiers, and thus allow no longer desired IP flows.
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5.1.2
Modification of previously authorized PDP context

The GGSN is responsible for notifying the PDF when a procedure of PDP context modification of a previously authorized PDP context is performed. A modification of a previously authorized PDP Context may occur for example when a new media component is added or when the codec change requires new resources. To authorise the PDP context modification the GGSN shall send an authorisation request to the PDF including the binding information received from the UE in the following cases:

-
Requested QoS exceeds "Authorised QoS";

-
New binding information is received.

The GGSN on receiving the PDP context modification request from the UE will verify the authorisation. If the GGSN does not have sufficient information to authorize the PDP context modification request then the GGSN shall interrogate the PDF for modification request authorisation.

If the requested QoS is within the already "Authorized QoS" and the binding information is not changed, the GGSN need not send an authorization request to the PDF.

If the PDF does not respond with a decision message to an authorization request sent by the GGSN or the communication between the GGSN and the PDF fails, the GGSN shall reject the PDP context modification with the error code "Authorizing entity temporarily unavailable" (see annex D).

When the GGSN receives a solicited authorisation decision as response from the PDF containing a set of packet classifiers, the GGSN shall install this set of packet classifiers, removing any existing packet classifiers that are not included in this set.

The GGSN is responsible for notifying the PDF, by sending a COPS Report State (RPT) message, when the procedure of the PDP context modification is performed in the following cases:

-
Requested QoS maximum bit rate is 0 kbit/s;

-
Requested QoS maximum bit rate changes from 0 kbit/s.

5.1.3
Session modification initiated decision

A session modification may occur that modifies the media components without adding or removing media lines, for example, a change in the bandwidth for the media line, or a change to the port number. The GGSN will receive unsolicited authorisation decision from the PDF due to such modifications.

When the GGSN receives an unsolicited authorisation decision from the PDF with updated QoS information, the GGSN shall update the stored authorised QoS. If the existing QoS of the PDP context exceeds the updated authorised QoS, the GGSN shall initiate a timer for the UE to modify the PDP context to decrease the QoS to within the authorised limit. At expiry of the timer, if the PDP context still exceeds the authorised QoS, the GGSN shall perform a network initiated PDP context modification to reduce the QoS to the authorised level.

When the GGSN receives an unsolicited authorisation decision from the PDF, the GGSN shall also install the new set of packet classifiers, removing any existing packet classifiers that are not included in the new set.
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