3GPP TSG-CN WG3 Meeting #33
N3-040582
Sophia Antipolis, France. 16th to 20th August 2004.
Source:
Nortel Networks
Title:
Status of Rel-6 Work Item: Rx
Agenda item:
14
Document for:
INFORMATION

Release 6 WI: Flow Based Charging- Rx reference point
Rx reference point is between the AF and the CRF, and was assigned to CN3
WI Percentage complete

WID agreed, and confirmation that Rx will be a Gq subset
List out Outstanding issues

· Issue#1
New TS or 29.209 (Gq) reuse decision. First content with the structure.

Estimated completion date: CN3#33bis (October’04)
· Issue#2
Description of the Rx messages and AVPs (subset of Gq)
. Request of a new                  application-id or Gq reuse? Are new signalling flows needed?

Estimated completion date: CN3#33bis (October’04)

· Issue#3
Introduction of signalling flows if needed. Description of the error cases

Estimated completion date: CN3#34 (November’04)

· Issue#4
Description of issue
Estimated completion date

CN3 Proposal

CN3 propose to include this WI in Rel-6 and ask for an exception to the Rel-6 Freeze timescale

Decisions that CN needs to make on whether to include or exclude some functionality
This reference point is considered to be simple in Rel-6. It will reuse Gq capabilities and AVPs, maybe some additions would be needed. It is therefore considered that it can be completed within 2 meetings.
However CN3 has discussed that, if for any reason, Rx cannot be completed by December, the overall FBC feature will not be highly impacted as there’s always the possibility of statically configured Charging Rules at the CRF.
