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	Reason for change:
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	Currently TS 29.210 mentions that charging rules are re-requested from the CRF when there is an error within the previous charging rule provisioning, i.e. charging rules in the previous provisioning could not be interpreted. The re-request should include the identification of the erronous rules. This implies that the CRF then corrects the erronous rules and provisions them again. The purpose is to identify and correct the error condition automatically

However this raises the question of how CRF is capable of correcting the error condition. The CRF has provisioned the charging rule and TPF indicates that it can not interpret it. Because the format and the semantics of the charging rules are clearly specified in the TS 29.210 and related Diameter specifications, the CRF has no options of how a rule should be constructed. Therefore it can not correct a charging rule that the TPF does not understand thus this procedure does not serve the purpose of identifying and correcting the error conditions automatically. This kind of intepretation error may only be a consequense of an incorrect implementation. 

The charging rule request upon error within the previous provision is redundant and should be removed
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Start of modifications

4.3.2
Request for charging rules from the TPF

The TPF shall indicate, via the Gx reference point, a request for charging rules in the following instances.

1)
At bearer establishment:


The TPF shall supply user identification and those bearer attributes that are necessarily or optionally required (e.g. MSISDN, APN, MCC/MNC where the subscriber is located) to allow the CRF to identify the charging rules to be applied.

2)
At bearer modification if an Event trigger is met:


The TPF shall supply those attributes that have changed within the charging rule request. The bearer attributes that have been modified since the last request are required items. 

3)
When the specific event of the Event trigger is detected:

The TPF shall supply those attributes that have changed within the charging rule request. The attributes that have been modified since the last request are required items.




In case of GPRS, the TPF shall indicate to the CRF if the bearer is used as IMS signalling PDP context.

NOTE:
For GPRS the same procedures are applied to both primary and secondary PDP contexts.

End of modifications
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