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****** FIRST MODIFIED SECTION ********

6.5.14
Specific-Action AVP

The Specific-Action AVP (AVP code 513) is of type Enumerated.

Within a PDF initiated Re-Authorization Request, the Gq-Specific-Action AVP determines the type of the action.

Within an initial AA request the AF may use the Specific-Action AVP to request specific actions from the server at the bearer events and to limit the contact to such bearer events where specific action is required. If the Specific-Action AVP is omitted within the initial AA request, no notification of  any of the events defined below is requested.

The following values are defined:

SERVICE_INFORMATION_REQUEST (0)


Within a RAR, this value shall be used when the server requests the service information from the AF for the bearer event. In the AAR, this value indicates that the AF requests the server to demand service information at each bearer  authorization.

CHARGING_CORRELATION_EXCHANGE (1)


Within a RAR, this value shall be used when the server reports the access network charging identifier to the AF. The Access-Network-Charging-Identifier AVP shall be included within the request. In the AAR, this value indicates that the AF requests the server to provide an access network charging identifier to the AF at each bearerestablishment/modification, when a new access network charging identifier becomes available.

INDICATION_OF_LOSS_OF_BEARER (2)


Within a RAR, this value shall be used when the server reports a loss of a bearer (e.g. in the case of GPRS PDP context bandwidth modification to 0 kbit) to the AF. In the AAR, this value indicates that the AF requests the server to provide a notification at the loss of a bearer.

INDICATION_OF_RECOVERY_OF_BEARER (3)


Within a RAR, this value shall be used when the server reports a recovery of a bearer (e.g. in the case of GPRS, PDP context bandwidth modification from 0 kbit to another value) to the AF. In the AAR, this value indicates that the AF requests the server to provide a notification at the recovery of a bearer.

INDICATION_OF_RELEASE_OF_BEARER (4)


Within a RAR, this value shall be used when the server reports the release of a bearer (e.g. PDP context removal for GPRS) to the AF. In the AAR, this value indicates that the AF requests the server to provide a notification at the removal of a bearer.

INDICATION_OF_ESTABLISHMENT_OF_BEARER (5)


Within a RAR, this value shall be used when the server reports the establishment of a bearer (e.g., PDP context activation for GPRS) to the AF. In the AAR, this value indicates that the AF requests the server to provide a notification at the establishment of a bearer. This value is not used by the Gq Protocol.
****** END OF CHANGES *******
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