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Annex B (normative):
Mapping of Cause Codes between TS 29.060 and TS 24.008

This annex shows how some cause codes are mapped from TS 29.060 to TS 24.008 at the following rejection procedures: Activate PDP Context Reject, Activate Secondary PDP Context Reject, Modify PDP Context Reject and Routing Area Update Reject. Obvious mappings and cause codes generated from internal SGSN behaviour are not shown.

3GPP TS 24.008 v 3.6.0


3GPP TS 29.060 GTP v 3.7.0

6.1.3.1.3 Activate PDP Context Reject  
7.3.2 Create PDP Context Response

# 26:
insufficient resources

# 26:
insufficient resources

# 26:
insufficient resources

# 38:
network failure

# 96

invalid mandatory information

# 96

invalid mandatory information

# 100 
conditional IE error

# 95 
semantically incorrect message
"No resources available".

"All dynamic PDP addresses are occupied".

"No memory is available".

"System failure".

“Mandatory IE incorrect

"Mandatory IE missing".

"Optional IE incorrect".

"Invalid message format".

6.1.3.2.2 Activate Secondary PDP Context Reject  
7.3.2 Create PDP Context Response

# 26:
insufficient resources;

# 26:
insufficient resources;

# 96

invalid mandatory information

# 96

invalid mandatory information

# 100 
conditional IE error

# 95 
semantically incorrect message
"No resources available".

"No memory is available".

 “Mandatory IE incorrect

"Mandatory IE missing".

"Optional IE incorrect".

"Invalid message format".

6.1.3.3.3 Modify PDP Context Reject
7.3.4 Update PDP Context Response

# 32:
Service option not supported;

# 96

invalid mandatory information

# 96

invalid mandatory information

# 100 
conditional IE error

# 95 
semantically incorrect message
‘Service not supported’.

 ‘Mandatory IE incorrect’.

‘Mandatory IE missing’.

‘Optional IE incorrect’.

‘Invalid message format’.

4.7.5.1.4 Routing Area Update Reject
7.5.4 SGSN Context Response

# 9   (MS identity cannot be derived by the network)

#10     (Implicitly Detached)

# 96

invalid mandatory information

# 96

invalid mandatory information

# 100 
conditional IE error

# 95 
semantically incorrect message
‘IMSI not known’.

‘System Failure’

‘Mandatory IE incorrect’.

‘Mandatory IE missing’.

‘Optional IE incorrect’.

‘Invalid message format’.
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