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	Reason for change:
(

	Up to release 98 the MAP Operations included in the handoverControlContext AC v1 and v2 contained the parameter BSS-APDU which could be used to encapsulate BSSMAP messages. 
In rel99 the AC version has been raised to v3 and BSS-APDU has been replaced by AN-APDU which can transport BSSMAP and RANAP messages. 
29.010 has not been updated to reflect this replacement, and still refers to BSS-APDU.
This can cause confusion on what is actually meant or implied by 29.010.

	
	

	Summary of change:
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	Replace every instance of BSS-APDU with AN-APDU.

	
	

	Consequences if 
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not approved:
	Misalignment with 29.002 and consequent possible confusion in interpreting 29.010

	
	

	Clauses affected:
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	4.5.1, 4.5.2, 4.5.3, 4.5.4, 4.6.1, 4.6.2, 4.6.3

	
	

	Other specs
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	 Other core specifications
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	affected:
	
	 Test specifications
	

	
	
	 O&M Specifications
	

	
	

	Other comments:
(

	Instead of detailing in the CR every single change by including the impacted sections, I'd like to ask the editor of the CR to perform a global replacement of BSS‑APDU with AN-APDU.
The editor could also take the chance to line up the following TS references troughout the text:

· 03.09 ( 23.009

· 04.08 ( 24.008

· 09.02 ( 29.002

· 09.07 ( 29.007
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