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Reason for change:
(

The MO-LR operation may result in triggering the MAP Operation Subscriber_Location_Report which belongs to the application context locationSvcEnquiryContext which is version 3 only. 
This implies that SS Version indicator 1, indicating SS version 3 or higher, should be sent by the MS/UE in order to allow the MSC selecting the appropriate Application Context. 


Indeed quoting from 24.010 section 5.5.1.2.2:


"The relevant stage 3 specification for each service shall state if the operation requires the use of SS version indicator 3 or higher for MS initiated operations.


The SS version indicator is used within the network to define the MAP Application Context used for a specific operation (see GSM 09.02)."

and again in section 5.5.4.1:


"The MSC shall operate and set up contexts according to the version indicated by the MS wherever possible. If the MS signals a higher version than the MSC/VLR is capable of supporting, the MSC/VLR shall attempt to support service at the highest version which is supported. If this is not possible then the communication is rejected."

So if MS signals SS Version 2 then MSC/VLR cannot select AC version 3 for the corresponding MAP operation.






Summary of change:
(

Add the statement that SS Version Indicator 1 shall be used for MO-LR




Consequences if 
(

not approved:
A lower SS Version Indicator will forbid the MSC to select AC version 3 causing a failure of the procedure.
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****    FIRST MODIFIED SECTION    ****

5
Mobile initiated location services operations

5.1
Mobile Originated Location Request (MO-LR)

5.1.1
Normal operation

The MS invokes a MO-LR by sending a REGISTER message to the network containing a LCS-MOLR invoke component. In UMTS, the gpsAssistanceData and deCipheringKeys shall not be used as values of molr-Type parameter. SS Version Indicator value 1 or above shall be used.
The receiving network entity shall initiate the handling of location request in the network. The network shall pass the result of the location procedure to the MS by sending a FACILITY message to the MS containing a LCS-MOLR return result component.

….  Text removed for clarity

****    END OF MODIFICATIONS    ****
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