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In this specification, there is the description for relationship between MAP AC version and SS version indicator. 


Extract of 3G TS 24.010 section 3.7.2, Table 3.19:Coding of SS version indicator;
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NOTE 1:

Ellipsis notation is described in GSM 04.10 and GSM 09.02. SS Error

handling is described in GSM 04.10.

NOTE 2:

The network shall interpret all higher values of

 the SS version indicator

the same as "00000001".


According to above description, if MAP AC version 2 operation is sent, SS   version is 2 and SS version indicator value is “0”. If MAP AC version3 operation is sent, SS version is 3 and SS version indicator value is “1”.

In this specification, there is the description, “SS version indicator 3”.

Reader may misunderstand that SS version indicator value “3” is in existence.
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Delete the wrong description. 

Not SS version indicator 3 but SS version 3 is right description.
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****    FIRST MODIFIED SECTION    ****

5.5.2.1.1
MS procedure for version 3 or higher operations

The relevant stage 3 specification for each service shall state if the operation requires the use of SS version 3 or higher for MS initiated operations.

The SS version indicator is used within the network to define the MAP Application Context used for a specific operation (see GSM 09.02). An MS initiating an SS version 3 or higher operation must be able to decode all of the possible returned information from the MAP Version 3 Application Context of the operation invoked. 

If an SS version 3 or higher operation has been initiated at the MS, then:

‑
in the case of call independent activity, the MS shall send the SS version 3 or higher indicator at the beginning of the transaction indicating the version of the SS operation being invoked. No further indication shall be sent by the MS during the transaction. No operations shall be sent within the same transaction which are not compliant with the SS version indicated.

‑
in the case of call related activity, the MS shall send the SS version 3 or higher indicator in the GSM 04.08 message containing the invoke component of the related operation. The version of the service being invoked is indicated. This procedure applies on a per operation basis and shall be repeated for each call related operation.

****    END OF MODIFICATIONS    ****
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SS-Protocol version 3 is supported, and


   phase 2 error handling is supported (note 1)


all other values are for future use (note 2)
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NOTE 1:
Ellipsis notation is described in GSM 04.10 and GSM 09.02. SS Error handling is described in GSM 04.10.


NOTE 2:
The network shall interpret all higher values of the SS version indicator the same as "00000001".




















































































































































































































