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New Section

3.1.3
Barring indication

Flag associated to each public identity to indicate that the identity is barred for the initiation or termination of sessions in the IMS domain.

The Barring indication is permanent subscriber data and is stored in the HSS and in the S-CSCF.

End of New Section

Modified Section

5.3
IP Multimedia Service Data Storage

Table 3: Overview of data used for IP Multimedia services

	PARAMETER
	Subclause
	HSS
	S-CSCF
	AS
	TYPE

	Private User Identity
	3.1.1
	M
	M
	-
	P

	Public Identity
	3.1.2
	M
	M
	-
	P

	Barring Indication
	3.1.3
	M
	M
	-
	P

	Registration Status
	3.2.1
	M
	-
	-
	T

	S-CSCF Name
	3.2.2
	M
	-
	-
	T

	Diameter Client Address of S-CSCF
	3.2.3
	M
	-
	-
	T

	Diameter Server Address of HSS
	3.2.3
	-
	M
	-
	T

	RAND, XRES, CK, IK and AUTN
	3.3.1
	M
	C
	-
	T

	Server Capabilities
	3.4.1
	C
	C
	-
	P

	Initial Filter Criteria
	3.5.2
	C
	C
	-
	P

	Service Indication
	3.5.4
	M
	-
	M
	P


End of Modified Section
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