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	Reason for change:
(

	A backward incompatibility problem due to that text in 29.060 sub clause 11.1 is contradicting sub clause 10.1.1.4 for v3.9.0 and later.

GSN nodes compliant to 29.060 v3.8.0 will most likely act according to below:

· The Error Indication, Version Not Supported and Supported Extension Headers Notification messages are considered as Responses.

· When sending any of the messages, the UDP Destination Port value gets the value of the UDP Source Port of the corresponding request message, i.e., the UDP Destination Port value “is a locally allocated port number at the sending GSN/RNC”.

However, GSN nodes compliant to 29.060 v3.9.0 or later will most likely act according to below:

· The UDP destination port for the Error Indication shall be the user plane UDP port (2152).

· The UDP destination port for the Version Not Supported message shall be the control plane UDP port (2123).

· The UDP destination port for the Supported Extension Headers Notification shall be the UDP port for User plane (2152) if the trigger for it was a user plane message, the control plane port (2123) if the trigger for it was a control plane message.

Hence, a GSN node compliant to 29.060 v3.9.0 or later expects to receive the Error indication, Version not supported and Supported Extension Headers Notification messages on specific ports and doesn’t think it needs to listen on any other port, i.e. when the behaviour defined in GTPv0 and GTPv1 (up till v3.8.0) was abandoned a backward compatibility problem was introduced.

This is an essential correction.

	
	

	Summary of change:
(

	Added that GSN nodes shall listen on both the UDP port according to the destination port in sub clause 10.1.1.4 and the UDP port according to the destination port in sub clause 10.1.1.2.

	
	

	Consequences if 
(

not approved:
	The Error Indication, Version Not Supported and Supported Extension Headers Notification messages may be missed in some cases when sent between GSN nodes compliant to 29.060 v3.8.0 and GSN nodes compliant to 29.060 v3.9.0 or later. 

Not receiving these messages may e.g. lead to hanging PDP Contexts.
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	Other comments:
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	For details, see discussion paper on “GTP usage of UDP Source and Destination port” (N4-030857).
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****    START OF MODIFICATION    ****

10.1.1.4
Error Indication, RAN Information Relay, Version Not Supported and Supported Extension Headers Notification

The UDP destination port for the Error Indication shall be the user plane UDP port (2152).

The UDP destination port for the Version Not Supported and the RAN Information Relay messages shall be the control plane UDP port (2123).

The UDP destination port for the Supported Extension Headers Notification shall be the UDP port for User plane (2152) if the trigger for it was a user plane message, the control plane port (2123) if the trigger for it was a control plane message.

The UDP source port shall be locally assigned at the sending node.

The GSN node shall listen for the Error Indication, Version Not Supported and Supported Extension Headers Notification messages on both the UDP port according to the destination port in sub clause 10.1.1.2 and the UDP port according to the destination port in sub clause 10.1.1.4.
****    END OF MODIFICATION    ****
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