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7.6.3.92
MNP Requested Info

This parameter indicates by its presence that Mobile Number Portability (MNP) information is requested for the subscriber, as defined in 3GPP TS 23.078 [98].

7.6.3.93
MNP Info Result

This parameter refers to the Mobile Number Portability (MNP) information result (see 3GPP TS 23.078 [98] and 3GPP TS 23.066 [108]). This parameter may contain the following information:

-
Routeing Number
(see clause 7.6.2.59).

-
IMSI
(see 3GPP TS 23.078[98], see also clause 7.6.2.1).


-
Number Portability Status
(see clause 7.6.5.14).

.....

8.11
Subscriber Information services

8.11.1
MAP-ANY-TIME-INTERROGATION service

8.11.1.1
Definition

This service is used by the gsmSCF, to request information (e.g. subscriber state and location) from the HLR or the GMLC at any time. This service may also be used by the gsmSCF to request the Mobile Number Portability (MNP) information from the NPLR.

When this service is used to the HLR, the subscriber state or location may be requested.

When this service is used to the GMLC, only the location may be requested. 

When this service is used to the NPLR, only the MNP information may be requested.

The MAP-ANY-TIME-INTERROGATION service is a confirmed service using the service primitives defined in table 8.11/1.

8.11.1.2
Service primitives

Table 8.11/1: Any_Time_Interrogation

	Parameter name
	Request
	Indication
	Response
	Confirm

	Invoke id
	M
	M(=)
	M(=)
	M(=)

	Requested Info
	M
	M(=)
	
	

	Requested domain
	C
	C(=)
	
	

	MNP Requested Info
	C
	C(=)
	
	

	gsmSCF-Address
	M
	M(=)
	
	

	IMSI
	C
	C(=)
	C
	C(=)

	MSISDN
	C
	C(=)
	
	

	Location Information
	
	
	C
	C(=)

	Location Information for GPRS
	
	
	C
	C(=)

	Subscriber State
	
	
	C
	C(=)

	PS Subscriber State
	
	
	C
	C(=)

	IMEI
	
	
	C
	C(=)

	MS Classmark 2
	
	
	C
	C(=)

	GPRS MS Class
	
	
	C
	C(=)

	MNP info Result
	
	
	C
	C(=)

	User error
	
	
	C
	C(=)

	Provider error
	
	
	
	O


.....

17.2.2.31
Any time information enquiry

This operation package includes the operations required for any time information enquiry procedures between gsmSCF and HLR or between gsmSCF and GMLC or between gsmSCF and NPLR.

anyTimeInformationEnquiryPackage-v3  OPERATION-PACKAGE ::= {


-- Supplier is HLR or GMLC or NPLR if Consumer is gsmSCF


CONSUMER INVOKES {



anyTimeInterrogation} }

This package is v3 only.

.....

17.3.2.29
Any time information enquiry

This application context is used between gsmSCF and HLR or between gsmSCF and GMLC or between gsmSCF and NPLR for any time information enquiry procedures.

anyTimeInfoEnquiryContext-v3 APPLICATION-CONTEXT ::= {


-- Responder is HLR or GMLC or NPLR if Initiator is gsmSCF


INITIATOR CONSUMER OF {



anyTimeInformationEnquiryPackage-v3}


ID
{map-ac anyTimeInfoEnquiry(29) version3(3)} }

This application-context is v3 only.

.....

17.7.1
Mobile Service data types

.....

MNPInfoRes ::= SEQUENCE {


routeingNumber
[0] RouteingNumber 
OPTIONAL,


imsi


[1] IMSI

OPTIONAL,



numberPortabilityStatus
[3] NumberPortabilityStatus
OPTIONAL,


extensionContainer
[4] ExtensionContainer
OPTIONAL,


... }


--
The IMSI parameter contains a generic IMSI, i.e. it is not tied necessarily to the 

--
Subscriber. MCC and MNC values in this IMSI shall point to the Subscription Network of 

--
the Subscriber. See 3GPP TS 23.066 [108].
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