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13A.1
MAP-SEND-ROUTING-INFO-FOR-LCS Service

13A.1.1
Definition

This service is used between the GMLC and the HLR to retrieve the routing information needed for routing a location service request to the servicing VMSC or SGSN. The MAP-SEND-ROUTING-INFO-FOR-LCS is a confirmed service using the primitives from table 13A.1/1.
This service may also be used between the MSC and the HLR to retrieve MSISDN from the HLR to be used as the Dial Back Number during emergency call origination, if the MSC does not have the MSISDN stored for the subscriber making the emergency call.  
When this service is originated by the MSC and the request is successful, Invoke Id and MSISDN shall be the only parameters included in the response.  If any other parameters are included in the response in this situation, they shall be ignored by the MSC.
13A.1.2
Service Primitives
Table 13A.1/1: MAP-SEND-ROUTING-INFO-FOR-LCS

	Parameter name
	Request
	Indication
	Response
	Confirm

	Invoke Id
	M
	M(=)
	M(=)
	M(=)

	MLC Number
	M
	M(=)
	
	

	MSISDN
	C
	C(=)
	C
	C(=)

	IMSI
	C
	C(=)
	C
	C(=)

	Emergency Call Request
	C
	C(=)
	
	

	LMSI
	
	
	C
	C(=)

	Network Node Number
	
	
	C
	C(=)

	GPRS Node Indicator
	
	
	C
	C(=)

	Additional Number
	
	
	C
	C(=)

	Supported LCS Capability Sets
	
	
	C
	C(=)

	Additional LCS Capability Sets
	
	
	C
	C(=)

	V-GMLC Address
	
	
	U
	C(=)

	H-GMLC Address
	
	
	C
	C(=)

	PPR Address
	
	
	U
	C(=)

	User error
	
	
	C
	C(=)

	Provider error
	
	
	
	O


13A.1.3
Parameter Use
Invoke id

See definition in clause 7.6.1.
MLC Number

See definition in clause 7.6.2.
MSISDN

See definition in clause 7.6.2. The request shall carry either the IMSI or MSISDN. The response shall carry whichever of these was not included in the request (see 3GPP TS 23.271 for details).
If the Emergency Call Request parameter is included in the Request message, the MSISDN shall not be included in the  message.
IMSI

See definition in clause 7.6.2.  If the Emergency Call Request parameter is included in the Request message, IMSI shall be included in the message.
Emergency Call Request
This parameter shall be included if the Request message is sent from an MSC and relates to the retrieval of an MSISDN from the HLR for the purpose of providing a valid call back number to be provided to emergency services.
LMSI

See definition in clause 7.6.2. It is an operator option to provide this parameter from the VLR; it is mandatory for the HLR to include the LMSI in a successful response, if the VLR has used the LMSI.

Network Node Number

See definition in clause 7.6.2. This parameter is provided in a successful response. If the “Network Node Number” and “Additional Number” are received in the GMLC, the “Network Node Number” is used in preference to the “Additional Number”.
GPRS Node Indicator
See definition in clause 7.6.8. The presence of this parameter is mandatory only if the SGSN number is sent in the Network Node Number.
Additional Number

See definition in clause 7.6.2. This parameter is provided in a successful response. If the “Network Node Number” and “Additional Number” are received in the GMLC, the “Network Node Number” is used in preference to the “Additional Number”.
Supported LCS Capability Sets

See definition in clause 7.6.11. This parameter indicates the LCS capability of the serving node that is indicated by the “Network Node Number”. This parameter is provided only if LCS capability sets are available in HLR and  “Network Node Number” is present in this message.

Additional LCS Capability Sets

See definition in clause 7.6.11. This parameter indicates the LCS capability of the serving node that is indicated by the “Additional Number”. This parameter is provided only if LCS capability sets are available in HLR and  “Additional Number” is present in this message.

V-GMLC address

See definition in clause 7.6.2.

H-GMLC address

See definition in clause 7.6.2. The requirements for its presence are specified in 3GPP TS 23.271 [26a].

PPR address

See definition in clause 7.6.2.

User error

The following errors defined in clause 7.6.1 may be used, depending on the nature of the fault:

-
Unknown subscriber;

-
Absent Subscriber;

-
Facility Not Supported;

-
System failure;

-
Unexpected Data Value;

-
Data missing;

-
Unauthorised requesting network.
Provider error

For definition of provider errors see clause 7.6.1.

******Next Changed Section******
17.1.6
Application Contexts

The following informative table lists the latest versions of the Application Contexts used in this specification, with the operations used by them and, where applicable, whether or not the operation description is exactly the same as for previous versions. Information in 17.6 & 17.7 relates only to the ACs in this table.

	AC Name
	AC Version
	Operations Used
	Comments

	locationCancellationContext
	v3
	cancelLocation
	

	equipmentMngtContext
	V3
	checkIMEI
	

	imsiRetrievalContext
	v2
	sendIMSI
	

	infoRetrievalContext
	v3
	sendAuthenticationInfo
	

	interVlrInfoRetrievalContext
	v3
	sendIdentification
	

	handoverControlContext
	v3
	prepareHandover

forwardAccessSignalling

sendEndSignal

processAccessSignalling

prepareSubsequentHandover
	the syntax of this operation has been extended in comparison with release 98 version

	mwdMngtContext
	v3
	readyForSM
	

	msPurgingContext
	v3
	purgeMS
	

	shortMsgAlertContext
	v2
	alertServiceCentre
	

	resetContext
	v2
	reset
	

	networkUnstructuredSsContext
	v2
	processUnstructuredSS-Request

unstructuredSS-Request

unstructuredSS-Notify
	

	tracingContext
	v3
	activateTraceMode

deactivateTraceMode
	

	networkFunctionalSsContext
	v2
	registerSS

eraseSS

activateSS

deactivateSS

registerPassword

interrogateSS

getPassword
	

	shortMsgMO-RelayContext
	v3
	mo-forwardSM
	

	shortMsgMT-RelayContext
	v3
	mt-forwardSM
	

	shortMsgGatewayContext
	v3
	sendRoutingInfoForSM

reportSM-DeliveryStatus

InformServiceCentre
	the syntax of this operation has been extended in comparison with release 96 version

	networkLocUpContext
	v3
	updateLocation

forwardCheckSs-Indication

restoreData

insertSubscriberData

activateTraceMode
	the syntax is the same in v1 & v2



	gprsLocationUpdateContext
	v3
	updateGprsLocation

insertSubscriberData

activateTraceMode
	

	subscriberDataMngtContext
	v3
	insertSubscriberData

deleteSubscriberData
	

	roamingNumberEnquiryContext
	v3
	provideRoamingNumber
	

	locationInfoRetrievalContext
	v3
	sendRoutingInfo
	

	gprsNotifyContext
	v3
	noteMsPresentForGprs
	

	gprsLocationInfoRetrievalContext
	v4
	sendRoutingInfoForGprs
	

	failureReportContext
	v3
	failureReport
	

	callControlTransferContext
	v4
	resumeCallHandling
	

	subscriberInfoEnquiryContext
	v3
	provideSubscriberInfo
	

	anyTimeEnquiryContext
	v3
	anyTimeInterrogation
	

	anyTimeInfoHandlingContext
	v3
	anyTimeSubscriptionInterrogation

anyTimeModification
	

	ss-InvocationNotificationContext
	v3
	ss-InvocationNotification
	

	groupCallControlContext
	v3
	prepareGroupCall

processGroupCallSignalling

forwardGroupCallSignalling

sendGroupCallEndSignal
	

	reportingContext
	v3
	setReportingState

statusReport

remoteUserFree
	

	callCompletionContext
	v3
	registerCC-Entry

eraseCC-Entry
	

	istAlertingContext
	v3
	istAlert
	

	ServiceTerminationContext
	v3
	istCommand
	

	locationSvcEnquiryContext
	v3
	provideSubscriberLocation

subscriberLocationReport
	

	locationSvcGatewayContext
	v4
	sendRoutingInfoForLCS
	

	mm-EventReportingContext
	v3
	noteMM-Event
	

	subscriberDataModificationNotificationContext
	v3
	noteSubscriberDataModified
	

	authenticationFailureReportContext
	v3
	authenticationFailureReport
	

	secureTransportHandlingContext
	v3
	secureTransportClass1
secureTransportClass2
secureTransportClass3
secureTransportClass4
	


NOTE (*):
The syntax of the operations is not the same as in previous versions unless explicitly stated

******Next Changed Section******
17.2.2.44
Location service gateway services

This operation package includes the operations required for location service gateway procedures between GMLC and HLR, between MSC and HLR.

locationSvcGatewayPackage-v4  OPERATION-PACKAGE ::= {


-- Supplier is HLR if Consumer is GMLC

-- Supplier is HLR if Consumer is MSC

CONSUMER INVOKES {



sendRoutingInfoForLCS} }

 The v3-equivalent package is defined as follows.

locationSvcGatewayPackage-v3  OPERATION-PACKAGE ::= {


-- Supplier is HLR if Consumer is GMLC


CONSUMER INVOKES {



sendRoutingInfoForLCS} }

******Next Changed Section******
17.7.13
Location service data types

.$MAP-LCS-DataTypes {

   itu-t identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-LCS-DataTypes (25) version9 (9)}

DEFINITIONS

IMPLICIT TAGS

::=

BEGIN

EXPORTS


RoutingInfoForLCS-Arg,


RoutingInfoForLCS-Res,


ProvideSubscriberLocation-Arg,


ProvideSubscriberLocation-Res,


SubscriberLocationReport-Arg,


SubscriberLocationReport-Res,

LocationType, 

DeferredLocationEventType,
LCSClientName,

LCS-QoS,

Horizontal-Accuracy,

ResponseTime,

Ext-GeographicalInformation,

SupportedGADShapes,

Add-GeographicalInformation,

LCSRequestorID, 

LCS-ReferenceNumber,
LCSCodeword,

AreaEventInfo
;

IMPORTS


AddressString,


ISDN-AddressString,


IMEI,


IMSI,


LMSI,


SubscriberIdentity,


AgeOfLocationInformation,


LCSClientExternalID,


LCSClientInternalID,

LCSServiceTypeID,

CellGlobalIdOrServiceAreaIdOrLAI

FROM MAP-CommonDataTypes {

   itu-t identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-CommonDataTypes (18) version9 (9)}


ExtensionContainer

FROM MAP-ExtensionDataTypes {

   itu-t identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-ExtensionDataTypes (21) version9 (9)}


USSD-DataCodingScheme,

USSD-String

FROM MAP-SS-DataTypes {

   itu-t identified-organization (4) etsi (0) mobileDomain (0) gsm-Network (1) modules (3)

   map-SS-DataTypes (14) version9 (9)}


APN,


GSN-Address,


SupportedLCS-CapabilitySets

FROM MAP-MS-DataTypes {

   itu-t identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-MS-DataTypes (11) version9 (9)}


Additional-Number

FROM MAP-SM-DataTypes {

   itu-t identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-SM-DataTypes (16) version9 (9)}

;

RoutingInfoForLCS-Arg ::= SEQUENCE {


mlcNumber

[0] ISDN-AddressString,


-- when originated by an MSC, this parameter contains the MSC Address

targetMS

[1] SubscriberIdentity,


extensionContainer
[2] ExtensionContainer
OPTIONAL,


... ,


emergencyCallRequest
[x]
NULL

OPTIONAL}

RoutingInfoForLCS-Res ::= SEQUENCE {


targetMS

[0] SubscriberIdentity,


lcsLocationInfo
[1] LCSLocationInfo
OPTIONAL,

extensionContainer
[2] ExtensionContainer
OPTIONAL,


...,


v-gmlc-Address
[3]
GSN-Address
OPTIONAL,

h-gmlc-Address
[4]
GSN-Address
OPTIONAL,


ppr-Address
[5]
GSN-Address
OPTIONAL }

LCSLocationInfo ::= SEQUENCE {


networkNode-Number
ISDN-AddressString,


-- NetworkNode-number can be either msc-number or sgsn-number


lmsi


[0] LMSI

OPTIONAL,


extensionContainer
[1] ExtensionContainer
OPTIONAL,


... ,


gprsNodeIndicator 
[2] NULL

OPTIONAL,


-- gprsNodeIndicator is set only if the SGSN number is sent as the Network Node Number


additional-Number
[3] Additional-Number
OPTIONAL,


supportedLCS-CapabilitySets
[4]
SupportedLCS-CapabilitySets
OPTIONAL,


additional-LCS-CapabilitySets
[5]
SupportedLCS-CapabilitySets
OPTIONAL

}

******End of changes******
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