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1. Introduction

The version of TS 29.109 contains following mainly editor changes to revision 0.2.0 refered as current version.

2. Corrections and technical updates

2.1 IMSI fixed to IMPI in figure

Currently figure 1 in Annex A contains incorrectly (typing error) IMSI, which should be IMPI.

2.2 Added definition to chapter 3.1 definition

Bootstrapping information consists of a Transaction Identifier (TID), a Key material (Ks_naf) and an application specific user security settings identified by TID.

User Security Settings are GAA application specific security control settings set by home operator to a user. Typically User security Settings consist of allowance flags.  

2.3 Failure name changed

Name of Permanent failure cause “DIAMETER_ERROR_USER_UKNOWN” changed to “DIAMETER_ERROR_IMPI_UKNOWN “ in chapter 6.2.2.

2.4 Reference [7] fixed

TS number is missing in current reference [7] in references chapter 2. 
Now TS 29.xxx is determined to be TS 24.109:

[7]
3GPP TS 24.109: “Bootstrapping interface (Ub) and Network application function interface (Ua);Protocol details”

3. Terminolgical changes

3.1 User Profile changed to User Security Settings

Operator may set GAA application depending security specific control information (e.g. flags) to control the usage of application to the HSS. Current version uses term “Profile” about these security specific control information. This information can be terminologcally mixed with non-security specify user profiles. That is way the following terminolgical changes from “profile” to “User Security Settings” is proposed. The following tbale summaries the detailled implemntation of this changes. If some abbreviation is used e.g. in figures it is marked by parenthsis.

	Old terms in 0.2.0
	Corresponding new terms

	
	

	GAA-Application-Profiles (UserProfs)
	GAA-UserSecSettings (GUSS)

	XXX-Profile (UserProf)
	XXX-UserSecSettings (USS)

	SSC-Profile
	SSC-UserSecSettings

	SSC-Profile-Home-Network
	SSC-UserSecSettings-Home-Network

	
	

	
	


The abbreviation GUSS and USS are also added to abbreviation list.

3.2 GAA-Application-Id to -Type

Currently TS 29.109 v0.2.0 calls the AVP that is used in Zn request message to indicate to BSF the application of the NAF (Subscriber Certificate, Presence, MBMS,….) is called to “GAA-Application-Id”.  This may be sometimes misleading because somebody may think occurrences of the application (Presence service in NAF1 and in NAF2) rather than the application type itself.

The “GAA-Application-Id” is changes to more unambiguous name for this AVP is “GAA-Application-Type”.

