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****    NEXT MODIFIED SECTION    ****

3.8
Location update

---------------------------------------------------------------

        |         24.008                  29.002         |Notes 

--------┼------------------------------------------------┼-----

Forward | MM (LOCATION UPDATING     MAP_UPDATE_LOCATION_ |


message |  REQUEST)                        request       |


        |                                                |


        |    Location area id                -           |
 

        |    Mobile identity          IMSI               |


        |    Mobile station                              |


        |       classmark 1                  -           |

        |    Mobile station                              |


        |       classmark 2                  -           |

        |    Ciphering key                   -           |


        |      seq number                                |


        |    Location update                 -           |


        |      type                                      |

--------┼------------------------------------------------┼-----

Positive| MM (LOCATION              MAP_UPDATE_LOCATION  |


results | UPDATING ACCEPT)                 response      |


        |                                                |


        |    Location area identity          -           |


        |    Mobile identity                 -           |

        |    Follow on proceed               -           |


--------┼------------------------------------------------┼-----

Negative| MM (LOCATION              MAP_UPDATE_LOCATION  |


results | UPDATING REJECT)                 response      |


        |                                                |


        |    IMSI unknown in HLR    Unknown subscriber   |
 1

        |                           Roaming not allowed: |


        |    PLMN not allowed          PLMN not allowed  |


        |    LA not allowed                  -    |
 
        |    Roaming not                     -  |
 
        |    allowed in this LA               |

        |    No Suitable cells in            -   |
 
        |        location area                           |


        |    PLMN not allowed          Operator          |


        |                              determined barring|


        |    Illegal MS                      -           |


        |    Illegal ME                      -           |


        |    Network failure        System Failure       |


        |    Network failure        Unexpected data value|


        |    Network failure        MAP_U/P_ABORT        |


        |    Network failure        MAP_NOTICE           |


        |    Network failure        MAP_CLOSE            |


--------┴------------------------------------------------┴-----

NOTE 1
The HLR shall also send this error if there is an error in the type of subscription (i.e. VLR requests service for a GPRS only subscriber). 


If the VLR finds out that the access is denied due to Administrative Restriction of Subscribers’ Access based on subscription info received from HLR, VLR will send negative response to the MSC. The MSC will map the received cause using following mapping table: 
---------------------------------------------------------------

        |         24.008                                 |Notes 

--------┼------------------------------------------------┼-----

Negative| MM (LOCATION                  UPDATE_LOCATION  |
1

results | UPDATING REJECT)               AREA response   |


        |                                                |


        |    PLMN not allowed          PLMN not allowed  |


        |    LA not allowed            LA not allowed    |
 

        |    Roaming not               National Roaming  |
 

        |    allowed in this LA        not allowed       |

        |    No Suitable cells in      RAT not allowed   |


        |        location area                           |


NOTE 1
The UPDATE LOCATION AREA response refers to the internal interface used between VLR and MSC (see 3GPP TS 23.012 [xx]).
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