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7.1
3GPP specific AVP codes

The 3GPP specific AVPs have the Vendor-Specific bit ('V' bit) set in the AVP header and they carry the 3GPP’s vendor identifier in the Vendor-ID field of the AVP header. The 3GPP specific AVP codes are presented in the following table.  

Table 7.1: 3GPP specific AVP codes

	AVP Code
	Attribute Name
	Data Type
	Specified in the TS 



	1
	Visited-Network-Identifier
	OctetString
	29.229 [2]


	2
	Public-Identity
	UTF8String
	

	3
	Server-Name
	UTF8String
	

	4
	Server-Capabilities
	Grouped
	

	5
	Mandatory-Capability
	Unsigned32
	

	6
	Optional-Capability
	Unsigned32
	

	7
	User-Data
	OctetString
	

	8
	SIP-Number-Auth-Items
	Unsigned32
	

	9
	SIP-Authentication-Scheme
	UTF8String
	

	10
	SIP-Authenticate
	OctetString
	

	11
	SIP-Authorization
	OctetString
	

	12
	SIP-Authentication-Context
	OctetString
	

	13
	SIP-Auth-Data-Item
	Grouped
	

	14
	SIP-Item-Number
	Unsigned32
	

	15
	Server-Assignment-Type
	Enumerated
	

	16
	Deregistration-Reason
	Grouped
	

	17
	Reason-Code
	Enumerated
	

	18
	Reason-Info
	UTF8String
	

	19
	Charging-Information
	Grouped
	

	20
	Primary-Event-Charging-Function-Name
	DiameterURI
	

	21
	Secondary-Event-Charging-Function-Name
	DiameterURI
	

	22
	Primary-Charging-Collection-Function-Name
	DiameterURI
	

	23
	Secondary-Charging-Collection-Function-Name
	DiameterURI
	

	24
	User-Authorization-Type
	Enumerated
	

	25
	Void
	
	

	26
	User-Data-Already-Available
	Enumerated
	

	27
	Confidentiality-Key
	OctetString
	

	28
	Integrity-Key
	OctetString
	

	Note: The AVP codes from 29 to 99 are reserved for TS 29.229.

	100
	User-Identity
	Grouped
	29.329 [4]

	101
	MSISDN
	OctetString
	

	102
	User-Data
	OctetString
	

	103
	Data-Reference
	Enumerated
	

	104
	Service-Indication
	OctetString
	

	105
	Subs-Req-Type
	Enumerated
	

	106
	Requested-Domain
	Enumerated
	

	107
	Current-Location
	Enumerated
	

	108
	Identity-Set
	Enumerated
	

	Note: The AVP codes from 109 to199 are reserved for TS 29.329.

	
	
	
	32.225 [5]

	Note: The AVP codes from 200 to 299 are reserved for TS 32.225

	
	
	
	29.234 [6]

	Note: The AVP codes from 300 to 399 are reserved for TS 29.234

	
	
	
	29.109 [7]

	Note: The AVP codes from 400 to 499 are reserved for TS 29.109

	
	
	
	29.209 [8]

	Note: The AVP codes from 500 to 599 are reserved for TS 29.209
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