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1. Introduction

There is only one user interaction ID specified currently in 3G TS 29.198 for methods requesting user interaction. However several user interaction elements may be needed in methods sendInfoReq and sendInfoAndCollectReq to give e.g. several announcements. Moreover several variable parts are required to indicate e.g. date and time.

It would be also preferable to refer to "data" in general instead of "text" in the typing and descriptions of TpUIInfo. This is because of the general nature of e.g. WAP and USSD. They may include any sort of data streams.

2. Proposal

Nokia kindly asks CN5 to consider introduction of TpUIVariableInfoSet and UIInfoSet and modification of TpUIInfo as presented below with revision marks. 

IDL changes are not shown. Note also that the formatting is not from the original document.

6.4.2.4 IpUI

<<Interface>>

IpUI



sendInfoReq(userInteractionSessionID : in TpSessionID , info : in TpUIInfoSet , 
variableInfo : in TpUIVariableInfoSet , repeatIndicator : in TpInt32 , 
responseRequested : in TpUIResponseRequest ,  assignmentID : out TpAssignmentIDRef) :  TpResult 

sendInfoAndCollectReq(userInteractionSessionID : in TpSessionID , info : in TpUIInfoSet , 
variableInfo : in TpUIVariableInfoSet , criteria : in TpUICollectCriteria , responseRequested: in TpUIResponseRequest  ,  assignmentID : out TpAssignmentIDRef) : TpResult 

release(userInteractionSessionID : in TpSessionID) :  TpResult 



TpUIInfoSet

Defines a collection of TpUIInfo elements. 

TpUIVariableInfoSet

Defines a collection of TpUIVariableInfo elements.
8.4.2.10
TpUIInfo

Defines the Tagged Choice of Data Elements that specify the information to send to the user.


Tag Element Type



TpUIInfoType


Tag Element Value
Choice Element Type
Choice Element Name

P_UI_INFO_ID
TpInt32
InfoId

P_UI_INFO_DATA
TpString
InfoData

P_UI_INFO_ADDRESS
TpURL
InfoAddress

The choice elements represents the following:

InfoID:
defines the ID of the user information script or stream to send to an end-user. The values of this data type are operator specific.

InfoData:
defines the data to be sent to an end-user's terminal. The data is free-format and the encoding is depending on the resources being used.
InfoAddress:
defines the URL of the text or stream to be sent to an end-user's terminal. 

8.4.2.11
TpUIInfoType

Defines the type of the information to be sent to the user.
Name
Value
Description

P_UI_INFO_ID
1
The information to be send to an end-user consists of an ID

P_UI_INFO_TEXT
2
The information to be send to an end-user consists of a text string

P_UI_INFO_ADDRESS
3
The information to be send to an end-user consists of a URL.

8.4.2.15
TpUIVariableInfo

Defines the Tagged Choice of Data Elements that specify the variable parts in the information to send to the user.


Tag Element Type



TpUIVariablePartType


Tag Element Value
Choice Element Type
Choice Element Name

P_UI_VARIABLE_PART_INT
TpInt32
VariablePartInteger

P_UI_VARIABLE_PART_ADDRESS
TpString
VariablePartAddress

P_UI_VARIABLE_PART_TIME
TpTime
VariablePartTime

P_UI_VARIABLE_PART_DATE
TpDate
VariablePartDate

P_UI_VARIABLE_PART_PRICE
TpPrice
VariablePartPrice

8.4.2.16
TpUIVariablePartType

Defines the type of the variable parts in the information to send to the user.

Name
Value
Description

P_UI_VARIABLE_PART_INT
0
Variable part is of type integer

P_UI_VARIABLE_PART_ADDRESS
1
Variable part is of type address

P_UI_VARIALBE_PART_TIME
2
Variable part is of type time

P_UI_VARIABLE_PART_DATE
3
Variable part is of type date

P_UI_VARIABLE_PART_PRICE
4
Variable part is of type price

