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1 Introduction

This contribution gives the additions required for the API for OSA/INAP mapping for user interaction, based on the Core INAP CS3 standards.

2
API for OSA/INAP mapping for user interaction

2.1
sendInfoReq
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Figure 7-11: Call Flow for sendInfoReq (scenario 2)

Normal Operation

Two Alternatives have been identified

1. Interaction between a SRF internal to the SSF and the SCF

	Pre-conditions
	

	1
	The application invokes the sendInfoReq method  

	2
	The SCS sends an equivalent internal message to the gsmSCF 

	3
	The SCF is aware of a SRF internal to the SSF. The SCF sends  INAP ConnectToResource, and INAP PlayAnnouncement messages the gsmSSF

Note : The user interaction shall apply dependent on the combinations in the table below, depending on the ’resourceAddress’ parameter of the related ConnectToResource operation..


	ConnectToResource ('resourceAddress')
	PlayAnnouncement (' connectedParty')

	'none' or 'iPRoutingAddress'
	 <not included>

	'none' or 'iPRoutingAddress'
	 'legID' (Note)

	'none' or 'iPRoutingAddress'
	'callSegmentIdentifier'

	'legID' or 'iPAddressAndLegID'
	 'legID'

	'callSegmentID' or 'iPAddressAndCallSegment'
	'callSegmentIdentifier'

	'callSegmentID' or 'iPAddressAndCallSegment'
	 'legID' (Note)

	NOTE: 
Applicable if 'informationToSend' parameter contains outband information (i.e. 'displayInformation'). It is not possible for 'inbandInfo' and 'tone'. 
This way individual display information can be sent to each party of a call segment without each time connecting and disconnecting the SRF.


Figure  ConnectToResource ('resourceAddress')  /PlayAnnouncement (' connectedParty') combinations
2. Interaction between a  SRF internal to the SSF and the SCF

	Pre-conditions
	

	1
	The application invokes the sendInfoReq method  

	2
	The SCS sends an equivalent internal message to the SCF 

	3
	The SCF is aware of an external SRF. The SCF sends  INAP EstablishTemporaryConnection  message the gsmSSF.

	4
	On receipt of the INAP AssistRequestInstructions message from the SRF, the SCF sends the INAP PlayAnnouncement message to the SRF.

Note : The user interaction shall apply to all parties connected to the call segment for the user interactions initiated by the connectToResource and establishTemporaryConnection operations.


Parameter Mapping

	From: sendInfoReq
	To: CAP PlayAnnouncement 

	userInteractionSessionID
	

	info (choice)
infoID 


	InformationToSend (choice)
inbandInfo

messageID (choice)
elementaryMessageID

text

messageContent

attributes

elementaryMessageIDs

variableMessage

elementaryMessageID variableParts (sequence of the

following choices)

integer

number

time

date

price

numberOfRepetitions

duration

interval

preferredLanguage

tone

toneID

duration

displayInformation

sDSSInformation ?



	infoData
	

	infoAddress
	

	variableInfoSet
	The contents are directly mapped to variableParts above

	variablePartInteger
	

	variablePartAddress
	

	variablePartTime
	

	variablePartDate
	

	variablePartPrice
	

	repeatIndicator
	This integer value is directly mapped to numberOfRepetitions above

	
	disconnectFromIPForbidden (according to responseRequested)

	responseRequested
	requestAnnouncementComplete

	assignmentID
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