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1 Introduction

The reportNotification() method specifies presently only the IpAppCallRefRef as out parameter.  For multiparty calls the notification are always related to the creation of a call leg object. The setCallBack() method could be used in order to reference the callback interface for the new call leg. It is proposed that also a out parameter is indicated in the reportNotification() method that specifies a reference to the application interface which implements the callback interface for the new call leg.

2 Proposed changes to the reportNotification() method

4.1.1 Interface Class IpAppMultiPartyCallControlManager 
Inherits from: IpInterface 
The Multi-Party call control manager application interface provides the application call control management functions to the Multi-Party call control service. 
<<Interface>>

IpAppMultiPartyCallControlManager



reportNotification (callReference : in TpCallIdentifier, callLegReference : in TpCallLegIdentifier, notificationInfo : in TpCallNotificationInfo, assignmentID : in TpAssignmentID, appCall : out IpAppCallRefRef, appCallLeg : out IpAppCallLegRefRef) : TpResult

callAborted (callReference : in TpSessionID) : TpResult

callNotificationInterrupted () : TpResult

callNotificationContinued () : TpResult

callOverloadEncountered (assignmentID : in TpAssignmentID) : TpResult

callOverloadCeased (assignmentID : in TpAssignmentID) : TpResult



Method

reportNotification()

This method notifies the application of the arrival of a call-related event. 

Parameters 

callReference : in TpCallIdentifier

Specifies the reference to the call interface to which the notification relates.
callLegReference : in TpCallLegIdentifier

Specifies the reference to the callLeg interface to which the notification relates.
notificationInfo : in TpCallNotificationInfo

Specifies data associated with this event.
assignmentID : in TpAssignmentID

Specifies the assignment id which was returned by the createNotification() method. The application can use assignment id to associate events with event specific criteria and to act accordingly.
appCall : out IpAppCallRefRef

Specifies a reference to the application interface which implements the callback interface for the new call.
appCallLeg : out IpAppCallLegRefRef

Specifies a reference to the application interface which implements the callback interface for the new call leg
Raises

TpGCCSException,TpGeneralException
6.6.2
Generic Call Control Data Definitions

IpCall

Defines the address of an IpCall Interface.

IpCallRef

Defines a Reference to type IpCall.

IpAppCall

Defines the address of an IpAppCall Interface.

IpAppCallRef

Defines a Reference to type IpAppCall

IpAppCallRefRef

Defines a Reference to type IpAppCallRef.

IpAppCallLegRef

Defines a Reference to type IpAppCallLeg

IpAppCallLegRefRef

Defines a Reference to type IpAppCallLegRef.
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