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List of approved CRs rev 9 - final
	Doc-1st-Level
	Doc-2nd-Level
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New
	Meeting-2nd-Level
	Workitem

	NP-010464
	N5-010674
	29.198-01
	002
	
	Rel-4
	Changing references to JAIN
	F
	4.1.0
	4.2.0
	N5-12
	OSA1

	NP-010465
	N5-010675
	29.198-02
	003
	
	Rel-4
	Changing references to JAIN
	F
	4.1.0
	4.2.0
	N5-12
	OSA1

	NP-010465
	N5-010658
	29.198-02
	004
	
	Rel-4
	Clarification of common exceptions
	F
	4.1.0
	4.2.0
	N5-12
	OSA1

	NP-010465
	N5-010659
	29.198-02
	005
	
	Rel-4
	Invalid parameter value exception for SLA violation
	F
	4.1.0
	4.2.0
	N5-12
	OSA1

	NP-010465
	N5-010665
	29.198-02
	006
	
	Rel-4
	Storing eventCriteria
	F
	4.1.0
	4.2.0
	N5-12
	OSA1

	NP-010466
	N5-010676
	29.198-03
	002
	
	Rel-4
	Changing references to JAIN
	F
	4.1.0
	4.2.0
	N5-12
	OSA1

	NP-010466
	N5-010534
	29.198-03
	003
	
	Rel-4
	Update to the definitions of method svcUnavailableInd
	F
	4.1.0
	4.2.0
	N5-12
	OSA1

	NP-010466
	N5-010537
	29.198-03
	004
	
	Rel-4
	Only one subject per method invocation for fault and load management
	F
	4.1.0
	4.2.0
	N5-12
	OSA1

	NP-010466
	N5-010538
	29.198-03
	005
	
	Rel-4
	Fault management is missing some *Err methods
	F
	4.1.0
	4.2.0
	N5-12
	OSA1

	NP-010466
	N5-010539
	29.198-03
	006
	
	Rel-4
	Method balance on Fault management interfaces
	F
	4.1.0
	4.2.0
	N5-12
	OSA1

	NP-010466
	N5-010673
	29.198-03
	007
	
	Rel-4
	Change "TpString" into "TpOctetSets" in authentication and access
	F
	4.1.0
	4.2.0
	N5-12
	OSA1

	NP-010466
	N5-010686
	29.198-03
	008
	
	Rel-4
	Replacement of register/unregisterLoadController
	F
	4.1.0
	4.2.0
	N5-12
	OSA1

	NP-010466
	N5-010688
	29.198-03
	009
	
	Rel-4
	Redundant Framework Heartbeat Mechanism
	F
	4.1.0
	4.2.0
	N5-12
	OSA1

	NP-010466
	N5-010689
	29.198-03
	010
	
	Rel-4
	Add a releaseInterface() method to IpAccess
	F
	4.1.0
	4.2.0
	N5-12
	OSA1

	NP-010466
	N5-010691
	29.198-03
	011
	
	Rel-4
	Removal of serviceID from queryAppLoadReq()
	F
	4.1.0
	4.2.0
	N5-12
	OSA1

	NP-010466
	N5-010695
	29.198-03
	012
	
	Rel-4
	Addition of listInterfaces() method
	F
	4.1.0
	4.2.0
	N5-12
	OSA1

	NP-010466
	N5-010697
	29.198-03
	013
	
	Rel-4
	Introduction and use of new Service Instance ID
	F
	4.1.0
	4.2.0
	N5-12
	OSA1

	NP-010466
	N5-010699
	29.198-03
	014
	
	Rel-4
	P_UNAUTHORISED_PARAMETER_VALUE thrown if non-accessible serviceID is provided
	F
	4.1.0
	4.2.0
	N5-12
	OSA1

	NP-010466
	N5-010703
	29.198-03
	015
	
	Rel-4
	Introduction of Service Instance Lifecycle Management
	F
	4.1.0
	4.2.0
	N5-12
	OSA1

	NP-010466
	N5-010708
	29.198-03
	016
	
	Rel-4
	Add support for multi-vendorship
	F
	4.1.0
	4.2.0
	N5-12
	OSA1

	NP-010466
	N5-010712
	29.198-03
	017
	
	Rel-4
	Removal of P_SERVICE_ACCESS_TYPE
	F
	4.1.0
	4.2.0
	N5-12
	OSA1

	NP-010466
	N5-010713
	29.198-03
	018
	
	Rel-4
	Confusing meaning of prescribedMethod
	F
	4.1.0
	4.2.0
	N5-12
	OSA1

	NP-010466
	N5-010714
	29.198-03
	019
	
	Rel-4
	A client should only have one instance of a given service
	F
	4.1.0
	4.2.0
	N5-12
	OSA1

	NP-010466
	N5-010715
	29.198-03
	020
	
	Rel-4
	Some methods on the IpApp interfaces should throw exceptions
	F
	4.1.0
	4.2.0
	N5-12
	OSA1

	NP-010467
	N5-010677
	29.198-04
	001
	
	Rel-4
	Changing references to JAIN
	F
	4.0.0
	4.1.0
	N5-12
	OSA1

	NP-010467
	N5-010532
	29.198-04
	002
	
	Rel-4
	Correction of text descriptions for methods enableCallNotification and createNotification
	F
	4.0.0
	4.1.0
	N5-12
	OSA1

	NP-010467
	N5-010533
	29.198-04
	003
	
	Rel-4
	Specify the behaviour when a call leg times out
	F
	4.0.0
	4.1.0
	N5-12
	OSA1

	NP-010467
	N5-010542
	29.198-04
	004
	
	Rel-4
	Removal of Faulty state in MPCCS Call State Transition Diagram and method callFaultDetected in MPCCS in OSA R4
	F
	4.0.0
	4.1.0
	N5-12
	OSA1

	NP-010467
	N5-010543
	29.198-04
	005
	
	Rel-4
	Missing TpCallAppInfoSet description in OSA R4
	F
	4.0.0
	4.1.0
	N5-12
	OSA1

	NP-010467
	N5-010612
	29.198-04
	006
	
	Rel-4
	Redirecting a call leg vs. creating a call leg clarification in OSA R4
	F
	4.0.0
	4.1.0
	N5-12
	OSA1

	NP-010467
	N5-010614
	29.198-04
	007
	
	Rel-4
	Introduction of MPCC Originating and Terminating Call Leg STDs for IpCallLeg
	F
	4.0.0
	4.1.0
	N5-12
	OSA1

	NP-010467
	N5-010631
	29.198-04
	008
	
	Rel-4
	Corrections to SetChargePlan() Addition of  PartyToCharge parmeter
	F
	4.0.0
	4.1.0
	N5-12
	OSA1

	NP-010467
	N5-010635
	29.198-04
	009
	
	Rel-4
	Corrections to SetChargePlan()
	F
	4.0.0
	4.1.0
	N5-12
	OSA1

	NP-010467
	N5-010640
	29.198-04
	010
	
	Rel-4
	Remove distinction between final- and intermediate-report
	F
	4.0.0
	4.1.0
	N5-12
	OSA1

	NP-010467
	N5-010648
	29.198-04
	011
	
	Rel-4
	Inclusion of TpMediaType
	F
	4.0.0
	4.1.0
	N5-12
	OSA1

	NP-010467
	N5-010660
	29.198-04
	012
	
	Rel-4
	Corrections to GCC STD
	F
	4.0.0
	4.1.0
	N5-12
	OSA1

	NP-010467
	N5-010693
	29.198-04
	013
	
	Rel-4
	Introduction of sequence diagrams for MPCC services
	F
	4.0.0
	4.1.0
	N5-12
	OSA1

	NP-010467
	N5-010707
	29.198-04
	014
	
	Rel-4
	The use of the REDIRECT event needs to be illustrated
	F
	4.0.0
	4.1.0
	N5-12
	OSA1

	NP-010467
	N5-010709
	29.198-04
	015
	
	Rel-4
	Corrections to SetCallChargePlan()
	F
	4.0.0
	4.1.0
	N5-12
	OSA1

	NP-010467
	N5-010710
	29.198-04
	016
	
	Rel-4
	Add one additional error indication
	F
	4.0.0
	4.1.0
	N5-12
	OSA1

	NP-010467
	N5-010633
	29.198-04
	017
	
	Rel-4
	Corrections to Call Control – GCCS Exception handling
	F
	4.0.0
	4.1.0
	N5-12
	OSA1

	NP-010467
	N5-010704
	29.198-04
	018
	
	Rel-4
	Corrections to Call Control – Errors in Exceptions
	F
	4.0.0
	4.1.0
	N5-12
	OSA1

	NP-010468
	N5-010678
	29.198-05
	002
	
	Rel-4
	Changing references to JAIN
	F
	4.1.0
	4.2.0
	N5-12
	OSA1

	NP-010469
	N5-010679
	29.198-06
	002
	
	Rel-4
	Changing references to JAIN
	F
	4.1.1
	4.2.0
	N5-12
	OSA1

	NP-010469
	N5-010670
	29.198-06
	003
	
	Rel-4
	Introduction of missing mobility exceptions
	F
	4.1.1
	4.2.0
	N5-12
	OSA1

	NP-010470
	N5-010680
	29.198-07
	002
	
	Rel-4
	Changing references to JAIN
	F
	4.1.0
	4.2.0
	N5-12
	OSA1

	NP-010471
	N5-010681
	29.198-08
	002
	
	Rel-4
	Changing references to JAIN
	F
	4.1.0
	4.2.0
	N5-12
	OSA1

	NP-010472
	N5-010682
	29.198-11
	001
	
	Rel-4
	Changing references to JAIN
	F
	4.0.0
	4.1.0
	N5-12
	OSA1

	NP-010472
	N5-010669
	29.198-11
	002
	
	Rel-4
	Missing exceptions for enabling and changing the notifications
	F
	4.0.0
	4.1.0
	N5-12
	OSA1

	NP-010473
	N5-010683
	29.198-12
	001
	
	Rel-4
	Changing references to JAIN
	F
	4.0.0
	4.1.0
	N5-12
	OSA1

	NP-010473
	N5-010557
	29.198-12
	002
	
	Rel-4
	Error corrections charging
	F
	4.0.0
	4.1.0
	N5-12
	OSA1

	NP-010473
	N5-010558
	29.198-12
	003
	
	Rel-4
	Changed semantics of closeReservation parameter
	F
	4.0.0
	4.1.0
	N5-12
	OSA1

	NP-010473
	N5-010559
	29.198-12
	004
	
	Rel-4
	Missing errors in definition of (credit/debit)(Amoun/Unit)Err
	F
	4.0.0
	4.1.0
	N5-12
	OSA1

	NP-010473
	N5-010560
	29.198-12
	005
	
	Rel-4
	Clarification of Unit Reservation
	F
	4.0.0
	4.1.0
	N5-12
	OSA1

	NP-010473
	N5-010667
	29.198-12
	006
	
	Rel-4
	Improving correlation request and response for applications
	F
	4.0.0
	4.1.0
	N5-12
	OSA1

	NP-010473
	N5-010668
	29.198-12
	007
	
	Rel-4
	Remove the P_CHS_PARAM_RESULT value from the TpChargingParameterID type
	F
	4.0.0
	4.1.0
	N5-12
	OSA1

	NP-010473
	N5-010711
	29.198-12
	008
	
	Rel-4
	Align the order of parameters for similar methods
	F
	4.0.0
	4.1.0
	N5-12
	OSA1

	NP-010474
	N5-010838
	29.998-4-1
	002
	
	Rel-4
	Updates and corrections to data mapping to CAP
	F
	4.1.0
	4.2.0
	N5-12
	OSA1


