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Change in Clause 10

10 PAM Service Properties

The following table lists properties relevant to all the PAM SCFs

	Property
	Type
	Description

	P_OBTAINABLE_INTERFACES
	STRING_SET
	The interfaces obtainable from the service

	P_SUPPORTED_ATTRIBUTE_TAGS
	STRING_SET
	Lists the supported attribute tags defined by TpAttributeTagInfo

	P_SUPPORTED_SIMPLE_ATTRIBUTE_TYPES
	STRING_SET
	Lists the supported attribute types defined by TpSimpleAttributeTypeInfo

	P_SUPPORTED_STRUCTURED_ATTRIBUTE_TYPES
	STRING_SET
	Lists the supported attribute types defined by TpStructuredAttributeType, e.g. P_org/csapi/TpAddress.

	P_SUPPORTED_XML
	STRING_SET
	Lists the supported versions of XML specifications such as XML schema specifications (e.g. through URLs), XML versions (e.g. version 1.0) or XPath (e.g. version 1.0)


Implementations of the PAM APIs shall have the Service Properties set to the indicated values at a minimum:

P_SUPPORTED_ATTRIBUTE_TAGS = { 

P_SIMPLE_TYPE 

}

P_SUPPORTED_SIMPLE_ATTRIBUTE_TYPES = { 

P_STRING, 

P_FLOAT, 

P_INT32 

}

End of Change in Clause 10

Change in Clause 11.2.1

11.2.1 TpPAMAttribute

This is a Sequence of Data Elements containing the attribute name, expiration time and value. This is derived from the common attribute type TpAttribute to add the expiration value for dynamic attributes. 

	Sequence Element Name
	Sequence Element Type
	Notes

	AttributeName
	TpString
	The name of the attribute.

	AttributeValue
	TpAttributeValue
	The typed value(s) for the attribute. 

	
	
	

	
	
	

	ExpiresIn
	TpPAMTimeInterval
	The interval in milliseconds in which the attribute values are valid. A time interval of PAM_MAX_LONGINT indicates static attribute values that never expire. A time interval of 0 or negative values indicate an expired value and the time for which it has expired.


End of Change in Clause 11.2.1
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