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1
Scope

The present document defines the remote management of files and applets on the SIM/USIM/ISIM.

It describes the APDU format for remote management.

Furthermore the document specifies:

-
a set of commands coded according to this APDU structure and used in the remote file management on the SIM/USIM/ISIM specified in 3GPP TS 51.011 [1], 3GPP TS 31.101 [2], 3GPP TS 31.102 [3], 3GPP TS 31.103 [xx].

-
a set of commands coded according to this APDU structure and used in the remote applet management on the SIM/USIM. This is based on TS 102 226 [4].

The remote APDU structure for SIM/USIM/ISIM applications shall comply with the one defined in TS 102 226 [4]. The present document only contains additional requirements or explicit limitations for SIM/USIM/ISIM applications.

2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication and/or edition number or version number) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies.  In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TS 51.011 Release 4: "Specification of the Subscriber Identity Module - Mobile Equipment (SIM-ME) interface".

[2]
3GPP TS 31.101: "UICC-Terminal Interface; Physical and Logical Characteristics".

[3]
3GPP TS 31.102: "Characteristics of the USIM Application".

[4]
ETSI TS 102 226 Release 6: "Smart Cards; Remote APDU structure for UICC based applications".

[5]
ISO/IEC 7816-4 (1995): "Information technology - Identification cards - Integrated circuit(s) cards with contacts - Part 4: Interindustry commands for interchange".
[xx]
3GPP TS 31.103: "Characteristics of the IP Multimedia Services Identity Module (ISIM) application".
4
Remote APDU Format

4.1
Remote command coding

The SIM/USIM/ISIM Remote command coding shall comply with the Remote command coding of TS 102 226 [4].

4.2
Response coding

The SIM/USIM/ISIM Response coding shall comply with the Response coding of TS 102 226 [4], added features are defined below.

5.x
ISIM Remote File Management

ISIM Remote File Management shall comply with TS 102 226 [4].

The standardised commands are listed in TS 102 226 [4].
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