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Change in Clause 10.1
10.1
User Interaction Service Properties

The following table lists properties relevant for the User Interaction API. 

	Property
	Type
	Description

	P_INFO_TYPE
	INTEGER_SET
	Specifies whether the UI SCS supports text or URLs etc. Allowed values are defined by TpUIInfoType.

	P_SPEECH_RECOGNITION_SUPPORTED
	BOOLEAN
	Value: TRUE when the speech recognition features are supported


The previous table lists properties related to capabilities of the SCS itself. The following table lists properties that are used in the context of the Service Level Agreement, e.g. to restrict the access of applications to the capabilities of the SCS.

	Property
	Type
	Description

	P_SERVICE_CODE
	INTEGER_SET
	Specifies the service codes that may be used for notification requests.

	P_NOTIFICATION_ADDRESS_RANGES
	XML_ADDRESS_RANGE_SET
	Indicates for which numbers notifications may be set.  More than one range may be present. 

	P_PRIORITY
	INTEGER_SET
	This data type defines the probability of communication completion with the media resource (under network congestion). A list of values may be offered by the SCF. A value of 0 indicates no special treatment (default). The other values of this data type are region specific. For example, a priority value between 1, 2, 3, ..., n indicates special treatment, where 1 may be the highest priority and n the lowest priority other than no special treatment.


End of Change in Clause 10.1
End of Document
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