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A.2.1.4.1
Status-codes

Table A.6: Supported status-codes 

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	100 (Trying)
	[26] 21.1.1
	n/a
	n/a
	[26] 21.1.1
	c11
	c11

	101
	1xx response
	[26] 21.1
	p21
	p21
	[26] 21.1
	p21
	p21

	2
	180 (Ringing)
	[26] 21.1.2
	c2
	c2
	[26] 21.1.2
	c1
	c1

	3
	181 (Call Is Being Forwarded)
	[26] 21.1.3
	c2
	c2
	[26] 21.1.3
	c1
	c1

	4
	182 (Queued)
	[26] 21.1.4
	c2
	c2
	[26] 21.1.4
	c1
	c1

	5
	183 (Session Progress)
	[26] 21.1.5
	c1
	c1
	[26] 21.1.5
	c1
	c1

	102
	2xx response
	[26] 21.2
	p22
	p22
	[26] 21.1
	p22
	p22

	6
	200 (OK)
	[26] 21.2.1
	m
	m
	[26] 21.2.1
	m
	m

	7
	202 (Accepted)
	[28] 8.3.1
	c3
	c3
	[28] 8.3.1
	c3
	c3

	103
	3xx response
	[26] 21.3
	p23
	p23
	[26] 21.1
	p23
	p23

	8
	300 (Multiple Choices)
	[26] 21.3.1
	
	
	[26] 21.3.1
	
	

	9
	301 (Moved Permanently)
	[26] 21.3.2
	
	
	[26] 21.3.2
	
	

	10
	302 (Moved Temporarily)
	[26] 21.3.3
	
	
	[26] 21.3.3
	
	

	11
	305 (Use Proxy)
	[26] 21.3.4
	
	
	[26] 21.3.4
	
	

	12
	380 (Alternative Service)
	[26] 21.3.5
	
	
	[26] 21.3.5
	
	

	104
	4xx response
	[26] 21.4
	p24
	p24
	[26] 21.4
	p24
	p24

	13
	400 (Bad Request)
	[26] 21.4.1
	m
	m
	[26] 21.4.1
	m
	m

	14
	401 (Unauthorized)
	[26] 21.4.2
	o
	c12
	[26] 21.4.2
	m
	m

	15
	402 (Payment Required)
	[26] 21.4.3
	n/a
	n/a
	[26] 21.4.3
	n/a
	n/a

	16
	403 (Forbidden)
	[26] 21.4.4
	m
	m
	[26] 21.4.4
	m
	m

	17
	404 (Not Found)
	[26] 21.4.5
	m
	m
	[26] 21.4.5
	m
	m

	18
	405 (Method Not Allowed)
	[26] 21.4.6
	m
	m
	[26] 21.4.6
	m
	m

	19
	406 (Not Acceptable)
	[26] 21.4.7
	m
	m
	[26] 21.4.7
	m
	m

	20
	407 (Proxy Authentication Required)
	[26] 21.4.8
	o
	o
	[26] 21.4.8
	m
	m

	21
	408 (Request Timeout)
	[26] 21.4.9
	m
	m
	[26] 21.4.9
	m
	m

	22
	410 (Gone)
	[26] 21.4.10
	m
	m
	[26] 21.4.10
	m
	m

	22A
	412 (Conditional Request Failed)
	[70] 11.2.1
	c20
	c20
	[70] 11.2.1
	c20
	c20

	23
	413 (Request Entity Too Large)
	[26] 21.4.11
	m
	m
	[26] 21.4.11
	m
	m

	24
	414 (Request-URI Too Large)
	[26] 21.4.12
	m
	m
	[26] 21.4.12
	m
	m

	25
	415 (Unsupported Media Type)
	[26] 21.4.13
	m
	m
	[26] 21.4.13
	m
	m

	26
	416 (Unsupported URI Scheme)
	[26] 21.4.14
	m
	m
	[26] 21.4.14
	m
	m

	27
	420 (Bad Extension)
	[26] 21.4.15
	m
	c13
	[26] 21.4.15
	m
	m

	28
	421 (Extension Required)
	[26] 21.4.16
	o
	
	[26] 21.4.16
	i
	i

	28A
	422 (Session Interval Too Small)
	[58] 6
	c7
	c7
	[58] 6
	c7
	c7

	29
	423 (Interval Too Brief)
	[26] 21.4.17
	c4
	c4
	[26] 21.4.17
	m
	m

	29A
	429 (Provide Referrer Identity)
	[59] 5
	c8
	c8
	[59] 5
	c9
	c9

	30
	480 (Temporarily Unavailable)
	[26] 21.4.18
	m
	m
	[26] 21.4.18
	m
	m

	31
	481 (Call/Transaction Does Not Exist)
	[26] 21.4.19
	m
	m
	[26] 21.4.19
	m
	m

	32
	482 (Loop Detected)
	[26] 21.4.20
	m
	m
	[26] 21.4.20
	m
	m

	33
	483 (Too Many Hops)
	[26] 21.4.21
	m
	m
	[26] 21.4.21
	m
	m

	34
	484 (Address Incomplete)
	[26] 21.4.22
	o
	o
	[26] 21.4.22
	m
	m

	35
	485 (Ambiguous)
	[26] 21.4.23
	o
	o
	[26] 21.4.23
	m
	m

	36
	486 (Busy Here)
	[26] 21.4.24
	m
	m
	[26] 21.4.24
	m
	m

	37
	487 (Request Terminated)
	[26] 21.4.25
	m
	m
	[26] 21.4.25
	m
	m

	38
	488 (Not Acceptable Here)
	[26] 21.4.26
	m
	m
	[26] 21.4.26
	m
	m

	39
	489 (Bad Event)
	[28] 7.3.2
	c3
	c3
	[28] 7.3.2
	c3
	c3

	40
	491 (Request Pending)
	[26] 21.4.27
	m
	m
	[26] 21.4.27
	m
	m

	41
	493 (Undecipherable)
	[26] 21.4.28
	m
	m
	[26] 21.4.28
	m
	m

	41A
	494 (Security Agreement Required)
	[48] 2
	c5
	c5
	[48] 2
	c6
	c6

	105
	5xx response
	[26] 21.5
	p25
	p25
	[26] 21.5
	p25
	p25

	42
	500 (Internal Server Error)
	[26] 21.5.1
	m
	m
	[26] 21.5.1
	m
	m

	43
	501 (Not Implemented)
	[26] 21.5.2
	m
	m
	[26] 21.5.2
	m
	m

	44
	502 (Bad Gateway)
	[26] 21.5.3
	o
	o
	[26] 21.5.3
	m
	m

	45
	503 (Service Unavailable)
	[26] 21.5.4
	m
	m
	[26] 21.5.4
	m
	m

	46
	504 (Server Time-out)
	[26] 21.5.5
	m
	m
	[26] 21.5.5
	m
	m

	47
	505 (Version not supported)
	[26] 21.5.6
	m
	m
	[26] 21.5.6
	m
	m

	48
	513 (Message Too Large)
	[26] 21.5.7
	m
	m
	[26] 21.5.7
	m
	m

	49
	580 (Precondition Failure)
	[30] 8
	
	
	[30] 8
	
	

	106
	6xx response
	[26] 21.6
	p26
	p26
	[26] 21.6
	p26
	p26

	50
	600 (Busy Everywhere)
	[26] 21.6.1
	m
	m
	[26] 21.6.1
	m
	m

	51
	603 (Decline)
	[26] 21.6.2
	c10
	c10
	[26] 21.6.2
	m
	m

	52
	604 (Does Not Exist Anywhere)
	[26] 21.6.3
	m
	m
	[26] 21.6.3
	m
	m

	53
	606 (Not Acceptable)
	[26] 21.6.4
	m
	m
	[26] 21.6.4
	m
	m

	c1:
IF A.5/9 THEN m ELSE n/a - - INVITE response.

c2:
IF A.5/9 THEN o ELSE n/a - - INVITE response.

c3:
IF A.4/20 THEN m ELSE n/a - - SIP specific event notification extension.

c4:
IF A.5/19 OR A.5/21 THEN m ELSE n/a - - REGISTER response or SUBSCRIBE response.

c5:
IF A.4/37 AND A.4/2 THEN m ELSE n/a - - security mechanism agreement for the session initiation protocol and registrar.

c6:
IF A.4/37 THEN m ELSE n/a - - security mechanism agreement for the session initiation protocol.

c7:
IF A.4/42 AND (A.5/9 OR A.5/23) THEN m ELSE n/a - - the SIP session timer AND (INVITE response OR UPDATE response).

c8:
IF A.4/43 AND A.5/17 THEN o ELSE n/a - - the SIP Referred-By mechanism and REFER response.

c9:
IF A.4/43 AND A.5/17 THEN m ELSE n/a - - the SIP Referred-By mechanism and REFER response.

c10:
IF A.4/44 THEN m ELSE o - - the Session Inititation Protocol (SIP) "Replaces" header.

c11:
IF A.5/9 THE m ELSE n/a - - INVITE response (note 1).

c12:
IF A.3/4 THEN m ELSE o - - S-CSCF.
c13:
IF A.3/1 OR A.3/2 OR A.3/4 THEN m ELSE o - - UE, P-CSCF, S-CSCF
c20:
IF A.4/41 THEN m ELSE n/a - - an event state publication extension to the session initiation protocol.
p21:
A.6/2 OR A.6/3 OR A.6/4 OR A.6/5 - - 1xx response.

p22:
A.6/6 OR A.6/7 - - 2xx response.

p23:
A.6/8 OR A.6/9 OR A.6/10 OR A.6/11 OR A.6/12 OR A.6/13 - - 3xx response.

p24:
A.6/14 OR A.6/15 OR A.6/16 OR A.6/17 OR A.6/18 OR A.6/19 OR A.6/20 OR A.6/21 OR A.6/22 OR A.6/22A OR A.6/23 OR A.6/24 OR A.6/25 OR A.6/26 OR A.6/27 OR A.6/28 OR A.6/28A OR A.6/29 OR A.6/29A OR A.6/30 OR A.6/31 OR A.6/32 OR A.6/33 OR A.6/34 OR A.6/35 OR A.6/36 OR A.6/436 OR A.6/38 OR A.6/39 OR A.6/40 OR A.6/41 OR A.6/41A. - 4xx response.

p25:
A.6/42 OR A.6/43 OR A.6/44 OR A.6/45 OR A.6/46 OR A.6/47 OR A.6/48 OR A.6/49 - - 5xx response

p26:
A.6/50 OR A.6/51 OR A.6/52 OR A.6/53 - - 6xx response.

	NOTE 1:
RFC 3261 [26] gives the status of this header for methods other than INVITE as SHOULD NOT.


A.2.2.4.1
Status-codes

Table A.164: Supported-status codes 

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	100 (Trying)
	[26] 21.1.1
	c1
	c1
	[26] 21.1.1
	c2
	c2

	101
	1xx response
	[26] 21.1
	p21
	p21
	[26] 21.1
	p21
	p21

	2
	180 (Ringing)
	[26] 21.1.2
	c3
	c3
	[26] 21.1.2
	c3
	c3

	3
	181 (Call Is Being Forwarded)
	[26] 21.1.3
	c3
	c3
	[26] 21.1.3
	c3
	c3

	4
	182 (Queued)
	[26] 21.1.4
	c3
	c3
	[26] 21.1.4
	c3
	c3

	5
	183 (Session Progress)
	[26] 21.1.5
	c3
	c3
	[26] 21.1.5
	c3
	c3

	102
	2xx response
	[26] 21.2
	p22
	p22
	[26] 21.1
	p22
	p22

	6
	200 (OK)
	[26] 21.2.1
	m
	m
	[26] 21.2.1
	i
	m

	7
	202 (Accepted)
	[28] 8.3.1
	c4
	c4
	[28] 8.3.1
	c4
	c4

	103
	3xx response
	[26] 21.3
	p23
	p23
	[26] 21.1
	p23
	p23

	8
	300 (Multiple Choices)
	[26] 21.3.1
	m
	m
	[26] 21.3.1
	i
	i

	9
	301 (Moved Permanently)
	[26] 21.3.2
	m
	m
	[26] 21.3.2
	i
	i

	10
	302 (Moved Temporarily)
	[26] 21.3.3
	m
	m
	[26] 21.3.3
	i
	i

	11
	305 (Use Proxy)
	[26] 21.3.4
	m
	m
	[26] 21.3.4
	i
	i

	12
	380 (Alternative Service)
	[26] 21.3.5
	m
	m
	[26] 21.3.5
	i
	i

	104
	4xx response
	[26] 21.4
	p24
	p24
	[26] 21.4
	p24
	p24

	13
	400 (Bad Request)
	[26] 21.4.1
	m
	m
	[26] 21.4.1
	i
	i

	14
	401 (Unauthorized)
	[26] 21.4.2
	m
	m
	[26] 21.4.2
	i
	c10

	15
	402 (Payment Required)
	[26] 21.4.3
	n/a
	n/a
	[26] 21.4.3
	n/a
	n/a

	16
	403 (Forbidden)
	[26] 21.4.4
	m
	m
	[26] 21.4.4
	i
	i

	17
	404 (Not Found)
	[26] 21.4.5
	m
	m
	[26] 21.4.5
	i
	i

	18
	405 (Method Not Allowed)
	[26] 21.4.6
	m
	m
	[26] 21.4.6
	i
	i

	19
	406 (Not Acceptable)
	[26] 21.4.7
	m
	m
	[26] 21.4.7
	i
	i

	20
	407 (Proxy Authentication Required)
	[26] 21.4.8
	m
	m
	[26] 21.4.8
	i
	i

	21
	408 (Request Timeout)
	[26] 21.4.9
	m
	m
	[26] 21.4.9
	i
	i

	22
	410 (Gone)
	[26] 21.4.10
	m
	m
	[26] 21.4.10
	i
	i

	22A
	412 (Conditional Request Failed)
	[70] 11.2.1
	c20
	c20
	[70] 11.2.1
	c19
	c19

	23
	413 (Request Entity Too Large)
	[26] 21.4.11
	m
	m
	[26] 21.4.11
	i
	i

	24
	414 (Request-URI Too Large)
	[26] 21.4.12
	m
	m
	[26] 21.4.12
	i
	i

	25
	415 (Unsupported Media Type)
	[26] 21.4.13
	m
	m
	[26] 21.4.13
	i
	i

	26
	416 (Unsupported URI Scheme)
	[26] 21.4.14
	m
	m
	[26] 21.4.14
	i
	i

	27
	420 (Bad Extension)
	[26] 21.4.15
	m
	m
	[26] 21.4.15
	i
	i

	28
	421 (Extension Required)
	[26] 21.4.16
	m
	m
	[26] 21.4.16
	i
	i

	28A
	422 (Session Interval Too Small)
	[58] 6
	c8
	c8
	[58] 6
	c8
	c8

	29
	423 (Interval Too Brief)
	[26] 21.4.17
	c5
	c5
	[26] 21.4.17
	c6
	c6

	29A
	429 (Provide Referrer Identity)
	[59] 5
	c9
	c9
	[59] 5
	c9
	c9

	30
	480 (Temporarily not available)
	[26] 21.4.18
	m
	m
	[26] 21.4.18
	i
	i

	31
	481 (Call /Transaction Does Not Exist)
	[26] 21.4.19
	m
	m
	[26] 21.4.19
	i
	i

	32
	482 (Loop Detected)
	[26] 21.4.20
	m
	m
	[26] 21.4.20
	i
	i

	33
	483 (Too Many Hops)
	[26] 21.4.21
	m
	m
	[26] 21.4.21
	i
	i

	34
	484 (Address Incomplete)
	[26] 21.4.22
	m
	m
	[26] 21.4.22
	i
	i

	35
	485 (Ambiguous)
	[26] 21.4.23
	m
	m
	[26] 21.4.23
	i
	i

	36
	486 (Busy Here)
	[26] 21.4.24
	m
	m
	[26] 21.4.24
	i
	i

	37
	487 (Request Terminated)
	[26] 21.4.25
	m
	m
	[26] 21.4.25
	i
	i

	38
	488 (Not Acceptable Here)
	[26] 21.4.26
	m
	m
	[26] 21.4.26
	i
	i

	39
	489 (Bad Event)
	[28] 7.3.2
	c4
	c4
	[28] 7.3.2
	c4
	c4

	40
	491 (Request Pending)
	[26] 21.4.27
	m
	m
	[26] 21.4.27
	i
	i

	41
	493 (Undecipherable)
	[26] 21.4.28
	m
	m
	[26] 21.4.28
	i
	i

	41A
	494 (Security Agreement Required)
	[48] 2
	c7
	c7
	[48] 2
	n/a
	n/a

	105
	5xx response
	[26] 21.5
	p25
	p25
	[26] 21.5
	p25
	p25

	42
	500 (Internal Server Error)
	[26] 21.5.1
	m
	m
	[26] 21.5.1
	i
	i

	43
	501 (Not Implemented)
	[26] 21.5.2
	m
	m
	[26] 21.5.2
	i
	i

	44
	502 (Bad Gateway)
	[26] 21.5.3
	m
	m
	[26] 21.5.3
	i
	i

	45
	503 (Service Unavailable)
	[26] 21.5.4
	m
	m
	[26] 21.5.4
	i
	i

	46
	504 (Server Time-out)
	[26] 21.5.5
	m
	m
	[26] 21.5.5
	i
	i

	47
	505 (Version not supported)
	[26] 21.5.6
	m
	m
	[26] 21.5.6
	i
	i

	48
	513 (Message Too Large)
	[26] 21.5.7
	m
	m
	[26] 21.5.7
	i
	i

	49
	580 (Precondition Failure)
	[30] 8
	m
	m
	[30] 8
	i
	i

	106
	6xx response
	[26] 21.6
	p26
	p26
	[26] 21.6
	p26
	p26

	50
	600 (Busy Everywhere)
	[26] 21.6.1
	m
	m
	[26] 21.6.1
	i
	i

	51
	603 (Decline)
	[26] 21.6.2
	m
	m
	[26] 21.6.2
	i
	i

	52
	604 (Does Not Exist Anywhere)
	[26] 21.6.3
	m
	m
	[26] 21.6.3
	i
	i

	53
	606 (Not Acceptable)
	[26] 21.6.4
	m
	m
	[26] 21.6.4
	i
	i

	c1:
IF A.163/9 AND A.162/5 THEN m ELSE n/a - - INVITE response, stateful proxy.

c2:
IF A.163/9 THEN (IF A.162/5 THEN m ELSE i) ELSE n/a - - INVITE response, stateful proxy.

c3:
IF A.163/9 THEN m ELSE n/a - - INVITE response.

c4:
IF A.162/27 THEN m ELSE n/a - - SIP specific event notification.

c5:
IF A.163/19 OR A.163/21 THEN m ELSE n/a - - REGISTER response or SUBSCRIBE response.

c6:
IF A.163/19 OR A.163/21 THEN i ELSE n/a - - REGISTER response or SUBSCRIBE response.

c7:
IF A.162/47 THEN m ELSE n/a - - security mechanism agreement for the session initiation protocol.

c8: 

IF A.162/52 THEN m ELSE n/a - - the SIP session timer.

c9:
IF A.162/53 AND A.163/17 THEN m ELSE n/a - - the SIP Referred-By mechanism and REFER response.

c10:
IF A.3/2 THEN m ELSE i - - P-CSCF.
c19:
IF A.162/51 THEN i ELSE n/a - - an event state publication extension to the session initiation protocol.

c20:
IF A.162/51 THEN m ELSE n/a - - an event state publication extension to the session initiation protocol.
p21:
A.164/2 OR A.164/3 OR A.164/4 OR A.164/5 - - 1xx response

p22:
A.164/6 OR A.164/7 - - 2xx response

p23:
A.164/8 OR A.164/9 OR A.164/10 OR A.164/11 OR A.164/12 OR A.164/13 - - 3xx response

p24:
A.164/14 OR A.164/15 OR A.164/16 OR A.164/17 OR A.164/18 OR A.164/19 OR A.164/20 OR A.164/21 OR A.164/22 OR A.164/22A OR A.164/23 OR A.164/24 OR A.164/25 OR A.164/26 OR A.164/27 OR A.164/28 OR A.164/28A OR A.164/29 OR A.164/29A OR A.164/30 OR A.164/31 OR A.164/32 OR A.164/33 OR A.164/34 OR A.164/35 OR A.164/36 OR A.164/436 OR A.164/38 OR A.164/39 OR A.164/40 OR A.164/41 OR A.164/41A. - - 4xx response

p25:
A.164/42 OR A.164/43 OR A.164/44 OR A.164/45 OR A.164/46 OR A.164/47 OR A.164/48 OR A.164/49 - - 5xx response

p26:
A.164/50 OR A.164/51 OR A.164/52 OR A.164/53 - - 6xx response
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