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6.1.1
Data read (Sh-Pull)

This procedure is used between the AS and the HSS.  The procedure is invoked by the AS and is used:

-
To read transparent and/or non-transparent data for a specified user from the HSS.

This procedure is mapped to the commands User-Data-Request/Answer in the Diameter application specified in 3GPP TS 29.329 [5]. Tables 6.1.1.1 and 6.1.1.2 detail the involved information elements.

Table 6.1.1.1: Sh-Pull

	Information element name
	Mapping to Diameter AVP
	Cat.
	Description

	User Identity

(See 7.1)
	User-Identity
	M
	IMS Public User Identity or MSISDN of the user for whom the data is required.

See section 7.1 for the content of this AVP.

	Requested data

(See 7. 3)
	Data-Reference
	M
	This information element indicates the reference to the requested information. The set of valid reference values are defined in 7.6.

	Requested domain

(See 7.2)
	Requested-Domain
	C
	This information element indicates the domains to which the operation is applicable. Check table 7.6.1 to see when it is applicable.

	Current Location

(See 7.8)
	Current-Location
	C
	This information element indicates whether an active location retrieval has to be initiated or not. It shall be present if Location Information is requested.

If this information element takes the value InitiateActiveLocationRetrieval (1) the HSS shall indicate to the MSC/VLR and/or SGSN the need to initiate an active location retrieval.

Check table 7.6.1 to see when it is applicable.

	Service Indication

(See 7. 4)
	Service-Indication
	C
	IE that identifies, together with the Public User Identity included in the User-Identity AVP and Data-Reference, the set of service related transparent data that is being requested.

Check table 7.6.1 to see when it is applicable.

	Application Server Identity (See 7.9)
	Origin-Host
	M
	IE that identifies the AS originator of the request and that is used to check the AS permission list.

	Application Server Name
	Server-Name
	C
	IE that is used, together with the IMS Public User Identity included in the User-Identity AVP and Data-Reference, as key to identify the filter criteria.

Check table 7.6.1 to see when it is applicable.


Table 6.1.1.2: Sh-Pull Resp

	Information element name
	Mapping to Diameter AVP
	Cat.
	Description

	Result

(See 7. 5)
	Result-Code / Experimental_Result
	M
	Result of the request. 

Result-Code AVP shall be used for errors defined in the Diameter Base Protocol.

Experimental-Result AVP shall be used for Sh errors. This is a grouped AVP which contains the 3GPP Vendor ID in the Vendor-Id AVP, and the error code in the Experimental-Result-Code AVP.

	Data

(See 7. 6)
	User-Data
	C
	Requested data. This element shall be present if the requested data exists in the HSS and the AS has permissions to read it.


6.1.1.1

Detailed behaviour

The conditions for the inclusion of Requested-Domain as an additional key to the requested data are described in table 7.6.1.  If repository data is requested, Service-Indication shall be present in the request. If initial filter criteria are requested, the Server-Name AVP shall contain the SIP URL of the AS that initiates the request; requests for initial filter criteria are limited to those initial filter criteria which are relevant to the requesting AS.

Upon reception of the Sh-Pull request, the HSS shall, in the following order:

1.
Check that the AS sending the request (identified by the Origin-Host AVP) has Sh-Pull permission in the AS Permissions List (See 6.2).  If not, Experimental-Result-Code shall be set to DIAMETER_ERROR_OPERATION_NOT_ALLOWED in the Sh-Pull Response.

2.
Check that the user for whom data is asked exists in HSS.  If not, Experimental-Result-Code shall be set to  DIAMETER_ERROR_USER_UNKNOWN in the Sh-Pull Response.

3.
Check that the requested user data is allowed to be read by the AS.

-
If the data referenced in the request is not allowed to be read, Experimental-Result Code shall be set to DIAMETER_ERROR_USER_DATA_CANNOT_BE_READ in the Sh-Pull Response.

4.
Check whether or not the data that is requested to be downloaded by the AS is currently being updated by another entity.  If there is an update of the data in progress, the HSS shall delay the Sh-Pull-Resp message until the update has been completed.
If there is an error in any of the above steps then the HSS shall stop processing and shall return the error code specified in the respective step (see 3GPP TS 29.329 [5] and 3GPP TS 29.229 [7] for an explanation of the error codes). Otherwise, the requested operation shall take place and the HSS shall return the Result-Code AVP set to DIAMETER_SUCCESS. Result-Code DIAMETER_SUCCESS is used also if the requested data does not exist in the HSS.
***** next modified section *****

6.1.4
Notifications (Sh-Notif)

This procedure is used between the HSS and the AS. The procedure is invoked by the HSS and is used:

-
To inform the AS of changes in transparent and/or non-transparent data to which the AS has previously subscribed to receive Notifications for, using Sh-Subs-Notif (see 6.1.3).

This procedure is mapped to the commands Push-Notification-Request/Answer in the Diameter application specified in 3GPP TS 29.329 [5]. Tables 6.1.4.1 and 6.1.4.2 detail the involved information elements.

Table 6.1.4.1: Sh-Notif

	Information element name
	Mapping to Diameter AVP
	Cat.
	Description

	User Identity

(See 7.1)
	User-Identity
	M
	IMS Public User Identity of the user which data has changed.

See section 7.1 for the content of this AVP.

	Data

(See 7. 6)
	User-Data
	M
	Changed data.


Table 6.1.4.2: Sh-Notif Resp

	Information element name
	Mapping to Diameter AVP
	Cat.
	Description

	Data request result

(See 7. 5)
	Result-Code / Experimental-Result
	M
	Result of the request. 

Result-Code AVP shall be used for errors defined in the Diameter Base Protocol.

Experimental-Result AVP shall be used for Sh errors. This is a grouped AVP which contains the 3GPP Vendor ID in the Vendor-Id AVP, and the error code in the Experimental-Result-Code AVP.


6.1.4.1
Detailed behaviour

The keys to the updated data are part of the information element User-Data (See Annex C). When data repository is updated Service-Indication is also part of the information element User-Data.
Removal of the subscribed data is indicated with the content of User-Data AVP. The content shall be compliant with the XML-schema defined in Annex D. Removed repository data shall be indicated with RepositoryData element that does not contain ServiceData element. Removed S-CSCF name shall be indicated with empty SCSCFName element. If all iFCs for the user that are relevant for the AS have been removed it shall be indicated with empty IFCs element.  

***** next modified section *****

Table D.2: XML schema for Sh interface: complex data types

	Data type
	Tag
	Compound of

	
	
	Tag
	Type
	Cardinality

	tSh-Data
	Sh-Data
	PublicIdentifiers
	tPublicIdentity
	0 to 1

	
	
	RepositoryData
	tTransparentData
	0 to 1

	
	
	Sh-IMS-Data
	tShIMSData
	0 to 1

	
	
	
	
	

	
	
	CSLocationInformation
	tCSLocationInformation
	0 to 1

	
	
	PSLocationInformation
	tPSLocationInformation
	0 to 1

	
	
	CSUserState
	tCSUserState
	0 to 1

	
	
	PSUserState
	tPSUserState
	0 to 1

	tTransparentData
	RepositoryData
	ServiceIndication
	string
	1

	
	
	SequenceNumber
	tSequenceNumber
	1

	
	
	ServiceData
	tServiceData
	0 to 1

	tServiceData
	any
	any
	any
	1

	tIFCs
	IFCs
	InitialFilterCriteria
	tInitialFilterCriteria
	0 to n

	tShIMSData
	Sh-IMS-Data
	SCSCFName
	tSIP_URL
	0 to 1

	
	
	IFCs
	tIFCs
	0 to 1

	
	
	IMSUserState
	tIMSUserState
	0 to 1

	
	
	ChargingInformation
	tChargingInformation
	0 to 1

	tCSLocationInformation
	CSLocationInformation
	LocationNumber
	tLocationNumber
	0 to 1

	
	
	CellGlobalId
	tCellGlobalId
	0 to 1

	
	
	ServiceAreaId
	tServiceAreaId
	0 to 1

	
	
	LocationAreaId
	tLocationAreaId
	0 to 1

	
	
	GeographicalInformation
	tGeographicalInformation
	0 to 1

	
	
	GeodeticInformation
	tGeodeticInformation
	0 to 1

	
	
	VLRNumber
	tISDNAddress
	0 to 1

	
	
	MSCNumber
	tISDNAddress
	0 to 1

	
	
	CurrentLocationRetrieved
	tBool
	0 to 1

	
	
	AgeOfLocationInformation
	tAgeOfLocationInformation
	0 to 1

	tPSLocationInformation
	PSLocationInformation
	CellGlobalId
	tCellGlobalId
	0 to 1

	
	
	ServiceAreaId
	tServiceAreaId
	0 to 1

	
	
	LocationAreaId
	tLocationAreaId
	0 to 1

	
	
	RoutingAreaId
	tRoutingAreaId
	0 to 1

	
	
	GeographicalInformation
	tGeographicalInformation
	0 to 1

	
	
	GeodeticInformation
	tGeodeticInformation
	0 to 1

	
	
	SGSNNumber
	tISDNAddress
	0 to 1

	
	
	CurrentLocationRetrieved
	tBool
	0 to 1

	
	
	AgeOfLocationInformation
	tAgeOfLocationInformation
	0 to 1

	tPublicIdentity
	PublicIdentifiers
	IMSPublicIdentity
	tIMSPublicIdentity
	0 to n

	
	
	MSISDN
	tMSISDN
	0 to n

	tInitialFilterCriteria
	InitialFilterCriteria
	Priority
	tPriority
	1

	
	
	TriggerPoint
	tTrigger
	0 to 1

	
	
	ApplicationServer
	tApplicationServer
	1

	tTrigger
	TriggerPoint
	ConditionTypeCNF 
	tBool
	1

	
	
	SPT
	tSePoTri 
	0 to n

	tSePoTri
	SPT
	ConditionNegated
	tBool
	0 to 1

	
	
	Group
	tGroupID
	1 to n

	
	
	Choice of
	RequestURI
	tString
	1

	
	
	
	Method
	tString
	1

	
	
	
	SIPHeader
	tHeader
	1

	
	
	
	SessionCase
	tDirectionOfRequest
	1

	
	
	
	SessionDescription
	tSessionDescription
	1

	tHeader
	SIPHeader
	Header
	tString
	1

	
	
	Content
	tString
	0 to 1

	tSessionDescription
	SessionDescription
	Line
	tString
	1

	
	
	Content
	tString
	0 to 1

	tApplicationServer
	ApplicationServer
	ServerName
	tSIP_URL
	1

	
	
	DefaultHandling
	tDefaultHandling
	0 to 1

	
	
	ServiceInfo
	tServiceInfo
	0 to 1

	tChargingInformation
	ChargingInformation
	PrimaryEventChargingFunctionName
	tDiameterURI
	0 to 1

	
	
	SecondaryEventChargingFunctionName
	tDiameterURI
	0 to 1

	
	
	PrimaryCharging CollectionFunctionName
	tDiameterURI
	1

	
	
	SecondaryCharging CollectionFunctionName
	tDiameterURI
	0 to 1

	NOTE: “n” shall be interpreted as non-bounded.


***** next modified section, file ShDataType.xsd *****

<xs:complexType name="tShIMSData">

  <xs:sequence>

    <xs:element name="SCSCFName" type="tSIP_URL" minOccurs="0"/>

    <xs:element name="IFCs" type="tIFCs" minOccurs="0"/>

    <xs:element name="IMSUserState" type="tIMSUserState" minOccurs="0"/>

    <xs:element name="ChargingInformation" type="tChargingInformation" minOccurs="0"/>

    <xs:any processContents="lax" minOccurs="0" maxOccurs="unbounded"/>

  </xs:sequence>

</xs:complexType>
<xs:complexType name="tIFCs”>

  <xs:sequence>
    <xs:element name="InitialFilterCriteria" type="tInitialFilterCriteria" minOccurs="0" maxOccurs="unbounded"/>
    <xs:any processContents="lax" minOccurs="0" maxOccurs="unbounded"/>
  </xs:sequence>

</xs:complexType>
<xs:complexType name="tCSLocationInformation">

  <xs:sequence>

    <xs:element name="LocationNumber" type="tLocationNumber" minOccurs="0"/>

    <xs:choice>

      <xs:element name="CellGlobalId" type="tCellGlobalId" minOccurs="0"/>

      <xs:element name="ServiceAreaId" type="tServiceAreaId" minOccurs="0"/>

      <xs:element name="LocationAreaId" type="tLocationAreaId" minOccurs="0"/>

    </xs:choice>

    <xs:element name="GeographicalInformation" type="tGeographicalInformation" minOccurs="0"/>

    <xs:element name="GeodeticInformation" type="tGeodeticInformation" minOccurs="0"/>

    <xs:element name="VLRNumber" type="tISDNAddress" minOccurs="0"/>

    <xs:element name="MSCNumber" type="tISDNAddress" minOccurs="0"/>

    <xs:element name="CurrentLocationRetrieved" type="tBool" minOccurs="0"/>

    <xs:element name="AgeOfLocationInformation" type="tAgeOfLocationInformation" minOccurs="0"/>

    <xs:any processContents="lax" minOccurs="0" maxOccurs="unbounded"/>

  </xs:sequence>

</xs:complexType>
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