3GPP TS aa.bbb vX.Y.Z (YYYY-MM)
CR page 1

3GPP TSG-CT WG4 Meeting #28
C4-051307
London, UK. 29th Aug. – 02nd Sept. 2005.
	CR-Form-v7.1

	CHANGE REQUEST

	

	(

	23.205
	CR
	072
	(

rev
	1
	(

Current version:
	5.8.0
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	X


	

	Title:
(

	Notifications for IP Bearer Establishment

	
	

	Source:
(

	LM Ericsson

	
	

	Work item code:
(

	TEI5
	
	Date: (

	29/07/2005

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-5

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Ph2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)

     Rel-7
(Release 7)



	
	

	Reason for change:
(

	Currently notifications are not permitted for IP terminations on Access Termination. This means that Release Request and Modification events cannot be indicated to server. There are cases where this is needed, such as MGW internal resource restrictions (admission control) after IuUP has been initialized.

23.205 states that Bearer Released is not sent and that only Release Termination shall be used but this is a fault as the MSC cannot know to release the IP termination in this case.
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7.5
Call Clearing for Iu Interface on IP

Procedures for Call Clearing where the Iu Interface is on IP are as described in sections 7.1 to 7.4, with the exception that only the Access side procedures apply and the  Release Bearer procedure is not sent.  For Iu Interface on IP, the Release Termination procedures for IP are used to clear the MGW termination from the (G)MSC.
16.2.47
Prepare_IP_Transport

This procedure is used to prepare for a bearer establishment when IuCS on IP is supported by the MSC.

Table 16.48: Procedures between (G)MSC server and MGW: Prepare_IP_Transport

	Procedure
	Initiated
	Information element name
	Information element required
	Information element description

	Prepare_IP_Transport
	(G)MSC-S
	Context/Context Request
	M
	This information element indicates the existing context or requests a new context for the IP Access bearer termination.

	
	
	Bearer Termination Request
	M
	This information element requests a new bearer termination for the IP Access bearer to be established.

	
	
	Iu UDP Port Request
	M
	This information element requests the Iu UDP Port in the MGW

	
	
	IP Transport Address Request
	M
	This information element requests the IP address of the MGW. 

	
	
	Bearer Characteristics/ Bearer Characteristics Requests
	M
	This information element indicates the preferred characteristics of the bearer connection or requests the MGW to select and provide the bearer characteristics.

	
	
	Bearer Service Characteristics
	C
	This information element indicates the bearer service requested by the user. This information element is included if neither Codec information element nor Circuit Switched Data information elements are provided.

	
	
	Notify Established Bearer
	O
	This information element requests a notification of an established bearer.

	
	
	Notify Bearer Modification
	O
	This information element requests a notification that bearer modification of the established bearer is allowed. This information element is included for access bearer assignment.

	
	
	Circuit Switched Data
	C
	This information element indicates the PLMN bearer capabilities and when applicable GSM channel coding. This information element is included for a non-speech call by the MSC server, or by the anchor-MSC in case of inter-MSC handover, for a radio access network side bearer termination.

	
	
	Codec
	C
	This information element indicates the speech coding format to be used for the bearer. This information element is included for a speech call for a radio access network side bearer termination.

	
	
	Framing Protocol
	O
	This information element indicates the framing protocol to be used for the bearer.

	
	
	Cellular Text telephony modem
	C
	This information element indicates the need of CTM function. 

	Prepare IP Transport Ack
	MGW
	Context
	M
	This information element indicates the context where the command was executed.

	
	
	Bearer Termination
	M
	This information element indicates the bearer termination where the command was executed.

	
	
	IP Transport Address
	M
	This information element indicates the IP address of the MGW

	
	
	Iu UDP Port
	M
	This information element requests the Iu UDP Port in the MGW
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