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4.5.7.5
Process CS_gsmSSF and procedures

[image: image1.emf]/* Invocation of CS_gsmSSF */

Process CS_gsmSSF 17(60)

/* Signals to/from the left are to/from the MSC;

    signals to/from the right are to/from the process

    CSA_gsmSSF unless otherwise marked. */

DP_List (Continue in WFI 1) = (

 DP_O_No_answer,

 DP_T_No_answer,

 DP_O_Busy,

 DP_T_Busy,

 DP_Route_Select_Failure,

 DP_O_Disconnect not of leg 1,

 DP_T_Disconnect not of leg 1

)

DP_List (Continue in WFI 2) = (

 DP_O_Abandon,

 DP_T_Abandon

)
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Figure 4.99-17: Process CS_gsmSSF (sheet 17)
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Process CS_gsmSSF 18(63)

/* Signals to/from the left are to/from the MSC;

    signals to/from the right are to/from the process

    CSA_gsmSSF unless otherwise marked. */

DP_List (ContinueWithArgument

 in WFI 1) = (

 DP_Route_Select_Failure,

 DP_O_Busy,

 DP_T_Busy,

 DP_O_No_Answer,

 DP_T_No_Answer,

 DP_O_Disconnect,

 DP_T_Disconnect,

 DP_O_Abandon,

 DP_T_Abandon

)
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Figure 4.99-18: Process CS_gsmSSF (sheet 18)
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Process CS_gsmSSF 19(63)

/* Signals to/from the left are to/from the MSC;

    signals to/from the right are to/from the process

    CSA_gsmSSF unless otherwise marked. */

DP_List (ContinueWithArgument

 in WFI 1) = (

 DP_Route_Select_Failure,

 DP_O_Busy,

 DP_T_Busy,

 DP_O_No_Answer,

 DP_T_No_Answer,

 DP_O_Disconnect,

 DP_T_Disconnect,

 DP_O_Abandon,

 DP_T_Abandon

)
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Figure 4.99-19: Process CS_gsmSSF (sheet 19)
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