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	The situation where after issuing a AAR, the AF doesn’t get the confirming AAA that the charging rules has been provisioned is not described in the specification.
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	The behaviour when the AF doesn’t receive the AAA, or when it arrives after the internal timer waiting for it has expired, or when it arrives with an indication different than DIAMETER_SUCCESS, are outside the scope of this specification and based on operator policy.
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**********   FIRST MODIFIED SECTION  **********

5.2
AF
5.2.1
Initial authorization of QoS resources

When receiving an AF session signalling message initiating a new AF session, the AF shall request an authorization for the session from the PDF by sending the AA-Request message. The AF shall include the corresponding Media‑Component-Description AVP(s) into the message if the SDI is already available at the AF. The AF may include the Flow-Grouping AVP(s) to request a particular way on how the IP flows described within the service description are distributed to PDP contexts. The AF may also include the AF-Charging-Identifier AVP into the message for the charging correlation purposes.

The AF receives the Authorization-Token AVP from the PDF in the AA-Answer message. The usage of Authorization-Token is application dependent.
The behaviour when the AF does not receive the AAA, or when it arrives after the internal timer waiting for it has expired, or when it arrives with an indication different than DIAMETER_SUCCESS, are outside the scope of this specification and based on operator policy.
5.2.2
Resource reservation

The PDF may contact the AF at the UE resource reservation by sending the Re-Auth-Request message with a request for the service information. The AF shall respond with the Re-Auth-Answer message containing the Media-Component-Description AVP(s). The information in the Media-Component-Description AVP(s) may be based on the session description information negotiated within the AF session signalling. The AF does not need to send a new authorization request back to the PDF when receiving a Re-Auth-Request message with a request for the service information.  The AF may include the Flow-Grouping AVP(s) to request a particular way on how the IP flows described within the service description are distributed to PDP contexts.

The AF may receive an access network charging identifier (e.g. GCID) and access network charging address (e.g. GGSN IP address) for charging correlation purposes from the PDF in a separate Re-Auth-Request message after the bearer has been authorized. The AF does not need to send a new authorization request when receiving a Re-Auth-Request message with access network charging identifier (e.g. GCID) and access network charging address (e.g. GGSN IP address).
5.2.3
Gate function

The AF shall indicate to the PDF as part of the Media-Component-Description whether the media IP flow(s) should be enabled or disabled at the bearer authorization. Depending on the application, the AF may instruct the PDF also during the session when the IP flow(s) are to be enabled or disabled to pass through the access network. The AF does this by sending the AA-Request message containing the Media-Component- Description AVP(s) that contains the flow status information for the flows to be enabled or disabled.
The behaviour when the AF does not receive the AAA, or when it arrives after the internal timer waiting for it has expired, or when it arrives with an indication different than DIAMETER_SUCCESS, are outside the scope of this specification and based on operator policy.
5.2.4
Session modification

During the AF session modification, the AF shall send an update for the session description information to the PDF based on the new SDI exchanged within the AF session signalling. The AF does this by sending the AA-Request message containing the Media-Component-Description AVP(s) containing the updated service information. The AF may include the Flow-Grouping AVP(s) to request a particular way on how the IP flows described within the service description are distributed to PDP contexts.
The behaviour when the AF does not receive the AAA, or when it arrives after the internal timer waiting for it has expired, or when it arrives with an indication different than DIAMETER_SUCCESS, are outside the scope of this specification and based on operator policy.
**********   END OF MODIFIED SECTION  **********
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