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	Essential Correction.

In Section  4.5.7.5,in SDL of Process CS_gsmSSF
(1)In sheet 36, current document shows that CS_gsmSSF send Int_Release to MSC when Tcp(legID) has expired. In this case, CS_gsmSSF should send Int_Leg_Status_Report(disconnect) to CSA_gsmSSF. But in current document there is no this process in the SDL.

(2) In  sheet 43, it  shows that CS_gsmSSF send Int_Disconnect_Leg_ack to CSA_gsmSSF before the  process Handle_ACR(legID), and CSA_gsmSSF will return to the state of Idle if there is only one leg in current CSA, with the result that CSA_gsmSSF can’t process Handle_ACR(legID) and Handle_CIR_leg (legID).
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(4) In sheet 53, it shows that CS_gsmSSF send Int_Release to MSC when Tcp(legID) has expired, In this case, CS_gsmSSF should send Int_Leg_Status_Report(disconnect) to CSA_gsmSSF. But in current document there is no this process in the SDL.
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4.5.7.5
Process CS_gsmSSF and procedures

*** First Modification ***
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Figure 4.99-36: Process CS_gsmSSF (sheet 36)
***Second Modification ***
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Figure 4.99-43: Process CS_gsmSSF (sheet 43)
***Third Modification ***
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Figure 4.99-47: Process CS_gsmSSF (sheet 47)
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Figure 4.99-48: Process CS_gsmSSF (sheet 48)
***Fourth Modification ***
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Figure 4.99-53: Process CS_gsmSSF (sheet 53)
***End of Modification ***
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