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3.3
Table of optional features

Support of USIM Application Toolkit is optional for Mobile Equipment. However, if an ME states conformance with a specific 3GPP release, it is mandatory for the ME to support all functions of that release, as stated in table B.1.

The support of letter classes, which specify mainly ME hardware dependent features, is optional for the ME and may supplement the USIM Application Toolkit functionality described in the present document. If an ME states conformance to a letter class, it is mandatory to support all functions within the respective letter class.

The supplier of the implementation shall state the support of possible options in table A.1.

Table A.1: Options

	Item
	Option
	Status
	Support
	Mnemonic

	1
	Capability Configuration parameter
	M
	
	O_Cap_Conf

	2
	Sustained text
	M
	
	O_sust_text

	3
	UCS2 coding scheme for Entry
	O
	
	O_Ucs2_Entry

	4
	Extended Text String
	M
	
	O_Ext_Str

	5
	Help information
	O
	
	O_Help

	6
	Icons
	O
	
	O_Icons

	7
	Class A: Dual Slot 
	O
	
	O_Dual_Slot

	8
	Detachable reader
	O
	
	O_Detach_Rdr

	9
	Class B: RUN AT
	O
	
	O_Run_At

	10
	Class C: LAUNCH BROWSER
	O
	
	O_LB

	11
	Class D: Soft keys
	O
	
	O_Soft_key

	12
	Class E: B.I.P related to CSD
	O
	
	O_BIP_CSD

	13
	Screen sizing parameters
	O
	
	O_Scr_Siz

	14
	Screen Resizing
	O
	
	O_Scr_Resiz

	[..]


Annex B (normative):
Details of terminal profile support
Table E.1: TERMINAL PROFILE support
	Item
	Byte.bit
	Terminal Profile
	Ref.
	Release
	Status
	Support
	Mnemonic

	1
	1.1
	Profile Download
	3GPP TS 31.111 §5.2
	R99
	M
	
	PD_Pro_Dvnl

	[..]

	46
	6.6
	Event: Display Parameters Changed
	3GPP TS 31.111 §5.2
	Rel-4
	C218
	
	PD_Disp_Resiz

	[..]

	73
	10.1
	Soft keys support for SELECT ITEM
	3GPP TS 31.111 §5.2
	R99
	C213
	
	PD_Softkey_Select_Item

	74
	10.2
	Soft Keys support for SET UP MENU
	3GPP TS 31.111 §5.2
	R99
	C213
	
	PD_Softkey_SetUp _Menu

	[..]

	81
	11.1
	Maximum number of soft keys available ('FF' = RFU)
	3GPP TS 31.111 §5.2
	R99
	C214
	
	PD_Max_SoftKey

	82
	11.2
	Maximum number of soft keys available ('FF' = RFU)
	3GPP TS 31.111 §5.2
	R99
	C214
	
	PD_Max_SoftKey

	83
	11.3
	Maximum number of soft keys available ('FF' = RFU)
	3GPP TS 31.111 §5.2
	R99
	C214
	
	PD_Max_SoftKey

	84
	11.4
	Maximum number of soft keys available ('FF' = RFU)
	3GPP TS 31.111 §5.2
	R99
	C214
	
	PD_Max_SoftKey

	85
	11.5
	Maximum number of soft keys available ('FF' = RFU)
	3GPP TS 31.111 §5.2
	R99
	C214
	
	PD_Max_SoftKey

	86
	11.6
	Maximum number of soft keys available ('FF' = RFU)
	3GPP TS 31.111 §5.2
	R99
	C214
	
	PD_Max_SoftKey

	87
	11.7
	Maximum number of soft keys available ('FF' = RFU)
	3GPP TS 31.111 §5.2
	R99
	C214
	
	PD_Max_SoftKey

	88
	11.8
	Maximum number of soft keys available ('FF' = RFU)
	3GPP TS 31.111 §5.2
	R99
	C214
	
	PD_Max_SoftKey

	[..]

	108
	14.4
	Number of characters supported down the ME
	3GPP TS 31.111 §5.2
	R99
	C217
	
	PD_Nb_Char

	109
	14.5
	Number of characters supported down the ME
	3GPP TS 31.111 §5.2
	R99
	C217
	
	PD_Nb_Char

	110
	14.6
	RFU
	3GPP TS 31.111 §5.2
	R99
	X
	
	PD_RFU_110

	111
	14.7
	RFU
	3GPP TS 31.111 §5.2
	R99
	X
	
	PD_RFU_111

	112
	14.8
	Screen Sizing Parameters
	3GPP TS 31.111 §5.2
	R99
	C216
	
	PD_Screen_Siz

	113
	15.1
	Number of characters supported across the ME display
	3GPP TS 31.111 §5.2
	R99
	C217
	
	PD_Nb_Char_Disp

	114
	15.2
	Number of characters supported across the ME display
	3GPP TS 31.111 §5.2
	R99
	C217
	
	PD_Nb_Char_Disp

	115
	15.3
	Number of characters supported across the ME display
	3GPP TS 31.111 §5.2
	R99
	C217
	
	PD_Nb_Char_Disp

	116
	15.4
	Number of characters supported across the ME display
	3GPP TS 31.111 §5.2
	R99
	C217
	
	PD_Nb_Char_Disp

	117
	15.5
	Number of characters supported across the ME display
	3GPP TS 31.111 §5.2
	R99
	C217
	
	PD_Nb_Char_Disp

	118
	15.6
	Number of characters supported across the ME display
	3GPP TS 31.111 §5.2
	R99
	C217
	
	PD_Nb_Char_Disp

	119
	15.7
	Number of characters supported across the ME display
	3GPP TS 31.111 §5.2
	R99
	C217
	
	PD_Nb_Char_Disp

	120
	15.8
	Variable size fonts Supported
	3GPP TS 31.111 §5.2
	R99
	C217
	
	PD_Var_Font

	121
	16.1
	Display can be resized
	3GPP TS 31.111 §5.2
	R99
	C218
	
	PD_Disp_Resiz

	122
	16.2
	Text Wrapping supported
	3GPP TS 31.111 §5.2
	R99
	C218
	
	PD_Txt_Wrap

	123
	16.3
	Text Scrolling supported
	3GPP TS 31.111 §5.2
	R99
	C218
	
	PD_Txt_Scroll

	124
	16.4
	Text attributes supported
	3GPP TS 31.111 §5.2
	Rel-5
	C228
	
	PD_Text_Attrib

	125
	16.5
	RFU
	3GPP TS 11.14, 5
	R96
	X
	
	PD_RFU_125

	126
	16.6
	Width reduction when in a menu
	3GPP TS 31.111 §5.2
	R99
	C217
	
	PD_Width_Reduc

	127
	16.7
	Width reduction when in a menu
	3GPP TS 31.111 §5.2
	R99
	C217
	
	PD_Width_Reduc

	128
	16.8
	Width reduction when in a menu
	3GPP TS 31.111 §5.2
	R99
	C217
	
	PD_Width_Reduc

	[..]

	232
	29.8
	RFU
	3GPP TS 31.111 §5.2
	Rel-6
	X
	
	PD_RFU_224


	C201
	[void]
	-- [void]

	C202
	[void]
	-- [void]

	C203
C204
C205
C206
C207
C208
C209
C210
C211
C212
C213

C214

C215
C216
C217
C218
C219
C220
C221
C222
C223
C224
C225
C226
C227
C228


C229
C230
C231


C232
C233
C234
C235
C236
C237
C238
C239
C240
C241
C242
C243
C244

C245

C246

C247

C248

C249

C250

C251

C252

C253

C254

C255

C256
	IF A.1/3 THEN M
IF A.1/15 THEN M
[void]
IF A.1/7 THEN M
IF A.1/12 THEN M
IF (A.1/7 AND A.1/8) THEN M
IF A.1/9 THEN M
[void]
[void]
IF A.1/10 THEN M
IF A.1/11 THEN M for at least one of the bits 1 - 2 of byte 10
IF C213 THEN M for at least one, but not for all of the bits 1 - 8 of byte 11
Void
IF A.1/13 THEN M
IF C216 THEN bit values "0" / "1" allowed
IF A.1/14 THEN M
IF C218 THEN bit values "0" / "1" allowed
IF A.1/18 THEN M
IF A.1/17 THEN M
IF A.1/21 THEN M
IF (C207 OR C222) THEN M
IF (C223 AND A1.26) THEN M
IF (C224 AND A1.27) THEN M
IF (C224 AND A1.28) THEN M
IF (C224 AND A1.29) THEN M
IF (A1./50 OR A.1/51 OR A.1/52 OR A.1/53 OR A.1/54 OR A.1/55 OR A.1/56 OR A.1/57 OR A.1/58 OR A.1/59 OR A.1/60 OR A.1/61 OR A.1/62) THEN M


IF A.1/24 THEN M
IF A.1/23 THEN M
IF (C229 OR C230) AND A1.5 THEN M
IF A.1/30 THEN M
IF A.1/31 THEN M
IF A.1/32 THEN M
IF A.1/33 THEN M
IF A.1/34 THEN M
IF A.1/37 THEN M
IF A.1/38 THEN M
IF A.1/35 THEN M
IF A.1/36 THEN M
IF A.1/29 THEN M
IF A.1/16 THEN M
IF A.1/50 THEN M

IF A.1/51 THEN M

IF A.1/52 THEN M

IF A.1/53 THEN M

IF A.1/54 THEN M

IF A.1/55 THEN M

IF A.1/56 THEN M

IF A.1/57 THEN M

IF A.1/58 THEN M

IF A.1/59 THEN M

IF A.1/60 THEN M

IF A.1/61 THEN M

IF A.1/62 THEN M

IF C237 THEN M for at least one of the bits 1 - 4 of byte 24
	-- O_Ucs2_Entry
-- O_Ucs2_Disp
-- [void]
-- O_Dual_Slot
-- O_BIP_CSD
-- O_Dual_Slot AND O_Detach_Rdr
-- O_Run_At
-- [void]
-- [void]
-- O_LB
-- O_Softkey

-- O_Softkey (parameters)

-- Void
-- O_Scr_Siz
-- O_Scr_Siz (parameters)
-- O_Scr_Resiz
-- O_Scr_Resiz (parameters)
-- O_TCP
-- O_UDP
-- O_BIP_GPRS
-- O_BIP
-- O_BIP AND O_BIP_Local
-- O_BIP_BT
-- O_BIP_IrDA
-- O_BIP_RS232
--  O_TAT_AL OR O_TAT_AC OR O_TAT_AR OR O_TAT_FSN OR O_TAT_FSL OR O_TAT_FSS OR O_TAT_SN OR O_TAT_SB OR O_TAT_SI OR O_TAT_SU OR O_TAT_SS OR O_TAT_STFC OR O_TAT_STFB
-- O_Duration
-- O_Imm_Resp
-- O_Help AND (O_Duration OR
 O_Imm_Resp)
-- O_USB
-- O_WML
-- O_XHTML
-- O_HTML
-- O_CHTML
-- O_Frames
-- O_MMS
-- O_Batt
-- O_Xmedia Call
-- O_Tones
-- O_CC_GPRS
-- O_TAT_AL 

-- O_TAT_AC 

-- O_TAT_AR 

-- O_TAT_FSN 

-- O_TAT_FSL 

-- O_TAT_FSS 

-- O_TAT_SN 

-- O_TAT_SB 
-- O_TAT_SI 
-- O_TAT_SU 
-- O_TAT_SS 

-- O_TAT_STFC

-- OR O_TAT_STFB
-- O_Frames
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