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	The proposed new, common policy exception, POL0010, is referenced in CRs to all the messaging-related Parlay X Web Services: i.e. C5-060351,352,357.
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10.2
PolicyException

Faults related to policies associated with the service, result in the return of a PolicyException message. Policy exception messages use the reserved message identifier 'POL', and are defined with numbers from 0001 to 0999, with numbers 0001 to 0199 reserved for common exceptions and 0200 to 0999 for Parlay X Web Services specification use. Numbers from '1000' to '9999' may be used by third parties.

	Element name
	Element type
	Optional
	Description

	MessageId
	xsd:string
	No
	Message identifier, with prefix POL

	Text
	xsd:string
	No
	Message text, with replacement variables marked with %#

	Variables
	xsd:string [0..unbounded]
	Yes
	Variables to substitute into Text string


10.2.1
POL0001: Policy error

	Element name
	Description

	MessageId
	POL0001

	Text
	A policy error occurred. Error code is %1

	Variables
	%1 Error code from service - meaningful to support, and may be documented in product documentation


10.2.2
POL0002: Privacy error

	Element name
	Description

	MessageId
	POL0002

	Text
	Privacy verification failed for address %1, request is refused

	Variables
	%1 - address privacy verification failed for


10.2.3
POL0003: Too many addresses

	Element name
	Description

	MessageId
	POL0003

	Text
	Too many addresses specified in message part %1

	Variables
	%1 - message part


10.2.4
POL0004: Unlimited notifications not supported

	Element name
	Description

	MessageId
	POL0004

	Text
	Unlimited notification request not supported

	Variables
	None


10.2.5
POL0005: Too many notifications requested

	Element name
	Description

	MessageId
	POL0005

	Text
	Too many notifications requested

	Variables
	None


10.2.6
POL0006: Groups not allowed

	Element name
	Description

	MessageId
	POL0006

	Text
	Group specified in message part %1 not allowed

	Variables
	%1 - message part


10.2.7
POL0007: Nested groups not allowed

	Element name
	Description

	MessageId
	POL0007

	Text
	Nested group specified in message part %1 not allowed

	Variables
	%1 - message part


10.2.8
POL0008: Charging not supported

	Element name
	Description

	MessageId
	POL0008

	Text
	Charging is not supported

	Variables
	None


10.2.9
POL0009: Invalid frequency requested

	Element name
	Description

	MessageId
	POL0009

	Text
	Invalid frequency requested

	Variables
	None


10.2.10
POL0010: Retention time interval expired

	Element name
	Description

	MessageId
	POL0010

	Text
	Requested information unavailable as the retention time interval has expired.

	Variables
	None
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Annex A (normative):
WSDL for common data definitions

The document/literal WSDL representation of this interface specification is compliant to the content requirements specified in the present document and is contained in text files (contained in archive 29199-01-640-doclit.zip) which accompanies the present document.

	End of modifications
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