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27.22.4.11.5
SEND SS (UCS2 display in Chinese)

27.22.4.11.5.1
Definition and applicability

See clause 3.2.2.

27.22.4.11.5.2 Conformance requirement

The ME shall support the Proactive UICC: SEND SHORT MESSAGE facility as defined in:

· 3GPP TS 31.111 [15] clause 6.1, clause 6.4.11, clause 6.6.10, clause 8.12.1 , clause 5.2, clause 8.6, clause 8.7, clause 8.2, clause 8.14, clause 8.31 and clause 6.5

Additionnally, the ME shall support the UCS2 facility for the coding of the Chinese characters, as defined in: ISO/IEC 10646 [17].

27.22.4.11.5.3
Test purpose

To verify that the ME displays the UCS2 text contained in the SEND SS proactive UICC command, and returns a successful result in the TERMINAL RESPONSE command send to the UICC.

27.22.4.11.5.4
Method of test

27.22.4.11.5.4.1
Initial conditions

The ME is connected to the USIM Simulator and only connected to the USS if the USS is mentioned in the sequence table.The elementary files are coded as USIM Application Toolkit default. Prior to this test the ME shall have been powered on, performed the PROFILE DOWNLOAD procedure and be in updated idle mode on the USS.

27.22.4.11.5.4.2
Procedure

Expected Sequence 5.1A (SEND SS, call forward unconditional, all bearers, successful, UCS2 text in Chinese)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	UICC ( ME
	PROACTIVE COMMAND PENDING: SEND SS 5.1.1
	

	2
	ME ( UICC
	FETCH
	

	3
	UICC ( ME
	PROACTIVE COMMAND: SEND SS 5.1.1
	

	4
	ME ( USER
	Display "你好"
	["Hello" in Chinese]

	5
	ME ( USS
	REGISTER 5.1A
	

	6
	USS ( ME
	RELEASE COMPLETE (SS RETURN RESULT) 5.1A
	[Successful]

	7
	ME ( UICC
	TERMINAL RESPONSE: SEND SS 5.1.1A
	[Command performed successfully]




Expected Sequence 5.1B (SEND SS, call forward unconditional, all bearers, successful, UCS2 text in Chinese)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	UICC ( ME
	PROACTIVE COMMAND PENDING: SEND SS 5.1.1
	

	2
	ME ( UICC
	FETCH
	

	3
	UICC ( ME
	PROACTIVE COMMAND: SEND SS 5.1.1
	

	4
	ME ( USER
	Display "你好"
	["Hello" in Chinese]

	5
	ME ( USS
	REGISTER 5.1B
	

	6
	USS ( ME
	RELEASE COMPLETE (SS RETURN RESULT) 5.1B
	[Successful]

	7
	ME ( UICC
	TERMINAL RESPONSE: SEND SS 5.1.1B
	[Command performed successfully]




PROACTIVE COMMAND: SEND SS 5.1.1

Logically:

Command details


Command number:
1


Command type:
SEND SS


Command qualifier:
"00"

Device identities


Source device:
UICC


Destination device:
Network


Alpha Identifier


Data coding scheme:
UCS2 (16bit) 


Text:
"你好"

SS String


TON:
International


NPI:
"ISDN / telephone numbering plan"


SS string:
"**21*01234567890123456789*10#"

Coding:

	BER-TLV:
	D0
	22
	81
	03
	01
	11
	00
	82
	02
	81
	83
	85

	
	05
	80
	4F
	60
	59
	7D
	89
	10
	91
	AA
	12
	0A

	
	21
	43
	65
	87
	09
	21
	43
	65
	87
	A9
	01
	FB


REGISTER 5.1A

  Same as cl 27.22.4.11.1.4.2 REGISTER 1.1A

REGISTER 5.1B

Same as cl 27.22.4.11.1.4.2 REGISTER 1.1B
RELEASE COMPLETE (SS RETURN RESULT) 5.1A


Same as cl 27.22.4.11.1.4.2 RELEASE COMPLETE (SS RETURN RESULT) 1.1A

RELEASE COMPLETE (SS RETURN RESULT) 5.1B


Same as cl 27.22.4.11.1.4.2 RELEASE COMPLETE (SS RETURN RESULT) 1.1B

TERMINAL RESPONSE: SEND SS 5.1.1A


Same as cl 27.22.4.11.1.4.2 TERMINAL RESPONSE: SEND SS 1.1.1A

TERMINAL RESPONSE: SEND SS 5.1.1B


Same as cl 27.22.4.11.1.4.2 TERMINAL RESPONSE: SEND SS 1.1.1B

27.22.4.11.5.5
Test requirement

The ME shall operate in the manner defined in expected sequence 5.1.

27.22.4.11.6
SEND SS (UCS2 display in Katakana)

27.22.4.11.6.1
Definition and applicability

See clause 3.2.2.

27.22.4.11.6.2
Conformance requirement

The ME shall support the Proactive UICC: SEND SHORT MESSAGE facility as defined in:

· 3GPP TS 31.111 [15] clause 6.1, clause 6.4.11, clause 6.6.10, clause 8.12.1 , clause 5.2, clause 8.6, clause 8.7, clause 8.2, clause 8.14, clause 8.31 and clause 6.5

Additionnally, the ME shall support the UCS2 facility for the coding of the Katakana characters, as defined in: ISO/IEC 10646 [17].

27.22.4.11.6.3
Test purpose

To verify that the ME displays the UCS2 text contained in the SEND SS proactive UICC command, and returns a successful result in the TERMINAL RESPONSE command send to the UICC.

27.22.4.11.6.4
Method of test

27.22.4.11.6.4.1
Initial conditions

The ME is connected to the USIM Simulator and only connected to the USS if the USS is mentioned in the sequence table.The elementary files are coded as USIM Application Toolkit default. Prior to this test the ME shall have been powered on, performed the PROFILE DOWNLOAD procedure and be in updated idle mode on the USS.

27.22.4.11.6.4.2
Procedure

Expected Sequence 6.1A (SEND SS, call forward unconditional, all bearers, successful, UCS2 text in Katakana)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	UICC ( ME
	PROACTIVE COMMAND PENDING: SEND SS 6.1.1
	

	2
	ME ( UICC
	FETCH
	

	3
	UICC ( ME
	PROACTIVE COMMAND: SEND SS 6.1.1
	

	4
	ME ( USER
	Display "ル"
	["Test" in Katakana]

	5
	ME ( USS
	REGISTER 6.1A
	

	6
	USS ( ME
	RELEASE COMPLETE (SS RETURN RESULT) 6.1A
	[Successful]

	7
	ME ( UICC
	TERMINAL RESPONSE: SEND SS 6.1.1A
	[Command performed successfully]




Expected Sequence 6.1B (SEND SS, call forward unconditional, all bearers, successful, UCS2 text in Katakana)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	UICC ( ME
	PROACTIVE COMMAND PENDING: SEND SS 6.1.1
	

	2
	ME ( UICC
	FETCH
	

	3
	UICC ( ME
	PROACTIVE COMMAND: SEND SS 6.1.1
	

	4
	ME ( USER
	Display "ル"
	["Test" in Katakana]

	5
	ME ( USS
	REGISTER 6.1B
	

	6
	USS ( ME
	RELEASE COMPLETE (SS RETURN RESULT) 6.1B
	[Successful]

	7
	ME ( UICC
	TERMINAL RESPONSE: SEND SS 6.1.1B
	[Command performed successfully]




PROACTIVE COMMAND: SEND SS 6.1.1

Logically:

Command details


Command number:
1


Command type:
SEND SS


Command qualifier:
"00"

Device identities


Source device:
UICC


Destination device:
Network


Alpha Identifier


Data coding scheme:
UCS2 (16bit) 


Text:
"ル"

SS String


TON:
International


NPI:
"ISDN / telephone numbering plan"


SS string:
"**21*01234567890123456789*10#"

Coding:

	BER-TLV:
	D0
	20
	81
	03
	01
	11
	00
	82
	02
	81
	83
	85

	
	03
	80
	30
	EB
	89
	10
	91
	AA
	12
	0A
	21
	43

	
	65
	87
	09
	21
	43
	65
	87
	A9
	01
	FB
	
	


REGISTER 6.1A

  Same as cl 27.22.4.11.1.4.2 REGISTER 1.1A

REGISTER 6.1B

Same as cl 27.22.4.11.1.4.2 REGISTER 1.1B
RELEASE COMPLETE (SS RETURN RESULT) 6.1A


Same as cl 27.22.4.11.1.4.2 RELEASE COMPLETE (SS RETURN RESULT) 1.1A

RELEASE COMPLETE (SS RETURN RESULT) 6.1B


Same as cl 27.22.4.11.1.4.2 RELEASE COMPLETE (SS RETURN RESULT) 1.1B

TERMINAL RESPONSE: SEND SS 6.1.1A


Same as cl 27.22.4.11.1.4.2 TERMINAL RESPONSE: SEND SS 1.1.1A

TERMINAL RESPONSE: SEND SS 6.1.1B


Same as cl 27.22.4.11.1.4.2 TERMINAL RESPONSE: SEND SS 1.1.1B

27.22.4.11.6.5
Test requirement

The ME shall operate in the manner defined in expected sequence 6.1.
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