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	 ESSENTIAL CORRECTION
In CT4#31 the support for Signal Lists has been added to the Play Announcement procedure (clause 14.2.12). For the completion of an announcement the signal completion event of the generic package (see clause C.14.1) is used. For signals of a signal list this event includes the signal list id to which the signal belongs.
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14.2.12
Play Announcement

This procedure is the same as that defined in the subclause "Media Content Insertion" - "Insert Announcement" in ITU‑T Recommendation Q.1950 [23] (see 3GPP TS 29.205 [7]) with the following clarifications: 

Signal Direction shall be either "internal" or "external". 
Stream mode may be maintained as for the ongoing call or may be changed be restricted to "send only". 
Signal Lists shall be supported.
14.2.13
Send DTMF

This procedure is the same as that defined in the subclause "Media Content Insertion" - "Insert Digit" in ITU‑T Recommendation Q.1950 [23] (see 3GPP TS 29.205 [7]). The MGW shall ensure the minimum duration timing and minimum interval timing is achieved in accordance with the DTMF timing defined in TS 23.014 [27]. Maximum duration shall also be controlled by the MGW if required by the network.

14.2.14
Detect DTMF

This procedure is the same as that defined in the subclause "Media Content Detection" - "Detect Digit" in ITU‑T Recommendation Q.1950 [23] (see 3GPP TS 29.205 [7]) with the exception that "long tone detected" (Event Id ltd) shall not be used. In addition "start tone detected" (EventId std) is optional and if not supported shall result in the command error code #449 "Unsupported or Unknown Parameter or Property Value". If both a request for "start tone detected" and "end tone detected" is received by the MGW that does not support "start tone detected" then it shall only report a notification upon detecting the end of a digit.

Parameter Duration shall not be used.

All digits shall be requested i.e. Tone_Id shall be wildcarded.
14.2.15
Report DTMF

This procedure is the same as that defined in the subclause "Detected Digit" in ITU‑T Recommendation Q.1950 [23] (see 3GPP TS 29.205 [7]) with the following clarification:

Termination ID shall be provided in the response.

14.2.16
Announcement Completed

This procedure is the same as that defined in the subclause "Signal Completion" in ITU‑T Recommendation Q.1950 [23] (see 3GPP TS 29.205 [7]) with the following clarification:

Termination ID shall be provided in the response.
The Signal List ID should be provided additionally if the completed Announcement belongs to a Signal List.
***** For Information *****
C.14.1
Generic Package 

Table C.14.1: Package Usage Information For Generic Package 
	Properties 
	Mandatory/

Optional
	Used in command:
	Supported Values:
	Provisioned Value:

	None
	-
	-
	-
	-

	Signals 
	Mandatory/

Optional
	Used in command:
	Duration Provisioned Value:

	None
	-
	-
	

	
	Signal Parameters
	Mandatory/
Optional
	Supported Values:
	Duration 

Provisioned Value:

	
	-
	-
	-
	-

	Events
	Mandatory/

Optional
	Used in command:

	 Cause (g/cause, 0x0001/0x0001)
	M
	ADD, MOD, NOTIFY

	
	Event

Parameters
	Mandatory/

Optional
	Supported

Values:
	Provisioned Value:

	
	None
	-
	-
	-

	
	ObservedEvent

Parameters
	Mandatory/

Optional
	Supported

Values:
	Provisioned Value:

	
	General Cause (GeneralCause, 0x0001)
	M
	"NR" (0x0001) Normal Release 

"UR" (0x0002) Unavailable Resources 

"FT" (0x0003) Failure, Temporary 
"FP" (0x0004) Failure, Permanent 
"IW" (0x0005) Interworking Error 
"UN" (0x0006) Unsupported 
	Not Applicable

	
	Failure Cause (FailureCause, 0x0002)
	O
	Octet String
	Not Applicable

	Events
	Mandatory/

Optional
	Used in command:

	Signal Completion. (g/sc, 0x0001/0x0002)
	M
	ADD, MOD, MOVE, NOTIFY

	
	Event

Parameters
	Mandatory/

Optional
	Supported

Values:
	Provisioned Value:

	
	None
	-
	-
	-

	
	ObservedEvent

Parameters
	Mandatory/

Optional
	Supported

Values:
	Provisioned Value:

	
	Signal Identity (SIgID , 0x0001)
	M
	pkgdName syntax 
	Not Applicable

	
	Termination Method (Meth,0x0002)
	M


	"TO" (0x0001) Signal timed out or otherwise completed on its own

"EV" (0x0002) Interrupted by event
"SD" (0x0003) Halted by new Signals descriptor

"NC" (0x0004) Not completed, other cause
	Not Applicable

	
	Signal List Id
	O
	Integer
	Not Applicable

	Statistics
	Mandatory/

Optional
	Used in command:
	Supported Values:

	None
	-
	-
	-

	Error Codes
	Mandatory/ Optional

	None
	-
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