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14
H.248 standard packages

The following H.248 packages shall be supported by this UMTS Capability Set:

-
Generic v1 (see ITU-T Recommendation H.248.1 [10] annex E.1).

-
Base Root Package v2 (see ITU-T Recommendation H.248.1 [10] annex E.2).

-
Tone Detection Package v1 (see ITU-T Recommendation H.248.1 [10] annex E.4). This package is "for extension only" and shall not be published over the Mc interface.
-
Basic DTMF Generator Package v1 (see ITU-T Recommendation H.248.1 [10] annex E.5). Only the DTMF Signal Ids shall be used, not the Tone Ids within the PlayTone Signal Id.
-
DTMF Detection Package v1 (see ITU-T Recommendation H.248.1 [10] annex E.6).

-
Generic Announcement Package v1 (see ITU-T Recommendation H.248.7 [28]) – Fixed Announcements.

-
TDM Circuit Package v1 (see ITU-T Recommendation H.248.1 [10] annex E.13), however Network Package (annex E.11) extended by this package shall not be supported.
-
Media Gateway Resource Congestion Handling Package v1 (see ITU-T Recommendation H.248.10 [15] ).

The following H.248 packages may be supported by this UMTS Capability Set as required by the network services deployed in the network:

· Tone Generator Package v1 (see ITU-T Recommendation H.248.1 [10] annex E.3). This package is "for extension only" and shall not be published over the Mc interface.
· Generic Announcement Package v1 (see ITU-T Recommendation H.248.7 [28]) – Variable Announcements.

· Text Telephony Package (see ITU-T Recommendation H.248.2 [17]).

· Call Discrimination package v2 (see ITU-T Recommendation H.248.2 [17]). 
·  -
Basic Continuity Package v1 (see ITU-T Recommendation H.248.1 [10] annex E.10).

· 
Hanging Termination Detection package v1 (see ITU-T Recommendation H.248.36 [36]).
C.14
Packages
Table C.14/1: Mandatory packages 
	Mandatory Packages:

	Package Name
	PackageID
	Version

	 Generic (see ITU-T Recommendation H.248.1 [10] annex E.1)
	 g, (0x0001)
	v1

	Base Root Package (see ITU-T Recommendation H.248.1 [10] annex E.2)
	root, (0x0002)
	v2

	Tone Detection Package (see ITU-T Recommendation H.248.1 [10] annex E.4)
	tonedet, (0x0004)

(NOTE)
	v1

	Basic DTMF Generator Package (see ITU-T Recommendation H.248.1 [10] annex E.5)
	dg, (0x0005)
	v1

	DTMF Detection Package (see ITU-T Recommendation H.248.1 [10] annex E.6)
	dd, (0x0006)


	v1

	Generic Announcement Package (see ITU-T Recommendation H.248.7 [28]) – Fixed Announcements.
	an, (0x001d)
	v1

	TDM Circuit Package (see ITU-T Recommendation H.248.1 [10] annex E.13)
NOTE1
	tdmc, (0x000d)


	v1

	Media Gateway Resource Congestion Handling Package (see ITU-T Recommendation H.248.10 [15] )
	chp, (0x0029)
	v1

	Bearer Characteristics Package (see ITU-T Recommendation Q.1950 [23] annex A.3)
	bcp, (0x001e)
	v2

	Generic Bearer Connection  Package (see ITU-T Recommendation Q.1950 [23] annex A.6)
	Gb, (0x0021)
	v1

	3GUP (User Plane) package (see subclause 15.1.1)
	threegup, (0x002f)
	v1

	NOTE: 
This package is "for extension only" and shall not be published over the Mc interface.
NOTE1:    Network Package is not supported.
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