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START OF CHANGE IN CLAUSE 7.14

7.14
DSAI

When a service is provisioned but not active, an Application Server is typically involved through the ISC interface in sessions where the Application Server is not supposed to perform any task but to proxy incoming transactions. 

In order to avoid this disoptimization, a mechanism is provided for the Application Server to signal the HSS that a set of initial filter criteria should be “masked” for a specific Public User Identity or Public Service Identity. This is, from the Application Server’s perspective, just an indication, and an Application Server must be prepared to be involved in sessions even if the trigger that caused its involvement has been masked by that Application Server. 

Application Servers shall signal that they are not interested in being involved in new sessions by manipulating Dynamic Service Activation Info (DSAI) information elements inside of dynamic service information data. A DSAI can be set to one of the following values: 

-
ACTIVE;

-
INACTIVE.

An instance of Dynamic Service Activation Info is uniquely identified by the Public User/Service Identity and a tag (DSAI tag). The same tag may be used for all the user profiles when indicating the same type of information, but not all the user profiles may contain the same set of tags.
In the HSS the DSAI can also be associated to a wildcarded PSI. In that case, there is a set of identities matching a specific wildcarded PSI and all the identities in the set share the same DSAIs. Any change in these DSAIs asked from a single identity of the set will apply to all the identities associated to that wildcarded PSI.
Each DSAI is implicitly bound to a list of (at least one) initial filter criteria. The binding is not exclusive, i.e. one instance of initial filter criteria may be bound to zero or more DSAIs, however all the iFCs bound to a given DSAI should trigger to the same AS (i.e. they should share the same ServerName), which is the only one allowed to update it.

An instance of initial filter criteria shall be included into the Service-Profile sent through the Cx Interface according to the operations described in 3GPP TS 29.228 [6] if at least one of the following condition applies:

-
No DSAI is bound to those initial filter criteria;

-
At least one of the DSAIs bound to those initial filter criteria is set to ACTIVE.

END OF CHANGE IN CLAUSE 7.14
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