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Annex E (normative):
Details of terminal profile support
Table E.1: TERMINAL PROFILE support
	Item
	Terminal Profile
	Ref.
	Release
	Status
	Support
	Mnemonic

	1
	Profile Download
	3GPP TS 11.14, 5
	R96
	M
	
	PD_Pro_Dvnl

	[..]

	14
	UCS2 Entry supported
	3GPP TS 11.14, 5
	R97
	C203
	
	PD_UCS2_entry

	15
	UCS2 Display supported
	3GPP TS 11.14, 5
	R97
	C204
	
	PD_UCS2_Display

	[..]

	152
	RFU
	3GPP TS 11.14, 5
	R96
	X
	
	PD_RFU_152

	C201
	Void
	-- Void

	C202
	Void
	-- Void

	C203

C204

C205

C206

C207

C208

C209

C210

C211

C212

C213

C214

C215

C216

C217

C218

C219

C220

C221

C222

C223

C224

C225

C226

C227
	IF A.1/3 THEN M 

IF A.1/15 THEN M

IF A.1/4 THEN M

IF A.1/7 THEN M

IF A.1/12 THEN M

IF (A.1/7 AND A.1/8) THEN M

IF A.1/9 THEN M

IF A.1/1 THEN M

IF A.1/2 THEN M

IF A.1/10 THEN M

IF A.1/11 THEN M for at least one of the bits 1 - 2 of byte 10

IF C213 THEN M for at least one, but not for all of the bits 1 - 8 of byte 11

Void

IF A.1/13 THEN M

IF C216 THEN bit values "0" / "1" allowed

IF A.1/14 THEN M

IF C218 THEN bit values "0" / "1" allowed

IF A.1/18 THEN M

IF A.1/17 THEN M

IF A.1/21 THEN M

IF (C207 OR C222) THEN MIF A.1/27 THEN M

IF A.1/28 THEN M

IF A.1/29 THEN M

IF (C207 OR C222) THEN M for at least one of the bits 6 - 8 of byte 13
	-- O_Ucs2_Entry

-- O_Ucs2_Disp

-- O_Ext_Str

-- O_Dual_Slot

-- O_BIP_CSD

-- O_Dual_Slot AND O_Detach_Rdr

-- O_Run_At

-- O_Cap_Conf

-- O_sust_text

-- O_LB

-- O_Softkey
-- O_Softkey (parameters)
-- Void

-- O_Scr_Siz

-- O_Scr_Siz (parameters)

-- O_Scr_Resiz

-- O_Scr_Resiz (parameters)

-- O_TCP

-- O_UDP

-- O_BIP_GPRS

-- O_BIP_CSD OR O_BIP_GPRS
-- O_9EXX

-- O_CC_Auto_Redial

-- O_SetUp_Call_Sec_Alpha_Id

-- O_BIP_CSD OR O_BIP_GPRS

	Comments:

This static requirement for the TERMINAL PROFILE is specifying the bit coding of this command. In the support column a "Yes" (or "Y" or "y") means bit coding "1" and a "No" (or "N" or "n") and "X" means bit coding "0" in the command.
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