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5.1.6
Emergency service

First change

5.1.6.1
General

A CS and IM CN subsystem capable UE shall follow the conventions and rules specified in 3GPP TS 22.101 [1A] and 3GPP TS 23.167 [8D] to select the domain for the emergency call attempt. If the CS domain is selected, the UE shall attempt an emergency call setup according to the procedures described in 3GPP TS 24.008 [8].

If the IM CN subsystem is selected and the UE is currently attached to its home operators network and the UE is currently registered, the UE shall attempt an emergency call as described in subclause 5.1.6.8.4.

If the IM CN subsystem is selected and the UE is currently attached to its home operators network and the UE is not currently registered, the UE shall:

1)
perform an initial emergency registration, as described in subclause 5.1.6.2; and

2)
attempt an emergency call as described in subclause 5.1.6.8.3.
If the IM CN subsystem is selected and the UE is attached to a different network than its home operatos network and the assigned P-CSCF is from its home operator’s network, the UE shall:

1)
perform an initial emergency registration, as described in subclause 5.1.6.2; and

2)
attempt an emergency call as described in subclause 5.1.6.8.3.
Editor's Note:
The mechanism how the UE finds out whether it is attached to the home operators network or to a visited network are access specific and have to be defined in the Annexes. A reference is needed here to the related Annexes.

If the IM CN subsystem is selected and the UE has no credentials the UE can make an emergency call without being registered. The UE shall attempt an emergency call as described in subclause 5.1.6.8.2.

The IP-CAN can, dependant on the IP-CAN capabilities, provide local emergency numbers to the UE which has that capability, in order for the UE to recognize these numbers as emergency call.

Next change
5.1.6.2
Initial emergency registration

Editor's note: It needs to be stated that the UE must be capable to handle the emergency registration completely independent of a possible already existing registration. The already existing (non-emergency) registration shall not be influenced by the parallel emergency registration.

When a UE performs an initial emergency registration the UE shall perform the actions as specified in subclause 5.1.1.2 with the following additions:

-
the UE shall populate the To and From header in the REGISTER request with the emergency public user identity as specified in 3GPP TS 23.003 [3].
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