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	Tdoc #
	Tdoc Title
	Spec
	CR#
	Rev
	Cat
	C_ver
	Rel
	WI

	C1-070242
	Alignment of SDLs with condition for successful call setup 
	43.068
	0122
	 
	F
	7.6.0
	Rel-7
	TEI7

	C1-070243
	Alignment of SDLs with condition for successful call setup 
	43.069
	0100
	 
	F
	7.4.0
	Rel-7
	TEI7

	C1-070422
	Misalignment With The Usage Of Iu-Selected Codec During Handover
	23.009
	0121
	2
	F
	6.4.0
	Rel-7
	TEI7

	C1-070474
	Addition of preferred network in AT command
	27.007
	0141
	2
	B
	7.2.0
	Rel-7
	TEI7

	C1-070509
	Corrections to Network initiated PDP context modification procedure
	24.008
	1124
	1
	F
	7.6.0
	Rel-7
	TEI7

	C1-070514
	Authentication parameter values stored in the UE separately for the CS and the PS domain
	24.008
	1120
	1
	F
	7.6.0
	Rel-7
	TEI7

	C1-070515
	MNRR correction
	23.040
	0089
	1
	F
	6.8.1
	Rel-7
	TEI7

	C1-070526
	Extension of Group ID
	43.069
	0097
	1
	C
	7.4.0
	Rel-7
	TEI7

	C1-070529
	Correction of condition for cell specific speech version
	43.068
	0123
	1
	F
	7.6.0
	Rel-7
	TEI7

	C1-070600
	Criteria used by network to select a CKSN/KSI value
	24.008
	1119
	2
	F
	7.6.0
	Rel-7
	TEI7

	C1-070601
	Introduction of Downlink Advanced Receiver Performance – phase II capability.
	24.008
	1128
	2
	B
	7.6.0
	Rel-7
	TEI7

	C1-070606
	Remove the limitation of speech version in A interface sharing
	43.069
	0099
	2
	F
	7.4.0
	Rel-7
	TEI7

	C1-070607
	Indication of the originating relay msc address to anchor msc
	43.069
	0098
	3
	F
	7.4.0
	Rel-7
	TEI7


