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7.6.5.15
Pre-paging supported

This parameter indicates that the entity which sent it supports pre-paging.

7.6.5.16
MT Roaming Retry Supported
The parameter indicates that the entity which sent it supports MT Roaming Retry. When sent by the HLR, it further indicates that the GMSC also supports MT Roaming Retry.
7.6.5.17
MT Roaming Retry

The parameter indicates that the GMSC receiving the IE shall start MT roaming retry (see 3GPP TS 23.018 [97] and 3GPP TS 23.012 [23]).
8.1.3
MAP_CANCEL_LOCATION service

8.1.3.1
Definition

This service is used between HLR and VLR to delete a subscriber record from the VLR. It may be invoked automatically when an MS moves from one VLR area to another, to remove the subscriber record from the old VLR, or by the HLR operator to enforce a location updating from the VLR to the HLR, e.g. on withdrawal of a subscription.

Also this service is used between HLR and SGSN to delete a subscriber record from the SGSN. It may be invoked automatically when an MS moves from one SGSN area to another, to remove the subscriber record from the old SGSN, or by the HLR operator to enforce a location updating from the SGSN to the HLR.

The MAP_CANCEL_LOCATION service is a confirmed service using the primitives defined in table 8.1/3.

8.1.3.2
Service primitives

Table 8.1/3: MAP_CANCEL_LOCATION

	Parameter name
	Request
	Indication
	Response
	Confirm

	Invoke Id
	M
	M(=)
	M(=)
	M(=)

	IMSI
	M
	M(=)
	
	

	LMSI
	C
	C(=)
	
	

	Cancellation Type
	C
	C(=)
	
	

	User error
	
	
	C
	C(=)

	Provider error
	
	
	
	O


8.1.3.3
Parameter definitions and use

Invoke Id

See definition in clause 7.6.1.

IMSI

See definition in clause 7.6.2.

LMSI

See definition in clause 7.6.2. The LMSI shall be included if it has been received from VLR. LMSI is not applicable between SGSN and HLR.

Value 0000 0000 can be used to indicate that the LMSI is not in use.

Cancellation Type

See definition in clause 7.6.3. The presence of this parameter is mandatory when the Cancel Location is sent to the SGSN. The parameter may also be sent during an inter-VLR location update. If the VLR receives this parameter and does not understand it, the VLR shall ignore it and should by default assume an Update procedure.

10.1.2
Service primitives

Table 10.1/1: MAP_SEND_ROUTING_INFORMATION parameters

	Parameter name
	Request
	Indication
	Response
	Confirm

	Invoke Id
	M
	M(=)
	M(=)
	M(=)

	Interrogation Type
	M
	M(=)
	
	

	GMSC or gsmSCF Address
	M
	M(=)
	
	

	MSISDN
	M
	M(=)
	C
	C(=)

	OR Interrogation
	C
	C(=)
	
	

	OR Capability
	C
	C(=)
	
	

	CUG Interlock
	C
	C(=)
	C
	C(=)

	CUG Outgoing Access
	C
	C(=)
	C
	C(=)

	Number of Forwarding
	C
	C(=)
	
	

	Network Signal Info
	C
	C(=)
	
	

	Supported CAMEL Phases
	C
	C(=)
	C
	C(=)

	Suppress T-CSI
	C
	C(=)
	
	

	Offered CAMEL 4 CSIs
	C
	C(=)
	
	

	Suppression of Announcement
	C
	C(=)
	
	

	Call Reference Number
	C
	C(=)
	
	

	Forwarding Reason
	C
	C(=)
	
	

	Basic Service Group
	C
	C(=)
	
	

	Basic Service Group 2
	C
	C(=)
	
	

	Alerting Pattern
	C
	C(=)
	
	

	CCBS Call
	C
	C(=)
	
	

	Supported CCBS Phase
	C
	C(=)
	
	

	Additional Signal Info
	C
	C(=)
	
	

	IST Support Indicator
	C
	C(=)
	
	

	Pre-paging supported
	C
	C(=)
	
	

	Call Diversion Treatment Indicator
	C
	C(=)
	
	

	Long FTN Supported
	C
	C(=)
	
	

	Suppress VT-CSI
	C
	C(=)
	
	

	Suppress Incoming Call Barring
	C
	C(=)
	
	

	SuppressMTSS
	C
	C(=)
	
	

	gsmSCF Initiated Call
	C
	C(=)
	
	

	Network Signal Info 2
	C
	C(=)
	
	

	MT Roaming Retry Supported
	U
	C(=)
	
	

	IMSI
	
	
	C
	C(=)

	MSRN
	
	
	C
	C(=)

	Forwarding Data
	
	
	C
	C(=)

	Forwarding Interrogation Required
	
	
	C
	C(=)

	VMSC address
	
	
	C
	C(=)

	ReleaseResourcesSupported
	
	
	C
	C(=)

	GMSC Camel Subscription Info
	
	
	C
	C(=)

	Location Information
	
	
	C
	C(=)

	Subscriber State
	
	
	C
	C(=)

	Basic Service Code
	
	
	C
	C(=)

	CUG Subscription Flag
	
	
	C
	C(=)

	North American Equal Access preferred Carrier Id
	
	
	U
	C(=)

	User error
	
	
	C
	C(=)

	SS-List
	
	
	U
	C(=)

	CCBS Target
	
	
	C
	C(=)

	Keep CCBS Call Indicator
	
	
	C
	C(=)

	IST Alert Timer
	
	
	C
	C(=)

	Number Portability Status
	
	
	U
	C(=)

	Supported CAMEL Phases in VMSC
	
	
	C
	

	Offered CAMEL 4 CSIs in VMSC
	
	
	C
	C(=)

	MSRN 2
	
	
	C
	C(=)

	Forwarding Data 2
	
	
	C
	C(=)

	SS-List 2
	
	
	C
	C(=)

	Basic Service Code 2
	
	
	C
	C(=)

	Allowed Services
	
	
	C
	C(=)

	Unavailability Cause
	
	
	C
	C(=)

	Provider error
	
	
	
	O

	GSM Bearer Capability
	
	
	
U
	C (=)


10.1.3
Parameter use

See clause 7.6 for a definition of the parameters used in addition to the following. Note that:

-
a conditional parameter whose use is defined only in 3GPP TS 23.078 shall be absent if the sending entity does not support CAMEL;

-
a conditional parameter whose use is defined only in 3GPP TS 23.079 [99] shall be absent if the sending entity does not support optimal routeing;

-
a conditional parameter whose use is defined only in 3GPP TS 23.078 & 3GPP TS 23.079 [99] shall be absent if the sending entity supports neither CAMEL nor optimal routeing.

Interrogation Type
See 3GPP TS 23.079 [99] for the use of this parameter.

GMSC or gsmSCF address
The E.164 address of the GMSC or the gsmSCF. This parameter contains the gsmSCF address if the gsmSCF iniated call parameter is present, otherwise it is the GMSC address.
MSISDN
This is the Mobile Subscriber ISDN number assigned to the called subscriber. In the Request & Indication it is the number received by the GMSC in the ISUP IAM. If the call is to be forwarded and the HLR supports determination of the redirecting number, the HLR inserts the basic MSISDN in the Response.

See 3GPP TS 23.066 [108] for the use of this parameter and the conditions for its presence in the response.

OR Interrogation
See 3GPP TS 23.079 [99] for the use of this parameter and the conditions for its presence.

OR Capability
See 3GPP TS 23.079 [99] for the use of this parameter and the conditions for its presence.

CUG Interlock

See 3GPP TS 23.018 [97] for the use of this parameter and the conditions for its presence.

CUG Outgoing Access

See 3GPP TS 23.018 [97] for the use of this parameter and the conditions for its presence.

Number of Forwarding

See 3GPP TS 23.018 [97] for the use of this parameter and the conditions for its presence.

Network Signal Info

See 3GPP TS 23.018 [97] for the conditions for the presence of the components of this parameter.

Supported CAMEL Phases

The use of this parameter and the requirements for its presence are specified in 3GPP TS 23.078.

T-CSI Suppression

The use of this parameter and the requirements for its presence are specified in 3GPP TS 23.078.

Offered CAMEL 4 CSIs 

This parameter indicates the CAMEL phase 4 CSIs offered in the GMSC/VLR (see clause 7.6.3.36D).

Suppression Of Announcement

The use of this parameter and the requirements for its presence are specified in 3GPP TS 23.078.

Call Reference Number

The use of this parameter and the conditions for its presence are specified in 3GPP TS 23.078 [98] and 3GPP TS 23.079 [99].

Forwarding Reason
See 3GPP TS 23.079 [99] for the use of this parameter and the conditions for its presence.

Basic Service Group
See 3GPP TS 23.079 [99] for the use of this parameter and the conditions for its presence. 

Basic Service Group 2
See 3GPP TS 23.079[99] for the use of this parameter and the conditions for its presence.

Alerting Pattern

See 3GPP TS 23.018 [97] and 3GPP TS 23.078 [98] for the use of this parameter and the conditions for its presence.
CCBS Call
See 3GPP TS 23.093 [107] for the use of this parameter and the conditions for its presence.

Supported CCBS Phase

This parameter indicates by its presence that CCBS is supported and the phase of CCBS which is supported.
Additional Signal Info
See 3GPP TS 23.081 [27] for the conditions for the presence of the components of this parameter.

IST Support Indicator

This parameter is used to indicate to the HLR that the GMSC supports basic IST functionality, that is, the GMSC is able to terminate the subscriber call activity that originated the IST Alert when it receives the IST Alert response indicating that the call(s) shall be terminated. If this parameter is not included in the Send Routing Information indication and the subscriber is marked as an IST subscriber, then the HLR may limit the service for the call (by barring the incoming call if it is not subject to forwarding, or suppressing Call Forwarding from the GMSC), or allow the call assuming the associated risk of not having the basic IST mechanism available.

This parameter can also indicate that the GMSC supports the IST Command, including the ability to terminate all calls being carried for the identified subscriber by using the IMSI as a key. If this additional capability is not included in the Send Routing Information indication and the subscriber is marked as an IST subscriber, then the HLR may limit the service for the subscriber (by barring the incoming calls if they are not subject to forwarding, or suppressing Call Forwarding from the GMSC), or allow the incoming calls assuming the associated risk of not having the IST Command mechanism available.

Pre-paging supported

See 3GPP TS 23.018 for the use of this parameter and the conditions for its presence.

Call Diversion Treatment Indicator

This parameter indicates whether or not call diversion is allowed. 

Network Signal Info 2

See 3GPP TS 23.172 [126] for the conditions for the presence of the components of this parameter.
MT Roaming Retry Supported

See 3GPP TS 23.018 [97] and 3GPP TS 23.012 [23] for the use of this parameter and the conditions for its presence.
10.2.2
Service primitives

Table 10.2/1: MAP_PROVIDE_ROAMING_NUMBER parameters

	Parameter name
	Request
	Indication
	Response
	Confirm

	Invoke Id
	M
	M(=)
	M(=)
	M(=)

	IMSI
	M
	M(=)
	
	

	MSC Number
	M
	M(=)
	
	

	MSISDN
	U
	C(=)
	
	

	LMSI
	C
	C(=)
	
	

	GSM Bearer Capability
	C
	C(=)
	
	

	Network Signal Info
	C
	C(=)
	
	

	Suppression Of Announcement
	C
	C(=)
	
	

	Call Reference Number
	C
	C(=)
	
	

	GMSC Address
	C
	C(=)
	
	

	OR Interrogation
	C
	C(=)
	
	

	OR Not Supported in GMSC
	C
	C(=)
	
	

	Alerting Pattern
	C
	C(=)
	
	

	CCBS Call
	C
	C(=)
	
	

	Supported CAMEL Phases in interrogating node
	C
	C(=)
	
	

	Additional Signal Info
	C
	C(=)
	
	

	Pre-paging supported
	C
	C(=)
	
	

	Long FTN Supported
	C
	C(=)
	
	

	Suppress VT-CSI
	C
	C(=)
	
	

	Offered CAMEL 4 CSIs in interrogating node
	C
	C(=)
	
	

	MT Roaming Retry Supported
	U
	C(=)
	
	

	Roaming Number
	
	
	C
	C(=)

	ReleaseResourcesSupported
	
	
	U
	C(=)

	User error
	
	
	C
	C(=)

	Provider error
	
	
	
	O


10.2.3
Parameter use

See clause 7.6 for a definition of the parameters used, in addition to the following. Note that:

-
a conditional parameter whose use is defined only in 3GPP TS 23.078 [98] shall be absent if the sending entity does not support CAMEL;

-
a conditional parameter whose use is defined only in 3GPP TS 23.079 [99] shall be absent if the sending entity does not support optimal routeing;

-
a conditional parameter whose use is defined only in 3GPP TS 23.078 [98] & 3GPP TS 23.079 [99] shall be absent if the sending entity supports neither CAMEL nor optimal routeing.

IMSI

This is the IMSI of the called Subscriber.

MSC Number

This is the ISDN number assigned to the MSC currently serving the MS. The MSC number will have been stored in the HLR as provided at location updating.

MSISDN
See 3GPP TS 23.018 [97] for the use of this parameter and the conditions for its presence.

LMSI

See 3GPP TS 23.018 [97] for the use of this parameter and the conditions for its presence.

GSM Bearer Capability

See 3GPP TS 23.018 [97] for the use of this parameter and the conditions for its presence.

This information is passed according to the rules specified in TS 3GPP TS 29.007 [56].

There may be two GSM Bearer Capabilities supplied.

Network Signal Info

See 3GPP TS 23.018 [97] for the conditions for the presence of the components of this parameter.

Suppression Of Announcement

The use of this parameter and the requirements for its presence are specified in 3GPP TS 23.078 [98].

Call Reference Number
The use of this parameter and the conditions for its presence are specified in 3GPP TS 23.078 [98] and 3GPP TS 23.079 [99].

GMSC Address

The use of this parameter and the conditions for its presence are specified in 3GPP TS 23.078 [98] and 3GPP TS 23.079 [99].

OR Interrogation

See 3GPP TS 23.079 [99] for the use of this parameter and the conditions for its presence.

OR Not Supported in GMSC

See 3GPP TS 23.079 [99] for the use of this parameter and the conditions for its presence.

Supported CAMEL Phases in interrogating node 

This parameter is defined in clause 7.6.3.36I.Alerting Pattern 

See 3GPP TS 23.078 [98] for the use of this parameter and the conditions for its presence.
CCBS Call

See 3GPP TS 23.093 [107] for the use of this parameter and the conditions for its presence.

Additional Signal Info

See 3GPP TS 23.081 [27] for the conditions for the presence of the components of this parameter.

Pre-paging supported

See 3GPP TS 23.018 for the use of this parameter and the conditions for its presence.

Long FTN supported
See 3GPP TS 23.082 for the use of this parameter and the conditions for its presence.

Suppress VT-CSI

See 3GPP TS 23.078 for the use of this parameter and the conditions for its presence.

Offered CAMEL 4 CSIs in interrogating node

This parameter is defined in clause 7.6.3.36E.
MT Roaming Retry Supported
See 3GPP TS 23.018 [97] and 3GPP TS 23.012 [23] for the use of this parameter and the conditions for its presence. 
Roaming Number

See 3GPP TS 23.018 [97] for the use of this parameter and the conditions for its presence.

10.3
MAP_RESUME_CALL_HANDLING service

10.3.1
Definition

This service is used between the terminating VMSC and the GMSC. The service is invoked by the terminating VMSC to request the GMSC to resume handling the call and forward it to the specified destination.

This is a confirmed service which uses the Primitives listed in table 10.3/1.

10.3.2
Service primitives

Table 10.3/1: MAP_RESUME_CALL_HANDLING parameters

	Parameter name
	Request
	Indication
	Response
	Confirm

	Invoke Id
	M
	M(=)
	M(=)
	M(=)

	Call Reference Number
	C
	C(=)
	
	

	Basic Service Group
	C
	C(=)
	
	

	Basic Service Group 2
	C
	C(=)
	
	

	IMSI
	C
	C(=)
	
	

	Forwarding Data
	C
	C(=)
	
	

	CUG Interlock
	C
	C(=)
	
	

	CUG Outgoing Access
	C
	C(=)
	
	

	O-CSI
	C
	C(=)
	
	

	D-CSI
	C
	C(=)
	
	

	CCBS Target
	C
	C(=)
	
	

	UU Data
	C
	C(=)
	
	

	UUS CF Interaction
	C
	C(=)
	
	

	All Information Sent
	C
	C(=)
	
	

	MSISDN
	C
	C(=)
	
	

	MT Roaming Retry
	U
	C(=)
	
	

	User error
	
	
	C
	C(=)

	Provider error
	
	
	
	O


10.3.3
Parameter use

Information received in subsequent segment of a segmented dialogue shall not overwrite information received in an earlier segment.

See clause 7.6 for a definition of the parameters used, in addition to the following.

Call Reference Number

See 3GPP TS 23.079 [99] for the use of this parameter. This parameter shall be present in the first segment of the dialogue.

Basic Service Group

See 3GPP TS 23.079 [99] for the use of this parameter. This parameter shall be present in the first segment of the dialogue. 

Basic Service Group 2

See 3GPP TS 23.079[99] for the use of this parameter. If this parameter is present, it shall be in the first segment of the dialogue.

IMSI

This is the IMSI of the forwarding Subscriber. This parameter shall be present in the first segment of the dialogue.

Forwarding Data

This parameter includes a number to define the forwarded-to destination, the forwarding reason and the forwarding options Notification to calling party and Redirecting presentation, and can include the forwarded-to subaddress. See 3GPP TS 23.079 [99] for the conditions for the presence of its components. This parameter shall be present in a first segment of the dialogue.

CUG Interlock
See 3GPP TS 23.079 [99] for the use of this parameter and the conditions for its presence.

CUG Outgoing Access

See 3GPP TS 23.079 [99] for the use of this parameter and the conditions for its presence.

O-CSI

See 3GPP TS 23.078 for the use of this parameter and the conditions for its presence.

For CAMEL phases 1 & 2, the O-CSI shall contain only one set of O-BCSM TDP data.

D-CSI

The Dialled Services-CSI.

See 3GPP TS 23.078 for the use of this parameter and the conditions for its presence.

CCBS Target
See 3GPP TS 23.093 [107] for the use of this parameter and the conditions for its presence. 

UU Data
See 3GPP TS 23.087 for the use of this parameter and the conditions for its presence.
UUS CF Interaction
See 3GPP TS 23.087 for the use of this parameter and the conditions for its presence.
All Information Sent
This parameter is set when the VMSC has sent all information to GMSC.
MT Roaming Retry

See 3GPP TS 23.018 [97], 3GPP TS 23.012 [23] and 3GPP TS 23.079 [99] for the use of this parameter and the conditions for its presence. When this parameter is present, only the Call Reference Number and All Information Sent IEs shall be present; the other IEs shall be ignored by the GMSC if received. 
MSISDN

This parameter is the basic MSISDN of the forwarding subscriber. It shall be present if the VMSC supports determination of the redirecting number. 

User error
This parameter is sent by the responder when an error is detected and if present, takes one of the following values:

-
Optimal Routeing not allowed;

-
Forwarding failed;

-
Unexpected Data Value;

-
Data Missing.

Provider error
These are defined in clause 7.6.

17.7.3
Call handling data types

.$MAP-CH-DataTypes {

   itu-t identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-CH-DataTypes (13) version10 (10)}

DEFINITIONS

IMPLICIT TAGS

::=

BEGIN

EXPORTS


SendRoutingInfoArg,


SendRoutingInfoRes,


ProvideRoamingNumberArg,


ProvideRoamingNumberRes,


ResumeCallHandlingArg,


ResumeCallHandlingRes,


NumberOfForwarding,


SuppressionOfAnnouncement,


CallReferenceNumber,


SetReportingStateArg,


SetReportingStateRes,


StatusReportArg,


StatusReportRes,


RemoteUserFreeArg,


RemoteUserFreeRes,


IST-AlertArg,


IST-AlertRes,


IST-CommandArg,

IST-CommandRes,

UU-Data,

ReleaseResourcesArg,

ReleaseResourcesRes

;

IMPORTS


SubscriberInfo,


SupportedCamelPhases,


OfferedCamel4CSIs,


CUG-Interlock,


O-CSI, 


D-CSI,


O-BcsmCamelTDPCriteriaList, 


T-BCSM-CAMEL-TDP-CriteriaList,


IST-SupportIndicator,


IST-AlertTimerValue,


T-CSI,


NumberPortabilityStatus

FROM MAP-MS-DataTypes {

   itu-t identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-MS-DataTypes (11) version10 (10)}


ForwardingOptions,


SS-List,


CCBS-Feature

FROM MAP-SS-DataTypes {

   itu-t identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-SS-DataTypes (14) version10 (10)}


ISDN-AddressString,


ISDN-SubaddressString,


FTN-AddressString,


ExternalSignalInfo,


Ext-ExternalSignalInfo,


IMSI,


LMSI,


Ext-BasicServiceCode,


AlertingPattern,


NAEA-PreferredCI

FROM MAP-CommonDataTypes {

   itu-t identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-CommonDataTypes (18) version10 (10)}


ExtensionContainer

FROM MAP-ExtensionDataTypes {

   itu-t identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-ExtensionDataTypes (21) version10 (10)}

;

CUG-CheckInfo ::= SEQUENCE {


cug-Interlock
CUG-Interlock,


cug-OutgoingAccess
NULL


OPTIONAL,


extensionContainer
ExtensionContainer
OPTIONAL,


...}

NumberOfForwarding ::= INTEGER (1..5)

SendRoutingInfoArg ::= SEQUENCE {


msisdn

[0] ISDN-AddressString,


cug-CheckInfo
[1] CUG-CheckInfo
OPTIONAL,


numberOfForwarding
[2] NumberOfForwarding
OPTIONAL,


interrogationType
[3] InterrogationType,


or-Interrogation
[4] NULL

OPTIONAL,


or-Capability
[5] OR-Phase
OPTIONAL,


gmsc-OrGsmSCF-Address
[6] ISDN-AddressString,


callReferenceNumber
[7] CallReferenceNumber
OPTIONAL,


forwardingReason
[8] ForwardingReason
OPTIONAL,


basicServiceGroup
[9] Ext-BasicServiceCode
OPTIONAL,


networkSignalInfo
[10] ExternalSignalInfo
OPTIONAL,


camelInfo

[11] CamelInfo
OPTIONAL,


suppressionOfAnnouncement
[12] SuppressionOfAnnouncement 
OPTIONAL,


extensionContainer
[13] ExtensionContainer
OPTIONAL,


...,


alertingPattern
[14] AlertingPattern
OPTIONAL,


ccbs-Call

[15] NULL


OPTIONAL,


supportedCCBS-Phase
[16]
 SupportedCCBS-Phase
OPTIONAL,


additionalSignalInfo
[17] Ext-ExternalSignalInfo
OPTIONAL,


istSupportIndicator
[18] IST-SupportIndicator
OPTIONAL,


pre-pagingSupported
[19]
NULL

OPTIONAL,


callDiversionTreatmentIndicator
[20]
CallDiversionTreatmentIndicator
OPTIONAL,


longFTN-Supported
[21]
NULL

OPTIONAL,


suppress-VT-CSI
[22]
NULL

OPTIONAL,


suppressIncomingCallBarring
[23]
NULL

OPTIONAL,


gsmSCF-InitiatedCall
[24]
NULL

OPTIONAL,


basicServiceGroup2
[25] Ext-BasicServiceCode
OPTIONAL,


networkSignalInfo2
[26] ExternalSignalInfo
OPTIONAL,


suppressMTSS
[27] SuppressMTSS
OPTIONAL,

mtRoamingRetrySupported
[28] NULL

OPTIONAL

 }

ProvideRoamingNumberArg ::= SEQUENCE {


imsi


[0] IMSI,


msc-Number
[1] ISDN-AddressString,


msisdn

[2] ISDN-AddressString
OPTIONAL,


lmsi


[4] LMSI

OPTIONAL,


gsm-BearerCapability
[5] ExternalSignalInfo
OPTIONAL,


networkSignalInfo
[6] ExternalSignalInfo
OPTIONAL,


suppressionOfAnnouncement
[7] SuppressionOfAnnouncement
OPTIONAL,


gmsc-Address
[8] ISDN-AddressString
OPTIONAL,


callReferenceNumber
[9] CallReferenceNumber
OPTIONAL,


or-Interrogation
[10] NULL

OPTIONAL,


extensionContainer
[11] ExtensionContainer
OPTIONAL,


... ,


alertingPattern
[12] AlertingPattern
OPTIONAL,


ccbs-Call

[13] NULL

OPTIONAL,


supportedCamelPhasesInInterrogatingNode
[15] SupportedCamelPhases
OPTIONAL,


additionalSignalInfo
[14] Ext-ExternalSignalInfo
OPTIONAL,


orNotSupportedInGMSC
[16] NULL

OPTIONAL,


pre-pagingSupported
[17] NULL

OPTIONAL,

longFTN-Supported
[18]
NULL

OPTIONAL,


suppress-VT-CSI
[19]
NULL

OPTIONAL,


offeredCamel4CSIsInInterrogatingNode
[20] OfferedCamel4CSIs
OPTIONAL,

mtRoamingRetrySupported
[21] NULL

OPTIONAL

 }

ResumeCallHandlingArg ::= SEQUENCE {


callReferenceNumber
[0] CallReferenceNumber
OPTIONAL,


basicServiceGroup
[1] Ext-BasicServiceCode
OPTIONAL,


forwardingData
[2] ForwardingData
OPTIONAL,


imsi


[3] IMSI

OPTIONAL,


cug-CheckInfo
[4] CUG-CheckInfo
OPTIONAL,


o-CSI

[5] O-CSI

OPTIONAL,


extensionContainer
[7] ExtensionContainer
OPTIONAL,


ccbs-Possible
[8]
NULL

OPTIONAL,


msisdn

[9]
ISDN-AddressString
OPTIONAL,


uu-Data

[10] UU-Data
OPTIONAL,


allInformationSent
[11] NULL

OPTIONAL,


...,


d-csi

[12]
D-CSI
OPTIONAL,


o-BcsmCamelTDPCriteriaList 
[13]
O-BcsmCamelTDPCriteriaList 
OPTIONAL,


basicServiceGroup2
[14] Ext-BasicServiceCode
OPTIONAL,

mtRoamingRetry
[15] NULL

OPTIONAL

 }
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