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********* BEGIN MODIFICATION **********
5.10.2.1
Registration

When IBCF receives a REGISTER request, the IBCF shall:

1)
if network topology hiding is required, then apply the encryption procedures for the Path header as described in subclause 5.10.4.1;

2)
if network topology hiding is required or IBCF is configured to perform application level gateway and/or transport plane control functionalities, then the IBCF shall add its own routeable SIP URI to the top of the Path header; and

NOTE 1:
The IBCF can include in the inserted SIP URI an indicator that identifies the direction of subsequent requests received by the IBCF i.e., from the S-CSCF towards the P-CSCF, to identify the UE-terminating case. The IBCF can encode this indicator in different ways, such as, e.g., a unique parameter in the URI, a character string in the username part of the URI, or a dedicated port number in the URI.

NOTE 2:
Any subsequent request that includes the direction indicator (in the Route header) or arrives at the dedicated port number, indicates that the request was sent by the S-CSCF towards the P-CSCF.
NOTE 2a:
In accordance with the procedures described in IETF RFC 3608 [38], an IBCF does not insert its own routable SIP URI to the Service-Route header.

3)
select an entry point of the home network and forward the request to that entry point.

If the selected entry point:

-
does not respond to the REGISTER request and its retransmissions by the IBCF; or

-
sends back a 3xx response or 480 (Temporarily Unavailable) response to a REGISTER request;

the IBCF shall select a new entry point and forward the original REGISTER request. 

NOTE 3:
The list of the entry points can be either obtained as specified in RFC 3263 [27A] or provisioned in the IBCF. The entry point can be an IBCF or an I-CSCF.
If the IBCF fails to forward the REGISTER request to any entry point, the IBCF shall send back a 504 (Server Time-Out) response to the P-CSCF, in accordance with the procedures in RFC 3261 [26].
********* SECOND MODIFICATION **********
5.10.3.1
Registration

When IBCF receives a REGISTER request, the IBCF shall:

1)
verify if it arrived from a trusted domain or not. If the request arrived from an untrusted domain, respond with 403 (Forbidden) response;

NOTE 1:
The IBCF can find out whether the request arrived from a trusted domain or not, from the procedures described in 3GPP TS 33.210 [19A].

2)
if network topology hiding, or screening of SIP signalling, is required or IBCF is configured to perform application level gateway and/or transport plane control functionalities, add its own routeable SIP URI to the top of the Path header; and

NOTE 2:
The IBCF can include in the inserted SIP URI an indicator that identifies the direction of subsequent requests received by the IBCF i.e., from the S-CSCF towards the P-CSCF, to identify the UE-terminating case. The IBCF can encode this indicator in different ways, such as, e.g., a unique parameter in the URI, a character string in the username part of the URI, or a dedicated port number in the URI.

NOTE 3:
Any subsequent request that includes the direction indicator (in the Route header) or arrives at the dedicated port number, indicates that the request was sent by the S-CSCF towards the P-CSCF.
NOTE 3a:
In accordance with the procedures described in IETF RFC 3608 [38], an IBCF does not insert its own routable SIP URI to the Service-Route header.

3)
If IBCF is colocated with an I-CSCF, or it has a preconfigured I-CSCF to be contacted, forward the request to that I-CSCF. Otherwise select an I-CSCF and forward the request to that I-CSCF.

Editor's note: It is FFS, whether for an IBCF in the home network it is useful to allow the I-CSCF selection. It adds extra flexibility to the network topology, but adds extra complexity as well. The possible two level re-selection can be too much for the SIP timers.

If the selected I-CSCF:

-
does not respond to the REGISTER request and its retransmissions by the IBCF; or

-
sends back a 3xx response or 480 (Temporarily Unavailable) response to a REGISTER request;

the IBCF shall select a new I-CSCF and forward the original REGISTER request. 

NOTE 4:
The list of the I-CSCFs can be either obtained as specified in RFC 3263 [27A] or provisioned in the IBCF.
If the IBCF fails to forward the REGISTER request to any I-CSCF, the IBCF shall send back a 504 (Server Time-Out) response towards the P-CSCF, in accordance with the procedures in RFC 3261 [26].
********* THIRD MODIFICATION **********
5.10.5
IMS-ALG functionality in the IBCF

The IBCF shall only apply the following procedures if application level gateway functionality is required by the network.

The IBCF acts as a B2BUA when it performs IMS-ALG functionality. As an IMS-ALG, the IBCF will internally map the message headers between the two dialogs that it manages. It is responsible for correlating the dialog identifiers and will decide when to simply translate a message from one dialog to the other, or when to perform other functions. The IBCF, although acting as a UA, does not initiate any registration of its associated addresses. These are assumed to be known by peer-to-peer arrangements within the IM CN subsystem.
When the IBCF receives an initial INVITE request from another SIP network, i.e. the IBCF acts as an entry point, the IBCF shall generate a new initial INVITE request and forward it to the I-CSCF. In case the initial INVITE request is received from own network, i.e. the IBCF acts as an exit point, the IBCF shall generate a new initial INVITE request and forward it to the entry point of the other network.

An IBCF may provide a contact address that is not a GRUU when the contact address in the incoming message that is being replaced is not a GRUU. In all other cases it shall use a GRUU. When using a GRUU, it shall do so in conformance with draft-ietf-sip-gruu [93].

This specification does not define how GRUUs are created by the IBCF; they can be provisioned by the operator or obtained by any other mechanism. The GRUU shall remain valid for the time period in which features addressed to it remain meaningful.

The IBCF shall handle requests addressed to its currently valid GRUUs when received outside of the dialog in which the GRUU was provided.

EXAMPLE: 
Upon receipt of an INVITE request addressed to a GRUU assigned to a dialog it has active, and containing a Replaces header referencing that dialog, the IBCF will be able to establish the new call replacing the old one.
The internal function of the IBCF as an IMS-ALG is defined in 3GPP TS 29.162 [11A].
********* END MODIFICATION **********
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