Page 1



3GPP TSG CT Plenary Meeting #36 
CP-070481
Busan, KOREA, 30th May – 1st June 2007









(revision of CP-070361)
	CR-Form-v9.3

	CHANGE REQUEST

	

	(

	24.279
	CR
	0051
	(

rev
	4
	(

Current version:
	7.4.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	X


	

	Title:
(

	Further details on splitting procedure

	
	

	Source to WG:
(

	 

	Source to TSG:
(

	Samsung

	
	

	Work item code:
(

	CSItermS
	
	Date: (

	22/05/2007

	
	
	
	
	

	Category:
(

	B
	
	Release: (

	Rel-7

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)

	
	

	Reason for change:
(

	Current specification lacks details of splitting procedure in CSI AS.
Additionally, some typo mistakes in subclause 9.3.3.3.2 needs correcting.

	
	

	Summary of change:
(

	If a part of call leg is established, the CSI AS shall not split the request to the established call leg and respond it appropriately by itself instead.
Secondly, typos in subclause 9.3.3.3.2 corrected.

	
	

	Consequences if 
(

not approved:
	Incomplete functionality of CSI AS

	
	

	Clauses affected:
(

	9.3.3.3.1, 9.3.3.3.2, New subclause 9.3.3.3.4

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


** Start of Change **
First Change
9.3.3.3
Session Splitting towards terminating CUA
9.3.3.3.1
General
The CSI AS performs the session splitting and session combining to the third party registered CUA.

When the CSI AS receives the SIP INVITE request including the SDP media descriptions for both voice media and non-voice media(e.g. MSRP) from the originating UE, the CSI AS shall check if there are any ongoing sessions between the originating UE and the terminating CUA.

1) 
if there are no ongoing IM sessions between the originating UE and the terminating CUA, the CSI AS performs the session splitting procedure as follows: 
a)
for the non-voice media, the CSI AS shall initiate the new SIP INVITE requesting the same non-voice media towards the CUA via IM CN subsystem as per subclause 9.3.3.4 and, 
b)
for the voice media, the CSI AS shall initiate the new SIP INVITE requesting the same voice media towards the CUA via CS domain through the MGCF as per subclause 9.3.3.5.

Editor’s Note: If the CUA is not registered to the IM CN subsystem, the CSI AS would not have been triggered. In this case, how the the SIP INVITE from the originating UE is to be handled is FFS.
2)
if there is an ongoing IM session between the originating UE and the terminating CUA, the CSI AS shall follow the subclause 9.3.3.6.
When the CSI AS receives the SIP INVITE request including the SDP media description for voice media only, the CSI AS shall check if there are any ongoing IM sessions between the originating UE and the terminating CUA.

1)
if there is no ongoing IM session between the originating UE and the terminating CUA, the CSI AS shall follow the subclause 9.3.3.4 or,

2)
Otherwise the CSI AS shall follow the subcaluse 9.3.3.6.

When the CSI AS receives the SIP INVITE request including the SDP media description for non-voice media only, the CSI AS shall check if there are any ongoing IM sessions between the originating UE and the terminating CUA.

1)
if there are no ongoing IM session between the originating UE and the terminating CUA, the CSI AS shall follow the subclause 9.3.3.5 or,

2)
Otherwise the CSI AS shall follow the subcaluse 9.3.3.6.
For the standalone SIP request and the SIP request initiating a new dialog other than the SIP INVITE request, the CSI AS shall follow subclause 5.7.5 of 3GPP TS 24.229[5] without splitting.
Next Change
9.3.3.3.2
Call Initiation towards the CS domain 
When the CSI AS receives an initial SIP INVITE request that requests an IMS session with voice media, the CSI AS shall perform the third party call control, as specified 5.7.5 of 3GPP TS 24.229[5] including the following: 

1)
The CSI AS creates the SIP INVITE request setting the Request-URI and To header to a Tel-URI which is an alias of the SIP-URI which is included in the received SIP INVITE request. 
NOTE:
The CSI AS maps between SIP-URI and Tel-URI from information provided by the HSS about alias URIs of the registered identity, as specified in 3GPP TS 29.328[16] .

2) The CSI AS adds the address of BGCF in the Route header to be located behind of the address of S-CSCF.

3)
The CSI AS populates the SDP with the voice media parameters which is included in the SIP INVITE request from the originating UE.

4) The CSI AS sends the SIP INVITE request towards the S-CSCF for further routeing.
If the CSI AS does not take any action for the received SIP INVITE request, it shall apply the procedure described in subclause 5.7.4 of 3GPP TS 24.229 [5].
Next Change – New Subclause
9.3.3.3.4
Subsequent requests

When the CSI AS which hasn’t sent the final SIP response to the originating UE yet receives a subsequent SIP request from the originating UE (i.e. in early dialog),

1)
The SIP request which is triggered by the subsequent SIP request from the originating UE shall include exactly the same media components as the SIP requests triggered by the initial SIP INVITE request.

2)
the CSI AS shall not send a SIP request to the already established call leg if the CSI AS has received the final SIP response for that call leg. Instead the CSI AS shall include the media description showing the media on the established call leg is ready when responding back to the originating UE.

Upon receipt of the SIP re-INVITE request or the SIP UPDATE request from the originating UE after the session is established, the CSI AS shall follow subclause 9.3.3.4. Handling of other subsequent SIP requests is out of scope of this version of the document.

*** End of Change ***
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