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*** 1st Change ***

4.4.1
Initial Provisioning of Session Information

When a new AF session is being established and media information for this AF session is available at the AF, the AF shall open an Rx Diameter session with the PCRF using a AA-Request command. The AF shall provide the UE's IP address using either Framed-IP-Address AVP or Framed-IPv6-Prefix AVP, and the corresponding Service Information within Media-Component-Description AVP(s). The AF shall indicate to the PCRF as part of the Media-Component-Description whether the media IP flow(s) should be enabled or disabled with the Flow-Status AVP.
The AF may include the AF-Application-Identifier AVP into the AA-Request in order to indicate the particular service that the AF session belongs to. This AVP can be provided at both AF session level, and Media-Component-Description level. When provided at both levels, the AF-Application Identifier provided within the Media-Component-Description AVP will have precedence.
The AF may include the AF-Charging-Identifier AVP into the AA-Request for charging correlation purposes. The AF may also include the Specific-Action AVP to request notification for certain user plane events, e.g. bearer termination.
The AF may include the Service-URN AVP in order to indicate that the new AF session relates to emergency traffic. If the PCRF receives the Service-URN AVP indicating an emergency session, the PCRF may apply special policies, for instance prioritising service flows relating to the new AF session or allowing these service flows free of charge.
For types of IP-CAN that support the emergency APN, e.g. GPRS, if the IMS service information does not contain a Service-URN AVP indicating an emergency session and the associated IP-CAN is initiated with an emergency APN, based on local policy, PCRF may  reject the IMS service information provided by the AF containing the Experimental-Result-Code AVP with value REQUESTED_SERVICE_NOT_AUTHORIZED.
When the PCRF receives an initial AA-Request from the AF, the PCRF shall perform session binding as described in 3GPP TS 29.213 [9]. To allow the PCRF to identify the IP-CAN session for which this request applies, the AF shall provide either the Framed-IP-Address or the Framed-IPv6-Prefix containing the routable IP address applicable for the IP Flows towards the UE. Further details on how the PCRF identifies suitable IP-CAN sessions can be found in the binding mechanism described in 3GPP TS 29.213 [9].

If the request contains Media-Component-Description Attribute-Value Pair(s) (AVP(s)) the PCRF shall store the received Service Information. The PCRF shall process the received Service Information according to the operator policy and may decide whether the request is accepted or not. The PCRF may take the priority information within the Reservation-Priority AVP into account when making this decision.

To allow the PCRF and PCEF to perform PCC rule authorization and bearer binding for the described service IP flows, the AF shall supply both source and destination IP addresses and port numbers within the Flow-Description AVP, if such information is available.
NOTE:
In SDP source port information is usually not available.

The AF may specify the Reservation-Priority AVP at request level in the AA-Request in order to assign a priority to the AF Session as well as specify the Reservation-Priority AVP at the media-component-description AVP level to assign a priority to the IP flow. The presence of the Reservation-Priority in both levels does not constitute a conflict as they each represent different types of priority. Specifically the Reservation-Priority at the AA-Request level provides the relative priority for a session while the Reservation-Priority at the media-component-description level provides the relative priority for an IP flow within a session. If the Reservation-Priority AVP is not specified the requested priority is DEFAULT (0).

The AF may request notifications of specific IP-CAN session events through the usage of the Specific Action AVP in the AA-Request command. The PCRF shall make sure to inform the AF of the requested notification s in the event that they take place.
The PCRF shall check whether the received Service Information requires PCC Rules to be created and provisioned and/or authorized QoS to be provisioned. Provisioning of PCC Rules and Authorized QoS to the PCEF shall be carried out as specified at 3GPP TS 29.212 [8].

The PCRF shall reply with an AA-Answer to the AF. The acknowledgement towards the AF should take place before or in parallel with any required PCC Rule provisioning towards the PCEF. If the PCRF needs to terminate the Rx session before it has sent the AA Answer, the PCRF shall send the AA Answer immediately and before the AS Request.
NOTE: For certain IP-CANs, in Network-Only mode, it could be more optimal to wait for the provisioning of the PCC rules to complete before replying to the AF; in such a case, if the PCRF is unable to provision the PCC rules, the PCRF shall consider the session request failed, return an AA-Answer with a negative response and release any resources established for the session.
The behaviour when the AF does not receive the AA Answer, or when it arrives after the internal timer waiting for it has expired, or when it arrives with an indication different than DIAMETER_SUCCESS, are outside the scope of this specification and based on operator policy.

*** 2nd Change ***

4.4.2
Modification of Session Information
The AF may modify the session information at any time (e.g. due to an AF session modification or internal AF trigger) sending an AA-Request command to the PCRF containing the Media-Component-Description AVP(s) with the updated Service Information. The PCRF shall process the received Service Information according the operator policy and may decide whether the request is accepted or not. If accepted, the PCRF shall update the Service Information with the new information received. Due to the updated Service Information, the PCRF may need to create, modify or delete the related PCC rules and provide the updated information towards the PCEF following the corresponding procedures specified at 3GPP TS 29.212 [8]. The procedures to update the Authorized QoS for the affected IP-CAN bearer are also specified at 3GPP TS 29.212 [8].

The PCRF shall reply with an AA-Answer to the AF. The acknowledgement towards the AF shouldtake place before or in parallel with any required PCC Rule provisioning towards the PCEF and shall include the Access‑Network-Charging-Identifier(s) and may include the Access-Network-Charging-Address AVP, if they are available at this moment and have not been yet supplied earlier to the AF. If the PCRF needs to terminate the Rx session before it has sent the AA Answer, the PCRF shall send the AA Answer immediately and before the AS Request.
NOTE: For certain IP-CANs, in Network-Only mode, it could be more optimal to wait for the provisioning of the PCC rules to complete before replying to the AF; in such a case, if the PCRF is unable to provision the PCC rules, the PCRF shall consider the session modification request failed and return an AA-Answer with a negative response and should return the session resources to the state prior to receipt of the AA-Request.
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