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	29.212
	0056
	-
	Rel-7
	Add Bearer-Identifier AVP in RAA message
	F
	7.2.0
	C3-070945
	PCC

	29.212
	0057
	-
	Rel-7
	Alignment for the Indication of IP-CAN Bearer Termination Implications
	F
	7.2.0
	C3-070946
	PCC

	29.212
	0058
	2
	Rel-7
	Correction of default charging method over Gx interface
	F
	7.2.0
	C3-071128
	PCC

	29.212
	0061
	2
	Rel-7
	Correction of the ambiguous name of Max-Requested-Bandwidth-UL DL AVPs
	F
	7.2.0
	C3-071130
	PCC

	29.212
	0062
	2
	Rel-7
	Authorized QoS per QCI provisioned in CCA
	F
	7.2.0
	C3-071131
	PCC

	29.212
	0064
	3
	Rel-7
	Modify the description of Charging-Rule-Report AVP
	F
	7.2.0
	C3-071153
	PCC

	29.212
	0067
	2
	Rel-7
	Adding 3GPP-user-location-info AVP in CCR message
	F
	7.2.0
	C3-071136
	PCC

	29.212
	0068
	1
	Rel-7
	Removing unnecessary and ambigous text from the Charging-Rule-Install section
	F
	7.2.0
	C3-071073
	PCC

	29.212
	0069
	-
	Rel-7
	AVP applicability to charging or policy control
	F
	7.2.0
	C3-070980
	PCC


