Page 1



3GPP TSG CT WG4 Meeting #37 
C4-071975
Sophia Antipolis, FRANCE, 5th – 9th November 2007



    Revision of C4-071715
	CR-Form-v9.3

	CHANGE REQUEST

	

	(

	29.228
	CR
	0388
	(

rev
	1
	(

Current version:
	7.7.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	X


	

	Title:
(

	Handling of USER_UKNOWN and NOT_SUPPORTED_USER_DATA error in PPA

	
	

	Source to WG:
(

	LM Ericsson

	Source to TSG:
(

	C4

	
	

	Work item code:
(

	TEI7
	
	Date: (

	05/11/2007

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-7

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)

	
	

	Reason for change:
(

	The description of the behaviour of the HSS when receiving DIAMETER_NOT_SUPPORTED_USER_DATA or DIAMETER_USER_UNKNOWN errors in a Push-Profile-Answer is missing.

	
	

	Summary of change:
(

	The case for DIAMETER_NOT_SUPPORTED_USER_DATA is added to the behaviour of DIAMETER_ERROR_TOO_MUCH_DATA.

A paragraph indicating the behaviour DIAMETER_USER_UNKNOWN is added in section 6.2.2.1.

	
	

	Consequences if 
(

not approved:
	The specification will not cover these cases, leading to different and potentially incorrect implementations.

	
	

	Clauses affected:
(

	6.2.2

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


>>>>>>>>>>> 1st of 1 modified sections <<<<<<<<<<<

6.2.2
HSS initiated update of User Profile

>>>>>>>>>>> text deleted for clarity <<<<<<<<<<<

6.2.2.1 Detailed behaviour

The HSS shall make use of this procedure to update the relevant user information to the S-CSCF. The user information contains the user profile. See chapters 6.5.2.1 and 6.6.1 for the rules of user profile updating. If there are multiple registered Private User Identities associated to the Public User Identity in the HSS, the HSS shall send only single request and select arbitrarily one of the Private User Identities and put it into the request. For updates of the profile of a Wildcarded Public Service Identity, the HSS shall send only one single request. That request shall contain the Wildcarded Public Service Identity (content within the Identity tag in the XML data shall be ignored by the S-CSCF).

The Charging-Information AVP and/or the User-Data AVP shall be present in the request. If the User-Data AVP is present in the request, the S-CSCF shall overwrite, for the Public Identities indicated in the User profile included in the request, current information with the information received from the HSS, except in the error situations detailed in table 6.2.2.1.1. If the Charging-Information AVP is present in the request, the S-CSCF shall replace the existing charging information with the information received from the HSS.

If the S-CSCF receives data that it can not recognise, unsupported user data in a part of the request where it may not be ignored or more data than it can accept, it shall return the corresponding error code to the HSS as indicated in table 6.2.2.1.1. The S-CSCF shall not overwrite the data that it already has to give service to the IMS Subscription. The HSS shall initiate a network-initiated de-registration procedure towards the S-CSCF with Deregistration-Reason set to SERVER_CHANGE, which will trigger the assignment of a new S-CSCF. 

If the HSS receives DIAMETER_ERROR_USER_UNKNOWN from the S-CSCF in the Push-Profile-Answer, then the HSS shall initiate a network-initiated de-registration procedure towards the S-CSCF with only the Private User Identity and Deregistration-Reason set to PERMANENT_TERMINATION. This will allow the synchronization of the registration status in HSS and S-CSCF.

Table 6.2.2.1.1 details the valid result codes that the S-CSCF can return in the response.

Table 6.2.2.1.1: User profile response valid result codes

	Result-Code AVP value
	Condition

	DIAMETER_SUCCESS
	The request succeeded.

	DIAMETER_ERROR_NOT_SUPPORTED_USER_DATA
	The request failed. The S-CSCF informs the HSS that the received user information contained information, which was not recognised or supported by the S-CSCF due to unsupported S-CSCF capabilities.

	DIAMETER_ERROR_USER_UNKNOWN
	The request failed because the Private Identity or one of the Public Identities is not found in S-CSCF. 

	DIAMETER_ERROR_TOO_MUCH_DATA
	The request failed. The S-CSCF informs to the HSS that it tried to push too much data into the S-CSCF.

	DIAMETER_UNABLE_TO_COMPLY
	The request failed.
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