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	Currently the text describing recording for two or more parties states that a unidirectional topology shall be used. The reason for needing this is not clear and generally Topology has not been used in such cases in other 3GPP profiles. If a separate termination is seized for the recording then there is no reason that that termination needs to have a unidirectional topology as it will not be transmitting any data itself into the context anyway.
This is an Essential Correction.
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	Remove the text that indicates the the use of unidirectional topology for recording 
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	Unneccesary requirement which contradicts rules applied in other 3GPP profiles.
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6.2.4.2
Start audio record
After reception of a trigger to record audio, the MRFC should initiate the Start audio record procedure. The MRFC shall request the MRFP to record audio from one or all terminations in a context with the record file URI and record file format. If it is to record one party, only the input stream of the party is recorded. If it is to record all parties, the mixed stream of all parties is recorded. 
When recording audio from all terminations in a context (for two-party sessions or a conference) the MRFC may request the MRFP to assign a new termination to record the audio in the context. 
The record file URI can be generated by the AS/MRFC or by the MRFP. For the second case, the MRFC shall indicate the MRFP to generate the URI and return the generated URI to the MRFC. The record file format is the 3GPP multimedia file format, defined in the 3GPP TS 26.244[5], and only the audio track is used for the audio recording. The MRFC may indicate the maximum record time to the MRFP. When the maximum record time has elapsed, the MRFP shall stop the audio recording.

The MRFC may request the MRFP to detect the audio recording completion, and notify the completion event and cause to the MRFC. The audio recording is completed when either of the following has occurred;

-
the maximum time period of audio recording has elapsed,
-
no input is detected,
-
DTMF digits are detected by the MRFP where the DTMF key sequenceshall stop or cancel the audio recording ,

-
the MRFC requests the MRFP to stop the audio recording, or:

-
the audio recording is not successful.
*************************************** NEXT CHANGE ****************************************
6.2.8.3
Start multimedia Record
After reception of a trigger to record multimedia, the MRFC shall initiate the Start multimedia record procedure. 
If it is to record one party, only the input stream of the party is recorded. If it is to record all parties, the mixed stream of all parties is recorded.
When recording multimedia from all terminations in a context (for two-party sessions or a conference) the MRFC may request the MRFP to assign a new termination to record the multimedia in the context.
The MRFC shall indicate the record file URI and the record file format to the MRFP. The record file URI can be generated by the AS/MRFC or by the MRFP. For the second case, the MRFC shall indicate the MRFP to generate the URI and return the generated URI to the MRFC. The record file format is the 3GPP multimedia file format, defined in the 3GPP TS 26.244[5]. The MRFC may indicate the maximum record time to the MRFP, when this time has elapsed, the MRFP shall stop the multimedia recording.

The MRFC may request the MRFP to detect the multimedia recording completion, and notify the completion event and cause to the MRFC. The multimedia recording is completed when either of the following occurs;

-
the maximum time period of multimedia recording has elapsed,
-
a DTMF digit is detected by the MRFP where the DTMF key sequence shall  stop or cancel the multimedia recording,

-
DTMF digits are detected by the MRFP where the DTMF key sequence shall stop or cancel the audio recording,

-
the MRFC requests the MRFP to stop the audio recording, or

-
the media recording is not successful.
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